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FINISHED COMPONENTS — PROTECTION FOR SEIPMENT AND STORAGE
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1. SCOPE

This Ford Manufacturing Standard outlines the methods recommended for
protection of finished components e.g. crankshafts, flywheels, cylinder blocks
ete. from corrosion during shipment (including shipments overseas) and
subsequent storage for a period not in excess of 30 days.

2.  APPLICATION

These processes are mormally applied to finished machined components as
supplied to any plant within Ford worldwide from any Supplier regardless of
location.

3.  REQUIREMENTS

3.1 C(Cleaning -

Prior to treatment, all parts shall be clean and free from rust and other soil.

3.2 Coating Method

Parts may be coated by dipping, spraying or brushing according to equipment
available and ease of handling. Complete coverage of the parts both inside and
out, is essential. Where parts contain complex internmal passages, oil gallery
etc. care should be taken to ensure complete drainage before packaging. If it
is proposed to treat parts which have been partially painted, then care must
be taken to ensure that the paint is completely cured before treatment
commences.

3.3 Coating Material

The recommended material is a soft film type rust preventative according to
Ford Manufacturing Standard U-MCO07-8011.

3.4 Packaging and Shipment

Before packing and shipment, sufficient time must be allowed to permit
complete evaporation of the solvent in order to leave a solvent free film on
the surface of the parts. During subsequent handling, damage to the protective
film must be prevented by the use of special gloves or handling media.

Note Where necessary, specific packaging conditions must be agreed betwsen
all relevant areas.
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3.5 Removal

The protective film shall be removed by washing under normal plant conditioms,
ensuring complete removal of the coating prior to assembly, with particular
care and attention being given to complex areas e.g. the oil holes.

4. SPECIAL REQUIREMENTIS

See Ford Manufacturing Standard W-MEX - Standard Requirements applicable to
Procurement of Non—Production Materials, Machines and Equipment.

Substance restrictions imposed by law, regulatioms, or Ford, apply to the
items addressed by this document. The restrictions are defined in Engineering

Material Specificatiom WSS-M99P9999-Al.
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