Manufacturing Standards

PREVENTION OF RUST ON STAMPINGS & ASSEMBLIES

SCOPE

This Process Standard applies to sheet metal panels and assemblies in
press shops, in tramsit and in Body Construction areas.

Individual applications are described in the relevant Manufacturing
Material -Standards.

MATERIALS APPROVED
BAO-Quality Laboratory must approve all materials used for the
following purposes.

Drawing compounds to Manufacturing Staadard U-MB 014-8001 used by BAO

~ stamping plants.

2.3

2.4

Mill oils applied by steel manufacturers to sheet and strip material.

Mineral oil Based cleaning agernt to Manufacturirng Standard
U-MB~014-8003 used by plants for blanks and parts.

Waterbased washing materials to Manufacturing Standards U-MB-005-8018,
U-MB-005-8033, U-MB-005-8034 and U-MB-005-8035 must be used where
cleaning operations are installed.

Rust protection for storage 2nd shipments.
Corrosion preventatives for protection during storage and shipment
must be approved in accordance with following Standards:

Manufacturing Standard Protection Time

U-MC-007-8001 2 months Minimum
U-MC-007-8011 €6 months Minimum
APPLICATION-

KD shipments are covered by KD operations iastructions.

All critical skir panels and assemblies stored for more tkan 10
working days or shipped on critical transportation routes are to be
lightly mist sprayed as a unit load, or individually as a unit item if
specifically requested. before dispatch., using rust preventative
U-MC-007-8001 or U-MC-007-8011 as appropriate.

Determination of whether parts are critical is the responsibility of
the Shipping/Receiving Plant and should be based on shipping and
storage experience. Other factors that could be considered are
service history, time of year, schedule stability etc.

All assemblies that have been metal finished or spot welded shall be
treated with rust protective oil as 3.2
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All storage buildings to be fully weatherproofed.

Materials in temporary storage and at transportation terminals must be
undexr cover and fully protected from the weather.

All stock must be turned over at adeguate intervals, particularly at
shipping terminals in accordance with PP&C stock rotating procedure.

LOADING AND UNLOADING

All loading and ucloading must be carried out under cover

DERUSTING

Derusting shall be performed mechanically, see Manufacturing Standard
U-MS003-004. Any other process must be approved by BAO Quality
Laboratory. )

No chemical derusting shall be performed.

PROCESS CHANGES

All Process Changes which may bave an effect oz the vulperability of
the part to rusting, must take this aspect into account. BAO Quality
Laboratory is to be coasulted.

COATED MATERIALS

For shipping of pre-coated steel parts, normal mill oil protection is
sufficient.
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