Manufacturing Standards P

Preparation of Vehicles for Shipment and Storage e T
Passenger Vehicles and Vans

1) Scope

This standard defines the methods for preparing vehicles for:
a) Shipment and storage time not exceeding 30 days (short term).
B) Shipment and storage time exceeding 30 days (long term).

2} Application

This standard applies to all bought off passenger and light commercial
vehicles.

Chassis front ends are unsuitable for outside storags, special
arrangements for undercover storage of these items must be made.

3) Requirements
A) Short Term - Bodywork paintwork should be protected as Clause 3.1.
B) Long Term - All of the following requirements apply.
3.1 Body Protection
Body paint protection material must be applied to all horizontal
surfaces and A, B, C, D pillars unless specifically requested

otherwise by the dealer or other customer for immediate sale or

delivery. When particularly required, vertical surfaces may also
be coated. :

A number of materials have been developed to prevent paint damage
by industrial fallout, these are:

U-MG 009 021 A/B: Wax - paraffin based
U-MG 009 021 C: Wax -~ water based
U-MJ 009 8002: Acrylic - water based

The material used will be determined by the facilities ava;lable
for removal in the particular market.

NOTE: VEHICLES WHICH ARE PRIMER PAINTED MUST NOT BE SPRAYED BY
ANY OF THE ABOVE MATERIALS AND ARE UNSUITABLE FOR OUISIDE STORAGE.

3.1.1 Application of Protection U-MG 009 021 A/B/C or U-MJ 009 8002.

The protective compound must be applied to a clean and dry body or
cab to give a continuous coating of dry film thickness 5 -~ 10 um.

Avoid excessive build up of protective, i.e. runs or sags om
painted surfaces.
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3.2.1

Caont/...

Material must be dry (i.e. rain resistant) before the wvehicle
leaves the building.

Note: Windshield, backlight, side windows, and exterior rear view
mirror must be kept clear either by suitable shielding during
application or by cleaning with the appropriate remover
imnmediately after the protective is applied to ensure gocd
visibility for the driver. Removing materials are:

U-MG 009 021 A/B/C - Solvent (UMBOOS 8000)
U-MJ 009 8002 - Iso Propyl Alcchol (SM 14J 23A)

CAUTION: Iso propyl alcohol can damage some plastics (in
particular lens materials).

. Internal Engine Protection

Petrol Engines
Add 2% by volume of mineral oil additive (ESE M99 C 101 A) to the

required quantity of initial £ill petrol in the vehicles tank
before driving to the storage area.

Diesel Engines - No requirement.

Batteries

Remove batteries from vehicles and return to production to be
installed in vehicles not intended for lomg term storage. Place
loose battery fittings imn tray.

Note: If batteries cannot be returned to production for any

reason they shall be maintained in accordance with the Service
Procedure and Warranty Instructions currently in force.

Heater Ventilation Units

Place controls in the closed position.

Interior Protection

Place a silica gel sachet near the dashboard.

Windscreen Wipers

Sheath windscreen wipers with suitable polythene bags.

Iyres

Maintain the pressure of the tyres at 3.5 bar. NOTE: TYRES MUST
BE BROUGET TO PRESSURE SPECIFIED IN OWNERS HANDBOOK PRIOR IO

RELEASE FOR SALE.

If the vehicle is to be driven more than 10 miles/16 kilometres
then the pressure should be reduced to recommended levels.
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