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@2 Manufacturing Standards P

DEWAXING OF VEHICLES

-

. Scope

Tnis standard lays down approved materials and methods for dewaxing
vehizles, having a protective wax film U-MGoo9-021 A/B.
Any deviation from these approved methods can result in vehicle damage.

Hand-Method Procedure A: To be used where legal recuirements restriect
the use of emulsifiable solvents.

_ Hand-Method Procedure B: Can be used where legal reguirements allow
the use of emulsifiable solvents.

Steam Souizment Method: Overcomes the legal restristicns for purity
(marr1al or autometic) of effluent and is preferred to the hand methods.

2. Procadures

2.1  Hand Method

2.1.7 Procedure A
Zouipment and material required:

Solvent separater according to DIN 19938 of sufiicient capacity
~ (Germany onlyj.

Materials: Non emulsifiable FoMoCo-Dewaxing sclvent U-MBooS-S000,
solz by PC Cologne

(Serial No. 546652 ~- 50 litre package)
(Serial No. 546653 - 200 litre package!

i. Blow orf loose dirt by compressed zir ané hose down with water
{preferably warm). In winter remove any ice or snow by storing

in 2 warm area or with warm water priocr to dirt removal.

The windshield wirzer blades are to be removed or covered correctly
v polyethylene bass.
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Preferably apply dewaxing solvent with a non-atomizing
Spray gun on all exterior surfaces, or lightly swab with
a soft clean porous soonge, saturated with the dewaxing
solvent. Do not rub the waxec surfazee at this stage.

Allow ‘o minutes reaction time. then wash the ezr down
with the dewaxing sclvent, using clean porous sponges.

T> avoid scratching the paint work, dirt particles must

be removed from the sponges by frecuent rinsing in dewaxing
solvent. This solvent should be contained in a bucket which
ineorperates a wire mesh seresn 1o em from its base. to
allow separation of the dirt particles from the solvent.

Imeediately step three is complete. spray the vehicle with
water (preieravly warm). Ensure al. dewaxing solven: :s
removed from all sealing rubbers (e.g. doors, luggage
compartment) by means of a suitable water spray.

Blow off excess water by using compressed air and dry with
a lezther cr soft cloth.

Polish with a dry soft polishing cloth. Any remaining wax
may easily be removed by wiping with a soft polishing clotn
moistened with dewaxing solvent.

Procedure B
Material required: Dewaxing Materizl - smulsifiable

1

As deseribzd in 2.1.1, Step 1
As described in 2.1.7, Step 2

Allcw 1o minutes reaction time, swad the su=face wita 2
clean solt dorous sponge saturatea with dewaxing solvent,
rubbing ligatly to promote reactiocn between the solvent and
wax. To avoid scratching paintwork sroceed as ia 2.7.1 ,
step 3.

As cdeseribed in 2.1.1, Step 4+

\n

As deseribed in 2.1.1, Step

As cescribed in 2.7.1, Step ©

U -MS005-2000 . Manufacturing
Page 2 Administration
CLEANING OF FINISHED PROCUCTS JANUARY 1988

Copyright by the Ford Motor Company
Thu Sep 01 16:54:33 2016

B 900910 005071L 096 A

Full document details: FORD U-MS009-8000 1988

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-u-ms009-8000-1988
http://www.avadocuments.com/doc/ford-u-ms009-8000-1988

