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AiR CYLINDER SUPPORT
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diumeyier Ordecing number ;; d2 |43 lf; tz |13 :'E).’;S 2‘05.'1 t6
32 UNC 020 02032 12 8.4 113,555 |26 120 |36 113 { 3
L0 and 50 | UNC 020 02040 16 8.6 13,5955 {26 [20 |36 |13 | 9
63 gnd 60 | UKC 020 072083 20 10,5 N6.5 165 |3 125 12 {15 113
100 and 125 [URC 820 62100 25 113 119 475 .o l28 Isp l20 {13
160 UNC 020 62168 32 417 126 186 150 {35 |65 125 |17

Material ;- UMD 004 8000  {Polyamid containing molybdenom disulphide |,

Ordering example for air cylinder support for cylinder £ L0mm
AIR CYLINDER SUPPORT UNC D20 62 040

for cylinder diameter &0mm.
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FORK HEADS WITH SPRING PINS

DIMENSIONS IN mm

ALTERNATIVE SPLIT PIN

FOR SIZES M27+M36

( %’;——- 4
L AlAaTT% o
2L/
P d' r——_ 13
| Y
4 /l AT
O o |
1 X1 Jj :
L y SAFETY CLIP FOR SIZE M20 LEFT
( TO MANUFACTURERS DISCRETION
L
Use with cylinder U-NC0OO1 and
fork end joint U-FS013X pages
Size Standard-Part He B2
: Mo mbor d"m by Ll lalb ] e
pMiCc=.25 |u NC020-0310 |10 |18 {52 | 40 |15 | 20| 201 10 | 26
M12x1.25 {U NC 020 -031
- 2020312 § 2 1 20 62 |«8 |18 | 24| 22| 12 | 32
3 M2x1250 1U NC 020-03012
MIE x4 -
x5 U NC 020-0315 16 |{ 26 {83 |66 |24)32|32]1 |
MEx1.5L 1Y NC 020-030% '
M2o:1.5 U NC 020-0320) 32 {105 {80 |30 | 40| a0 | 20] 52
* | m20.15Uu NC 020-03020
M27x2  JU NC 020-0327 )30 | 48 {148 |12 | 40 {56 {55 |30] 72
M36x2 |U NC 020-0336} 35 | 60.{188 | 14s|{ 54 | 72 {70 | 35 | 1

ORDER-EXAMPLE FOR A FORK HEAD WITR SPRING PIN WITH THE SIZE

d=M12 RIGHT HAND THREAD

FORK HEAD WITH SPRING PIN U NC020- 0312

ITEM MARKED THUS 3k LEFT HAND THREAD FOR THRF ADED SPINDLE U-FSO‘B PAGE 10 ONLY
MATERIAL: FORK HEAD FORM G DIN 71752 : EN 14
FINISH:FORK HEAD SELF COLOUR,O!ILED

PIN WITH RETAINER . PHOSPHATED AND OILED

NOTE : MISSING DIMENSIONS AND DESIGN IKFORMATION LEFT 10 MANUFACTURERS DISCRETION
Manufacturing ’ ’ '
Administration
AIR  CYLINDER ACCESSORIES U-NC 020
MAY 1992
PAGE 3
| ‘IDD”i].I:IJ goyka9? b7 A Documents

Copyright by the Ford Motor Company
Thu Sep 01 16:54:54 2016

Full document details: FORD U-NC020 1992


http://www.avadocuments.com/doc/ford-u-nc020-1992
http://www.avadocuments.com/doc/ford-u-nc020-1992

N Manufacturing Standards

AIRCYLINDER
POSITION- CONTROL
DIM. INmm

MOUNTING - INSTRUCTIONS FOR PERMAPROX - SWITCHES 24V DC AND 110V AC
ON STANDARD- ARCYLINDER U-NC 101/103
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DISTANCES FOR PERMAPROX- SWITCHES
TO REAR AND FRONT END OF THE CYLINDER
OR FROM CENTRE TRUNNION -

THIS C(ONTACTLESS POSITION-CONTROL WITH MAGNETIC- PISTON IS ALSQO SUTABLE
FOR USE IN WELDING AREAS.

THE MINMUM STROKE FOR AN AIRCYLINDER WITH CENTRE TRUNNION U-NC 103 IS 80mm,
FOR ALL OTHER MOUNTINGS 50 mm.

APPROVED SUPPLERS FOR AIRCYLINDERS WITH MAGNETK -PISTON AND SWITCHES SEE BULLETIN U-N.
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