&Z» Manufacturing Standards V

Attachments and changes to Structural Steel

Scope
This Manufacturing Standard applies to all Ford Plants in Europe.
Application

This Manufacturing Standard shall be used for all alterations and fixings to
existing structural steel { welding, burning, drilling, cutting and clamping) .

General

Drawings Design Calculation must be submitted for written anoroval to Plant
Ingineering beforz any of the above work is undertaken. All fixings to structural
steel shall be in accordance with the relevant natural statutory regulations,
National Building Standards and Codes of Practice.

Welding

wherever possible on site welding should be avoided, but where there is no
reasonable alternative, strict cognizance should be taken of the fire regulations

pertaining.

Permanent installations such as catwalks and balconies may be welded to the
supporting structural steel work.

Supports for piping, duct work, conduits, suspended ceiling systems and related
items shall not be welded to supporting structural steel, unless approved by
Plant Engineering, '

All such welding work rust conform to nationat standards and be carried out by
corpetent welders.

Burning, Drilling & Cutting

Structural steel work shall not be burned, drilled or cut under any circurnstances,
unless approved by Plant Engineering,

Clamping

Conveyors, Hoist Beams, Monorails and related items shall be rigidly clamped

to the supporting structural steel work.

Beam Clamps

In general "I" Beam Clamps shall be of mild steel, shall clamp both edges of the
lower flange and shall be pulled hard against the flange by either one or wo
threaded bolts.

The type and size of the beam clamp mist be approved for each individual situation
by Plant Engineering and shali conform with national standards.

Manufacturing

Administration U = VU 001

APRIL 1992 SthCthCIl Steel Page 1

Man. Admin
Seot. 71 EU Y

Ml 9009160 0050406 4TH HE

Copyright by the Ford Motor Company ocume nts

Sat Aug 27 21:61:.04 2016
Full document details: FORD U-VU0011992


http://www.avadocuments.com/doc/ford-u-vu001-1992
http://www.avadocuments.com/doc/ford-u-vu001-1992

Y Manufacturing Standards @€Z2»

"C" clamps which fasten to only one edge of the flange shall not be used uniess
approved by Plant Engineering, in writing. If this type of clamp is used, retaining
straps must be used. These clamps shall also conform to naticnal standards.

Channel Clamps

Channel clamps designed to fasten to the lower flange of channels shall be of
mild steel and shall be held against the channel by threaded bolts and by
wedging.

Use these clamps for light duty, hand power systems only. The size and type
of clamp shall be approved by Plant Engineering, in writing, and shall oconform
to national standards.

Cutting, Burning and Weiding
No burning, cutting, using a heat source or welding-shall pe undertaken by

employees, contractors or subcontractors without first obtaining a non production
| _ cutting and welding permit from the local fire department or fire officer.

References

Management Instruction Number 1
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