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1. SCOPE: This standard establishes, in conjunction with VA2X, the painting materials, colors,
recommended method of paint application and color coding to be used on Company facilities,
for new construction and for maintenance.

Existi?g) machinery, equipment and building interiors can be repainted to match present
color.(l :

Where specific colors are not indicated for materials to be painted, they may be repainted
their existing color, the new standard color, or an alternate color if approved by the
Engineering Department, Plant Engineering Office, Manufacturing Staff.

Colors for exterior items to be painted or new facilities will be selected by the Architect and
approved by the Engineering Department, Plant Engineering Office, Manufacturing Staff.
Normal time cycling for repainting of existing facilities shall be observed. '
- (1) Existing machinery and equipment colors that are available to match present colors:

M-340, Gray Oil-Proof Machinery Enamel

M-5385A, Gray Oil-Proof Machinery Enamel - Modified Epoxy

M-5J86A, Green Oil-Proof Machinery Enamel - Modified Epoxy

M-5191A, Green Oil-Proof Machinery Enamel - Alkyd Base

M-5J103M-Y, Machinery Enamel Accent Colors - Alkyd Base

Existing building interior colors that are available to match present colors:
M-5J99A-C, Accent Colors

M-5J79A, Medium Green Enamel
M-313, Factory Dado Green Enamel

Ceilings
M-5J82A, White Eggshell Finish Paint - Spray Application
M-3J83A, White Eggshell Finish Paint - Brush Application

2. MATERIAL CODE: The following list indicates the M-No. Code designation and description
of materials used in this standard except Fire Retardant Paint described under "SAFETY."
Throughout the text to follow, only the M-No. and abbreviated name will be used:

M-No. Abbreviation Description

M-532 Blue Blue Sun Glare Eliminator Paint

M-533 Gray Office Equipment Metallic Gray Paint

M-5J11 Black Flat Black Enamel

M-5330 . Yellow Traffic Zone Paint for Creosote Floors

M-5733 White White Chlorinated Rubber Coating

M-533¢6 Green Green Sun Glare Eliminator Paint

M-5337 Aluminum Aluminum Paint for Exterior Application

M-5361 White Interior White Enamel

M-5J62 Black Black Asphaltum Paint

M-5J63 Aluminum High Temperature Resistant Aluminum Paint

M-5J72 Orange International Orange Enamel

M-5373A White White Flat Flash Dry Enamel - Spray Application

M-5374 Waterproofer Silicone Base Masonry Waterproofer

M-537¢ Black Black High Heat Resistant Paint
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2. MATERIAL CODE: = (Continued)

M-No. Abbreviation Description

M-5377 Aluminum Medium Heat Resistant Aluminum Paint

M-5378 White Flat White Water Dispersion Paint

M-5379A Green Medium Green Enamel

M-5381A Blue Blue Ford Sign Air Dry Enamel

M-5332 White White Eggshell Finish Paint - Spray Application

M-5333 White White Eggshell Finish Paint - Brush Application

M-5334 Yellow Yellow Road Marking Paint

M-5385A Gray Gray Qil-Proof Machinery Ename! - Modified Epoxy

M-5J8A-B  Green Green Oil Proof Machinery Enamel - Modified

: Epoxy

M-5J90A-D  Red/Gray/White/Yellow Masonry Coatings

M-5J91A . Green Green Oil-Proof Machinery Enamel - Alkyd Base

M-5393A White White Elevated Water Tower Ename!

M-5J9%A-B  Brown/Buff Brown/Butf Oil Proof Machinery Ename! - Modified

Xy

M-539%A White White Latex Paint (1)

M-5J97A-F Silicone Alkyd Maintenance Enamels

M-5J116A-D Clear/Gray/Red/Yellow Polyurethane Concrete Floor Finish

M-6J116A Primer Cement Floor Primer for Polyurethane

M-6J136A-B  Primer Galvanized Metal Primer, Cementitious/Latex

M-6J139A-B  Primer Lead and Chromate Free Primer Gray/White

M-7332 Shellac White Shellac

M-7333 Varnish Spar Varnish

M-143167 Spirits Special Spirits -

M-305 Cream Diesel Engine Cream Ename

M-307 Blue Fair Trim Blue Enamel

M-308 Blue-Green Blue-Green Ename! (Electrical)

M-313 Green Factory Dado Green Enamel

M-314 Orange Alert Orange Enamel

M-315 Blue Precaution Blue enamel

M-316 Green Safety Green Enamel

M-325 Yellow Target Yellow Enamel

M-332 Brown Seal Brown Enamel

M-333 Black Interior Black Enamel

M-33¢ Tan Wash Room Dado Tan Enamel

M-340 Gray Gray Oil-Proof Machinery Enamel

M-357 Green Exterior Power House Green Ename!

M-386 Blue Blue Crane Enamel

M-425 White White Steamship Enamel

M-434F White White Fume-Proof Fire Retardant Coating

M-442A Gray . Concrete Floor Paint - Gray

M-4428 Red Concrete Floor Paint - Red

M-445 Olive Dark Olive Green Enamel

M-463 Red Roof and Deck Enamel

M-472 Red . Signal and Marine Red Enamel

M-4479 Green Green Synthetic Paint

- M=4480A Gray Exterior Gray Synthetic Paint

(1) Do not use on acoustical ceilings.
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3. SAFETY

General Instructions

Personne! involved in the painting of Company facilities shall comply with the Company
safety instructions contained in the following Industrial Relations publications:

Construction Safe Practices Form 80-14-163
Maintenance Safe Practices Form 80-14-168
General Safe Practices Form 80-14-166

In addition, these general rules must be followed:

l. Never use rope which has been in an acid environment. Rope in storage must be kept off
the floor 1 provide protection against rodent damage. Suspend rope coils in an area
open to air circulation to prevent rotting.

2. Reverse swing falls at least once a year to promote even wear.

3. Inspect scaffolding periodically. Inspect ladders, planking and staging for dry rot or
other damage prior t use.

- 4. Keep blocks properly lubricated. )

5. Approved respirators and eye protection must be worn when personnel are exposed to
solvents or toxic materials in excess of safe limits.

6. Eye protection must be worn.

7. Proper ventilation is essential for the safety of personne! because heat and paint fumes
can create toxic or explosive conditions. Use auxiliary fans or fresh air masks or both
where adequate ventilation is not available.

8. Use life lines and safety belts for elevated painting operations.

9. Use non-sparking tools when there is danger of flash fires or gas explosion. Approval
from the Security Department must be obtained on all iterns where such conditions exist.

10. Keep hands away from mouth and wash carefully before handling food or tobacco when
working with lead base paint.

11. Wash thoroughly before lunch and before going home.
12. Eat lunch in a clean sanitary place away from the area being painted.

13. Do not wash hands with gasoline, thinners or other low flash point flammable liquids or
drying solvents. The use of Protective Cream M-99B30 or Petrolatum M-46935A, before
starting work will ease the washing up job later.

l14. Keep all solvents, thinners and other low flash point flammable liquids, oily rags and
other combustible materials in Underwriters' Laboratories, Inc. listed safety containers
in good conditions.

15. Keep thinners, paints and solvents away from open flame and other sources of ignition.
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3. SAFETY: - (Continued)
Protecﬁoﬁ of @g‘ ment

Drop cloths are satisfactory for protection of the product when it is packaged and
non-absorbent. Drop sheets are also desirable for bulk products and equipment,

When delicate and precision tools, jigs, fixtures and machinery are to be protected, they must
first be wrapped or covered with paper and then covered with drop cloths. Cover sprinkler
heads with a paper or polethylene bag.

If machinery cannot be directly covered because production is to continue while painting
progresses, the drop sheets are to be hung under the girders. .

Colors and Application

Color Basic Identification Application
Yellow M-5J84  Traffic markings (Phohibitive Corner  markings, exposed edges,
areas) platforms, etc., aisle and road markings.
Orange M-314  Physical hazards Industrial trucks
Green M-316 Safety Safety bulletin boards, safety instruction
A signs
Green M-357 Safety Raiiroad car brakes

Yellow M-325 Caution and physical hazards Crane blocks and lower pulley blocks,
hand and guard rails, pillars, posts and
columns which may be struck, caution

oo signs, ajarm buttons.

Yellow M-325 & Alternate stripes in proportion Corners, low conveyor guards, doorways,

Black M-333 to area being painted. low clearance areas, overhead rolling
service doors, etc,

Red M-472 Danger Safety cans and other portable
containers of flammable liquids, danger
signs, emergency stopping devices,
sirens, fire and emergency exits.

Fire Retardant Paint

Coatings have been approved for use where fire retardancy is required or desired. The
M-numbers of these materials carry the suffix "F", denoting fire retardancy, and the color
closely matches the standard maintenance paints carrying these M-numbers. These fire
retardant coatings have a fiat finish but can be washed, If a gloss finish is desired they can
be overcoated with a standard maintenance enamel after a drying of 72 hours has elapsed. A
clear vinyl coating can be used as an overcoat after 24 hours.
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3. SAFETY:- (Continued)

These fire retardant coatings can be overcoated three times with standard maintenance
paints before the fire retardancy value of the coating is reduced. The fire retardant coatings
should, therefore, be renewed after every three repaint jobs.

The fire retardant coatings should be applied t cover an average of 150 s.f. per gauén in one
coat. This coverage will give a fire retardancy of about 35 to 40 minutes.

For long term exposure, one year or more, to the weather, fire retardant coating should be
overcoated.

Typical areas where fire retardant coatings should be used if the area is not properly
protected by automatic sprinkiers: - .

1. Small combustible enclosures or partitions - on all sides.
2. Construction shanties - inside and outside.
3. Celotex or other combustible fibreous acoustical material,

M-No. Abbreviation Description
M-5399AF Light Gray Light Gray Administrative Office

Wall Fire Retardant Coating

M-5J99BF Medium Gray Medium Gray Employee Facilities
Wall Fire Retardant Coating

M-434F White Fume Proof White Fire Retardant Coating
Railroad Clearance

Railroad clearance lines and signs are required wherever a dock or storage area has less than
standard side clearance. Less than standard side clearance shall be as defined by the State
Public Service Commission or the servicing railroad, whichever has jurisdiction in the
particular state. -

Signs must also be posted to indicate the less than standard clearance condition. These signs
shall also be located and sized according to the local state authority or servicing railroad,
whichever has jurisdiction. Clearance lines should be painted Yellow M-325 or M-5J84 with
Black M-333 letters.

Wherever ciose clearance exists, Plant Engineering Office may be contacted for assistance in
determining jurisdiction and exact clearance requirements.

The importance of keeping material back of clearance lines cannot be over-emphasized.
These clearance lines are an express provision of the Public Utilities Commissions approval of
substandard clearances and must be observed at all times. Unauthorized infringement upon

~ the legal clear distance from the center line of track may impose liability upon the Ford
Motor Company for any injury to raiiroad personnel.

Therefore, it is mandatory that painted clearance lines and signs be maintained in good
condition and adhered to at all times.
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