Sord Yotor Gompany,

VOLUME 11A
Product Engineering Materials Approved Source List PAGE 1
SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A NISSAN NESM 8517 1
ADHESIVE FOR BODY PANEL (ADHESIVE FOR
STRUCTURAL USE, RUST-PREVENTIVE SEALANT),
DATED: 98-03-31
E766C THE DOW CHEMICAL COMPANY 71064 | BETAMATE 73308 AVT/BCURTIS 97-11-26 | C2 | 150153
STRUCTURAL S
ADHESIVE
(50898)
A SAE J 18 24471727374
CELULLAR, TWO PART, FOAMED-IN-PLACE
POLYURETHANE, P10025 RESIN/FSA11 ISOCYANATE,
DATED: 98-05-28
F710B FOAMSEAL INC
Z1=WATER ABSOR PER SAE J315 8% MAX; Z2=FOGGING PER WS§S- 71277 | FSA1lL VO/DWHYTE1 97-10-01 | C2 | 149383
MI15P4-E 3.14; Z3=FLAMMIBILITY PER WS$-M15P4-E 3.16;
74=100% PUR
Z1=WATLR ABSOR PLCR SAL315 8% MAX; Z2='OGGING PCR WS§S- 71278 | P10025 VO/DWHYTL1 97-10-13 | C2 | 149510
MI15P4-E 3.14; Z3=FLAMMIBILITY PER WS$-M15P4-E 3.16;
74=100%PUR
A SAE J 1639 PA1214 POLYAMIDE 6, 33% GLASS FIBER REINFORCED, HEAT
STABILIZED INJECTION MOLDING COMPOUND,
RECYCLING SYMBOL: >PA6-GF33< DATED: 98-06-02
A ESE-M4G17-B SEALER, THERMOSET POLYESTER RESIN, DATED:
92-05-05
EIDIB HERNON MANUFACTURING INC 38188 | HPS 991 ED G-2222 92-03-30 | C2 | 127111
1232A IMPREX INC 38075 | 95-1000A ED G-2217 92-04-06 | C2 | 043145
IMPREX
L752B LOCTITE CORP 32733 | RESINOL 90C ENG. ENGRG. 85-03-04 | C2 | 025434
JIYXA STERLING GROUP 34119 | STERLING 84AC- ENG. ENGRG. 86-08-15 | C2 | 033107
322
L777A ULTRASEAL AMERICA INC 36916 | PC 504/66 ED/G-1716 90-08-13 | C2 | 045949
X371A ULTRASEAL INTERNATIONAL LTD
PRIMARY SOURCE OF SUPPLY 35622 | ULTRASEAL TO-D 81-07-28 | C2 | 103165
PC504
A ESB-M4G24-A SEALER, CLEAR, VENT WINDOW, DATED: 78-10-06
M547C 3M CO 21990 | EC 1103 BEPE 63-07-27 | C2 | 004152
A ESB-M4G31-A SEALER, WINDSHIELD AND/OR BACK LITE, DATED:
78-10-06
M771A ESSEX SPECIALTY PRODUCTS INC 57559 | EM3-1162 B&CE 84-06-28 | C2 | 016981
1886A INMONT PRESSTITE LTD 57560 | 421.62 & BEPE 63-08-09 | N | IRB029
T660A TREMCO INC 57361 | 21C-53-E BEPE 63-08-09 | C2 | 017090
A ESB-M4G31-A2 SEALER, BUTYL - SOLVENT TYPE - HIGH VISCOSITY
- PUMPABLE, DATED: 84-11-09
P919A ASC EXTERIOR TECHNOLOGIES 32246 | E-121 B&CE/DR4- 84-10-01 | C2 | 024459
119
A ESH-M4G32-B SEALER, SYNTHETIC RESIN BASE - WITH BIOCIDE,
DATED: 78-09-26
C380A CHEMSECO 28114 | TC-216 CCD 80-03-20 | C2 | 008941
M771A ESSEX SPECIALTY PRODUCTS INC 28044 | 101-407 CCD 80-03-03 | C2 | 008904
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSB-M4G32-C SEALER, SYNTHETIC RESIN BASE, THUMBABLE,
DATED: 94-05-17
DSMZD UNISEAL INC 62832 | UNISEAL 136.6 BEO/G2774 04-10-20 | C2 | 137934
U084A UNISEAL INC 62486 | UNISEAL 136.4 BEO/G2363 94-04-15 | C2 | 129236
A WSB-M4G60-B4 SEALER, 150 - 250% EXPANDING, PUMPABLE,
WELDABLE, ROOM TEMPERATURE APPLIED, DATED:
01-08-20
AB6OA AUTOMOTIVE CHEMICAL CORP 60684 | A 331-04 BEO G-2338 93-04-20 | C2 | 128995
F827B COAT IT INC
70411 | CI-2777 TA/DKELLER 97-09-11 | C2 | 144405
73104 | CI-2900 RVI/MBLACK4 | 00-08-04 | C2 | 154871
T3VCA COMPANIA INDUSTRIAL DE SELLADORES Y ADHESIVOS S A. 73508 | WSB-M4G 60-B4- /EDAPRILE 01-09-17 | C2 | 163018
SELLADOR DE
PVC/BASE
CAUCHO-EXP
E766C THE DOW CHEMICAL COMPANY 63794 | BETAGUARD BEO/G2708 05-02-21 | C2 | 136917
62223
T3IWQA DOW AUTOMOTIVE (FRANCE) S.A.
72756 | BETAGUARD HM10 | TOLE/WSCHOLZ | 00-01-20 | C2 | 157186
1G20388
T815A EFTEC NORTH AMERICA LLC 64801 | WC-2438 AVT/G-2845 95-05-13 | C2 | 139607
T815B EFTEC NORTH AMERICA LLC 73105 | EF-2580 RVT/MBLACK4 | 00-08-04 | C2 | 155458
NSUAA TEROSON 67994 | TEROSTAT 1301 AVT/BCURTIS 96-08-10 | C2 | 145159
S/96WICTT
Q715A HENKEL TEROSON GMBH
73076 | TEROSTAT FOE/WSCHOLZ | 00-08-01 | C2 | 159056
3224H-25
73133 | TEROSTAT 1248 FOE/WSCHOLZ | 00-10-09 | C2 | 158027
)
73449 | TEROSTAT {WSCHOLZ 01-07-19 | C2 | 159056
3224H-25
73489 | TEROSTAT /WSCHOLZ 01-08-14 | C2 | 159056
3224H-25
U084A UNISEAL INC 73106 | 167.5 RVT/MBLACK4 | 00-08-04 | C2 | 157201
A ESB-M4G69-A POLYVINYL CHLORIDE MOLDING COMPOUND, DATED:
86-01-28
S093A A SCHULMAN INC
NOT APPROVED FOR B&CE/BEPE APPLICATIONS, USE ESB-M4D317-A 33439 | 5004, 6085, EED 85-10-14 | N | IRB029
6586, 7536,
7582, 8586
A ESB-M4G70-A SEALER, POLYVINYL CHLORIDE FOAM PLASTISOL -
HEAT CURING, DATED: 78-11-10
F800A FOREST CITY TECHNOLOGIES INC
HARDNESS - DUROMETER ‘00"’ PER PARA 34:35-95 54325 | FO-39-A I'TR. OF EPD 66-06-21 | C2 | 016804
6-21-66
L002A L & L PRODUCTS INC 54326 | WMP-50 BML 356- 67-12-11 | C2 | 016894
67RP
NO51A ND INDUSTRIES 60667 | ND PLASTISOL ED G-2412 93-01-29 | N | IRB029
A ESB-M4G70-B SEALER, POLYVINYL CHLORIDE FOAM PLASTISOL -
HEAT CURING, (SHOWN ON ESB-M4G70-A) DATED:
78-11-10
LO02A L & L PRODUCTS INC 54473 | L-1039 BEPE/MES 76-03-25 | C2 | 003688
AS-76028
A WSK-M4G70-C SEALER, POLYVINYL CHLORIDE FOAM, PLASTISOL,
HEAT CURING, DATED: 90-12-03
F800A FOREST CITY TECHNOLOGIES INC
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72161 | ECT PM 008 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9900230
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSK-M4G70-C SEALER, POLYVINYL CHLORIDE FOAM, PLASTISOL,
HEAT CURING, DATED: 90-12-03
F800A FOREST CITY TECHNOLOGIES INC
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72162 | FCT PM 092 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9%900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72163 | FCT PM 089 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9%900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72164 | FCT PM 033 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE fCLS9%00230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72165 | FCT PM 012 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS§9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72166 | FCT PM 111 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS§9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72167 | FCT PM 108 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS§9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72168 | FCT PM 011 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9900230
L002A L & L PRODUCTS INC 58239 | WMP-50 BEO/G-1911 90-08-23 | C2 | 016894
A ESB-M4G73-A SEALER, SYNTHETIC POLYMER BASE - NONDRYING,
DATED: 78-11-03
A866A AUTOMOTIVE CHEMICAL CORP 26871 | A-301-01 BEO/BML CLS 71-03-23 | N | IRB029
30908
C380A CHEMSECO 25467 | SM 1213 CLS 59638- 68-02-13 | N | IRB029
0705
MT771A ESSEX SPECIALTY PRODUCTS INC 22008 | EM3-1137 CLS-16838- 63-03-06 | C2 | 004548
0229
1886A INMONT PRESSTITE LTD 22007 | 421.7 BEPE 63-08-02 | N | IRB029
TO60A TREMCO INC 22009 | 93-334 CLS-36974- 63-10-29 | €2 | 017091
1011
A ESB-M4GS80-A SEALER, SHEET METAL SCREWS, DATED: 79-05-21
B554A BI WAX CORP 31349 | A-6576 BEPE 83-09-09 | C2 | 021660
N ESB-M4GS87-A SEALER, RECLAIMED RUBBER BASE - EXTRUDED, (NOT
TO BE USED FOR NEW DESIGN) DATED: 78-10-09
C380A CHEMSECO 25469 | 3002 BEPE 58-06-27 | N | IRB029
F817A FORM SEALS CORP 22013 BEPE 62-01-17 | N | IRB029
I886A INMONT PRESSTITE LTD 22015 | 169 BEPE 50-06-01 | N | IRB029
T672A PURCHASED PARTS GROUP MIDWEST
BLACK 22016 | TWB-162-A BML-E-218- 62-03-17 | C2 | 007008
62
GRAY 29512 | TWG-262-A BML-E-218- 62-03-17 | C2 | 017094
62
A WSS-M4G87-B SEALER, RECLAIMED RUBBER, EXTRUDED, DATED:
97-11-11
FO0A FOREST CITY TECHNOLOGIES INC 22012 | FC-XE-16 BEPE/BML- 71-03-15 | C2 | 016802
174-71
AS-75018
A ESB-M4G92-A SEALER, SILICONE RUBBER - HIGH VISCOSITY,
DATED: 80-05-08
C605A TACC INTERNATIONAL CORP
IDENTICAL TO DOW CLEAR 31574 | CAC-2732 RTV EED 83-11-29 | C2 | 022551
CORNING 732
IDENTICAL TO DOW WHITE 31575 | CAC-2732 RTV EED 83-11-29 | C2 | 022552
CORNING 732
IDENTICAL TO DOW BLACK 31576 | CAC-2732 RTV EED 83-11-29 | C2 | 022553
CORNING 732
N760B DOW CORNING CORPORATION
FPSD: D6AZ-19562-B BLACK 22019 | RTV-732 BEPE 82-05-25 | C2 | 015018
FPSD: D6AZ-19562-A CLEAR 29760 | RTV-732 BEPE 82-05-25 | C2 | 015016
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A ESB-M4G92-A SEALER, SILICONE RUBBER - HIGH VISCOSITY,

DATED: 80-05-08

D760B DOW CORNING CORPORATION
WHITE 29761 | RTV-732 BEPE 82-05-25 | C2 | 015017
G2220 GENERAL ELECTRIC CO
TYPICAL VISCOSITY: 2741 40103 | HE 1433 LV FCSD G-2640 94-03-15 | C2 | 125389
G225A GENERAL ELECTRIC CO
WHITE 22020 | RTV-102 BEPE 71-12-07 | C2 | 002938
CLEAR 29481 | RTV 108 BEPE 82-02-04 | C2 | 01501%
BLACK 29511 | RTV 103 BEPE 82-02-22 | C2 | 015032
A ESB-M4G92-C SEALER, SILICONE RUBBER - LOW VICOSITY, (SHOWN
ON ESB-M4G92-A) DATED: 80-05-08
N760B DOW CORNING CORPORATION
WHITE 29759 | RTV-734 BEPE 82-05-25 | C2 | 015015
CLEAR 29762 | RTV-734 BEPE 82-05-25 | C2 | 015020
A ESB-M4G101-B SEALER, LOW TEMPERATURE HEAT CURING SYNTHETIC
RESIN BASE - THUMBABLE, DATED: 78-11-03
T134A BORDEN CHEMICAL INC 22028 | 437 BEPE/BML- 71-11-01 | N | IRB02%
405-71
AB6GOA AUTOMOTIVE CHEMICAL CORP 26872 | A-350-02 BEPE CLS- 71-04-01 | C2 | 000755
62962
T8I5A EFTEC NORTH AMERICA LLC 22029 | TK-2700 BML 418- 69-10-24 | N | IRB029
69SA
NOO4A EFTEC NORTH AMERICA LLC 22027 | 2045 BML 317- 68-08-28 | N | IRB029
69SA
A ESB-M4G103-A SEALER, BODY - POLYVINYL CHLORIDE BASE - WHITE
DATED: 78-11-03
NOO4A EFTEC NORTH AMERICA LLC 22030 | 4011 BEPE 63-07-03 | C2 | 004562
A WSB-M4G108-B SEALER, PRESSURE SENSITIVE,
RUBBER/RESIN/ASPHALT, TWINE REINFORCED, DATED:
94-05-17
U084A UNISEAL INC 62072 | UNISEAL 216.8 BEQ/G2407 94-04-15 | C2 | 130236
A WSB-M4G109-A2 SEALER, PRESSURE SENSITIVE,

RUBBER/RESIN/ASPHALT, ONE SIDE, POLYETHYLENE
SHEET, DATED: 95-03-28

U084A UNISEAL INC 62249 | UNISEAL 216.5 BEO/G2207 94-04-15 | €C2 | 126530
A ESH-M4G110-B SEALER, SYNTHETIC RESIN BASE-PRESSURE
SENSITIVE REINFORCED- WITH BIOCIDE, DATED:
78-09-26
M771A ESSEX SPECIALTY PRODUCTS INC 28043 | 101-408A CCD 80-03-03 | C2 | 008905
SEALER
A ESE-M4G115-B SEALER, NONASBESTOS-MEDIUM VISCOSITY, DATED:
§5-10-21
E757A LOCTITE CO DE MEXICO SA DECV 33407 | LPX-7 (MEXICO) ENG. 85-10-09 | C2 | 027805
ENGRG./CLS-
500715
P274A PERMATEX CO INC 33388 | LPX-7 ENG. 85-10-09 | C2 | 027806
ENGRG./CLS-
500715
A211A POB INC 34217 | 4B ENG. ENGRG. | 86-10-17 | C2 [ 034629
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A ESE-M4G116-A SEALER, ENGINE AND CHASSIS - LIGHT, DATED:
00-12-01
P274A PERMATEX CO INC 26528 | 518 N | IRB029
P413A PIERCE & STEVENS CORP 22036 | E9022 N | IRB029
A211A POB INC 25475 | #5 C2 | 016706
A ESE-M4G117-A COATING, PLASTIC - ANTISTICK, DATED: 78-10-31
F149A FREUDENBERG-NOK 30550 | KAO 61030 ENG. ENGRG. 83-01-21 | C2 | 017604
106427
F149G FREUDENBERG-NOK 34511 | 19625 W ENG. ENGRG. 87-03-31 | C2 | 036080
603676
DO31G DANA CORP
22038 | CLEAR PRECOTE ENG. ENGRG. 74-06-21 | C2 | 001818
210W
28347 | #948 ENG. ENGRG. | 80-08-28 | C [ IRB025
F315A FEDERAL MOGUL CORPORATION
27246 | FEL-PRO C4240 CLS 804190 79-04-05 | N | IRB029
TEFLON
27247 | FEL-PRO C4237 CLS 804190 79-04-05 | C2 | 016795
EPOXY-PHENOLIC
34485 | A4381 ENG. ENGRG. [ 87-03-25 | C2 | 036081
604739
37524 | C4331 ED/702541/G 91-07-08 | N | IRB029
-1987
G3AUA MCCORD GASKET CORP 37054 | M1108 ED/G-1760 90-11-05 | N | IRB029
MI141A BEHR HEAT TRANSFER SYSTEMS INC 22037 | M5656 N [ IRB02%
P274A PERMATEX CO INC 26529 | X886 N [ IRB02%
A ESE-M4G140-A SEALER, LOCKING - POLYESTER RESIN BASE -
HYDRAULIC, DATED: 78-10-03
L752B LOCTITE CORP 25481 | #69 C2 | 003761
A ESB-M4G151-A SEALER, POLYURETHANE FOAM - RESIN SATURATED,
DATED: 78-11-03
1886A INMONT PRESSTITE LTD 22066 | 512.1 326-67 68-01-08 | N | IRB029
P751B PREFORM SEALANTS INC
25487 | 7201 BEPE/BML- 72-06-30 | C2 | 023821
519-72
32652 | 27-1272 B&CE/ASTS- 85-01-28 | C2 | 023322
54
A ESB-M4G152-B SEALER, RUBBER BASE - LOW TEMPERATURE HEAT
EXPANDING - THUMBABLE, DATED: 78-11-03
C380A CHEMSECO
22067 | 211 BEPE/BML 68-03-07 | C2 | 016752
152-68 S&A
37353 | TC-211.1 BEO/G-1792 91-03-07 | C2 | 47221
37354 | TC-264.1 BEO/G-1791 91-03-07 | C2 | 047222
M771A ESSEX SPECIALTY PRODUCTS INC 22068 | XD-3718 BML 391-70 71-01-11 | N | IRB029
A ESW-M4G153-A SEALER, RUBBER BASE-FOR RADIAL OIL SEALS,
DATED: 88-03-01
NONE SOURCE APPROVAL PENDING
A ESF-M4G157-A SEALER, LOCKING - HIGH STRENGTH - HIGH
VISCOSITY, DATED: 78-10-03
B752A BROADVIEW CHEMICAL 22073 | STA LOC 950 CEO REP. # 75-03-22 | N | IRB029
406334
311079
L752B LOCTITE CORP 22074 | AVV GRADE EED 67-04-27 | C2 | 003745
P276A PERMA BOND INTERNATIONAL CORP 20877 | HM-118 EED 82-07-16 | C2 | 017769
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