Gord Yotor Gomprany,

VOLUME 11A
Worldwide & European Engineering Materials Approved Source List PAGE 1
SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A NISSAN NESM 8517 1
ADHESIVE FOR BODY PANEL (ADHESIVE FOR
STRUCTURAL USE, RUST-PREVENTIVE SEALANT),
DATED: 98-03-31
E766C THE DOW CHEMICAL COMPANY 71064 | BETAMATE 73308 AVT/BCURTIS 97-11-26 | C2 | 150153
STRUCTURAL S
ADHESIVE
(50898)
A SAE J 18 24471727374
CELULLAR, TWO PART, FOAMED-IN-PLACE
POLYURETHANE, P10025 RESIN/FSA11 ISOCYANATE,
DATED: 98-05-28
F710B FOAMSEAL INC
Z1=WATER ABSOR PER SAE J315 8% MAX; Z2=FOGGING PER WS§S- 71277 | FSA1lL VO/DWHYTE1 97-10-01 | C2 | 149383
MI15P4-E 3.14; Z3=FLAMMIBILITY PER WS$-M15P4-E 3.16;
74=100% PUR
Z1=WATLR ABSOR PLCR SAL315 8% MAX; Z2='OGGING PCR WS§S- 71278 | P10025 VO/DWHYTL1 97-10-13 | C2 | 149510
MI15P4-E 3.14; Z3=FLAMMIBILITY PER WS$-M15P4-E 3.16;
74=100%PUR
A SAE J 1639 PA1214 POLYAMIDE 6, 33% GLASS FIBER REINFORCED, HEAT
STABILIZED INJECTION MOLDING COMPOUND,
RECYCLING SYMBOL: >PA6-GF33< DATED: 98-06-02
A ESB-M4G31-A SEALER, WINDSHIELD AND/OR BACK LITE, DATED:
78-10-06
M771A ESSEX SPECIALTY PRODUCTS INC 57559 | EM3-1162 B&CE 84-06-28 | C2 | 016981
1886A INMONT PRESSTITE LTD 57560 | 421.62 & BEPE 63-08-09 | N | IRB029
421.63
T660A TREMCO INC 57361 | 21C-53-E BEPE 63-08-09 | C2 | 017090
A WSB-M4G32-C SEALER, SYNTHETIC RESIN BASE, THUMBABLE,
DATED: 94-05-17
DSMZD UNISEAL INC 62832 | UNISEAL 136.6 BEO/G2774 94-10-20 | C2 | 137934
UOB4A UNISEAL INC 62486 | UNISEAL 136.4 BEO/G2363 94-04-15 | C2 | 129236
A WSB-M4G60-B4 SEALER, 150 - 250% EXPANDING, PUMPABLE,
WELDABLE, ROOM TEMPERATURE APPLIED, DATED:
01-08-20
AR6HA AUTOMOTIVE CHEMICALI. CORP 60684 | A 331-4 BEO G-2338 93-04-20 | C2 | 128995
F827B COAT IT INC
70411 | CI1-2777 TA/DKELLER 97-09-11 | C2 | 144405
73104 | CI-2900 RVT/MBLACK4 | 00-08-04 | C2 | 154871
TVCA COMPANIA INDUSTRIAL DE SELLADORES Y ADHESIVOS S.A. 73508 | WSB-M4G 60-B4- /EDAPRILE 01-09-17 | C2 | 163018
PVC/BASE
CAUCHO-EXP
E766C THE DOW CHEMICAL COMPANY 63794 | BETAGUARD BEO/G2708 95-02-21 | C2 | 136917
62223
T3IWQA DOW AUTOMOTIVE (FRANCE) S.A.
72756 | BETAGUARD HM10 | FOE/WSCHOLZ | 00-01-20 | C2 | 157186
1G20388
T8I5A EFTEC NORTH AMERICA LLC 64801 | WC-2438 AVT/G-2845 95-03-13 | C2 | 139607
T815B EFTEC NORTH AMERICA LLC 73105 | EF-2580 RVI/MBLACK4 | 00-08-04 | C2 | 155438
NSUAA TEROSON 67994 | TEROSTAT 1801 AVT/BCURTIS 96-08-10 | C2 | 145159
S/96WICT7
Q715A HENKEL TEROSON GMBH
73076 | TEROSTAT FOE/WSCHOLZ | 00-08-01 | C2 | 159056
3224H-25
73133 | TEROSTAT 1248 FOE/WSCHOLZ | 00-10-09 | C2 | 158027
J
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSB-M4G60-B4 SEALER, 150 - 250% EXPANDING, PUMPABLE,
WELDABLE, ROOM TEMPERATURE APPLIED, DATED:
01-08-20
Q715A HENKEL TEROSON GMBH
73449 | TEROSTAT /WSCHOLZ 01-07-19 | C2 | 159056
3224H-25
73489 | TEROSTAT {WSCHOLZ 01-08-14 | C2 | 159056
3224H-25
UOB4A UNISEAL INC 73106 | 167.5 RVI/MBLACK4 | 00-08-04 | C2 | 157201
A ESB-M4G70-A SEALER, POLYVINYL CHLORIDE FOAM PLASTISOL -
HEAT CURING, DATED: 78-11-10
F800A FOREST CITY TECHNOLOGIES INC
HARDNESS - DUROMETER ‘00"’ PER PARA 3.4: 35 - 95 54325 | FO-39-A I'TR. OF EPD 66-06-21 | C2 | 016804
6-21-66
LO02A L & L PRODUCTS INC 54326 | WMP-50 BML 356- 67-12-11 | C2 | 016894
67RP
NOS1A ND INDUSTRIES 60667 | ND PLASTISOL ED G-2412 93-01-29 | N | IRB029
A ESB-M4G70-B SEALER, POLYVINYL CHLORIDE FOAM PLASTISOL -
HEAT CURING, (SHOWN ON ESB-M4G70-A) DATED:
78-11-10
LO02A L & L PRODUCTS INC 54473 | L-1039 BEPE/MES 76-03-25 | C2 | 003638
AS-76028
A WSK-M4G70-C SEALER, POLYVINYL CHLORIDE FOAM, PLASTISOL,
HEAT CURING, DATED: 90-12-03
F800A FOREST CITY TECHNOLOGIES INC
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72161 | FCT PM 008 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72162 | FCT PM 092 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72163 | FCT PM 089 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9%00230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72164 | FCT PM 033 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE fCLS9%900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72165 | FCT PM 012 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE /CLS9%900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72166 | FCT PM 111 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE fCLS9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72167 | FCT PM 108 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS§9900230
PARA: 3.6 HARDNESS RANGE 35 - 95; 3.13 FOGGING - NOT 72168 | FCT PM 011 BE/BCURTISS 99-03-24 | N | IRB029
APPLICABLE {CLS§9900230
LO02A L & L PRODUCTS INC 58239 | WMP-50 BEO/G-1911 90-08-23 | C2 | 016894
A WSS-M4G87-B SEALER, RECLAIMED RUBBER, EXTRUDED, DATED:
97-11-21
F800A FOREST CITY TECHNOLOGIES INC 22012 | FC-XE-16 BEPE/BML- 71-03-15 | C2 | 016802
LO02A L & L PRODUCTS INC 22014 | #L-1030 BEPE/BML 76-02-19 | C2 | 016892
AS-75018
A WSB-M4G108-B SEALER, PRESSURE SENSITIVE,
RUBBER/RESINASPHALT, TWINE REINFORCED, DATED:
94-05-17
U084A UNISEAL INC 62072 | UNISEAL 216.8 BEO/G2407 94-04-15 | C2 | 130236
A WSB-M4G109-A2 SEALER, PRESSURE SENSITIVE,
RUBBER/RESIN/ASPHALT, ONE SIDE, POLYETHYLENE
SHEET, DATED: 95-03-28
U084A UNISEAL INC 62249 | UNISEAL 216.5 BEO/G2207 94-04-15 | C2 | 126530
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X [ NO.
A WSB-M4G177-D SEALER, VINYL BASED, SELF LEVELING, PAINTABLE,
BIOCIDE INHANCED, IMPROVED PAINTABILITY,
DATED: 95-11-22
ACCLB ANABOND ESSEX INDIA PRIVATE LTD 73445 | BETAGUARD /WSCHOLZ 01-07-19 | C2 | 161474
64353 A
C573A COAT IT INC
72199 | CI-2300 VINYL FCSD/MBLACK | 99-04-01 | C2 | 147226
BASED, SELF 4
LEVELING,
PAINTABLE SC
NOMML EFTEC NORTH AMERICA LLC 64875 | 83044BU*FD BEO G-2635 95-06-17 | C2 | 135352
Q715A HENKEL TEROSON GMBH
73332 | TEROLAN 4255 /BLANGE 01-05-11 | C2 | 160387
73342 | TEROTEX 4245 {WSCHOLZ 01-05-11 | C2 | 161277
73550 | TEROLAN 1907- {WSCHOLZ 01-11-28 | C2 | 163686
AA25
A WSB-M4G183-C SEALER, ELASTOMER, HEAT EXPANDING,
ANTI-FLUTTER, DATED: 91-08-23
LOO2A L & L PRODUCTS INC 58403 | L1066 BLEO/G-1460 91-03-06 | C2 | 044603
A WSS-M4G210-B SEALER, ANAEROBIC, VACUUM IMPREGNATED, DATED:
99-08-10
N WSB-M4G240-A3 SEALER, ELASTOMER, MODIFIED WAX, WELDABLE,
NON-EXPANDING, HOT APPLIED, (NOT TO BE USED FOR
NEW DESIGN, USE WSB-M4G60-B4) DATED: 00-11-08
A405A ADCO PRODUCTS INC 60842 BEO G-24%0 93-06-03 | H1 | 043414
T3%1A EFTEC NORTH AMERICA LLC 71591 | EF-2576 HOT BE/BCURTISS 08-08-28 | C2 | 152781
MELT WAX /AVT KLR801
SEALER 8
M771A ESSEX SPECIALTY PRODUCTS INC 65651 | BETAGUARD AVT/G2875 95-01-10 | C2 | 024773
62850
A ESK-M4G242-A SEALER, CHLOROSULFORATED POLYETHYLENE, SOLVENT
RELEASE - FLEXIBLE, DATED: 88-12-01
D811A DREI BOND GMBH CHEMICAL 50598 | 1104 TO-K L8067 87-06-04 | C4 | 109955
(L7031)
A ESK-M4G245-A2 SEALER, POLYURETHANE, SOLVENT RELEASE, AIR
DRYING, (SHOWN ON ESK-M4G245-A) DATED: 93-05-03
C3W2A EFTEC AG SWITZERLAND 70119 | TOGOCOLL UA 97-04-10 | C2 | 143945
114 A1l
Q715A HENKEL TEROSON GMBH
52438 | TEROSTAT 1K91 93-09-10 | C2 | 131232
PU (BLACK)
A WSK-M4G245-B SEALER, POLYURETHANE, SOLVENT RELEASE, AIR
Q715A HENKEL TEROSON GMBH 61976 | TEROSTAT TO-KT 94-04-12 | C2 | 102972
1K91PU 66/81 G-
2653
A ESK-M4G247-A1 SEALER, LOCKING -ANAEROBIC - MEDIUM STRENGTH -
THIXOTROPIC, DATED: 94-12-06
DOV3A HENKEL LOCTITE ADHESIVES LTD 45304 | LOCTITE 242 TOK L 91-10-23 | C2 | 102164
ANAEROBIC 134/83
SEALER
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSB-M4(G252-A2 SEALER, VINYL BASED, HEAT CURING, SKIVABLE,
SAG RESISTANT, PAINTABLE, DATED: 93-02-20
T391A EFTEC NORTH AMERICA LLC 60054 | TOGOPLAST BEO G-2333 92-02-09 | C2 | 128853
7.103/3832
A WSK-M4G253-B1 SEALER, POLYACRYLIC ESTER, SOLVENT FREE,
PRECURABLE, EC-COATABLE, HEAT CURING, DATED:
99-10-04
NONE SOURCE APPROVAL PENDING
A WSK-M4G253-B2 SEALER, POLYACRYLIC ESTER, SOLVENT FREE,
EC-COATABLE, HEAT CURING, ADFOSY, (SHOWN ON
WSK-M4G253-B1) DATED: 99-10-04
NONE SOURCE APPROVAL PENDING
A WSS-M4G253-B3 SEALER, PVC, SOLVENT FREE, PRECURABLE,
PUMPABLE,, EC-COATABLE, HEAT CURING, DATED:
99-09-28
C7U7A EFTEC NV BELGIUM
73078 | TOGOCOLL PA FOE/WSCHOLZ | 00-08-01 | C2 | 159050
105 A3
73170 | TOGOCOLL PA RVT/WSCHOLZ | 00-11-06 | C2 | 159050
103 A3
NSUAA TEROSON 73178 | TEROKAL 8022 AVT/WSCHOLZ | 00-11-09 | C2 | 146792
A ESK-M4G261-A SEALER, BUTYL RUBBER - SOLVENT FREE, DATED:
94-12-15
Q736A DEUTSCHE HUTCHINSON GMBH 46739 | 112472 TO-K 84-04-30 | H8 | 105885
L140/83
Q673A BOSTIK FINDLEY LTD 52593 | GLASTICON M62 94-12-20 | C2 | 117204
H264A HENKEL KGAA 49073 | KM2453 TO-K L6016, 86-04-18 | C2 | 108151
L6050
QOZ7A SCAPA TAPES UK LTD
EXCEPTIONS: DENSITY 1.1-1.11 G/L, PENETRATION (0.1 MM) @ 52292 | IDL 0310 92-09-17 | C2 | 126353
23C 59-68, @ -30C 20- 23, @ 60C 95-110, AFTER AGEING 53-55
EXCEPTION:; PENETRATION (0.1 MM) @ 23C 45-68, @ -30C 18-23, 52295 | IDL 0320 92-09-17 | C2 | 126352
@ 60C 56-110, AFTER AGEING 38-55
Q715A HENKEL TEROSON GMBH 49072 | 962F TO-K 85-05-20 | H8 | 103691
L059/84
A ESK-M4G261-A2 SEALER, BUTYL RUBBER - SOLVENT FREE, DATED:
$6-06-20
QO7Z7A SCAPA TAPES UK ITD
52207 | IDL 0310 TO-K 92-09-17 | C2 | 126353
52208 | IDL 0320 TO-K 92-09-17 | C2 | 126352
66142 | SEALER 0360 95-09-06 | C2 | 140979
Q715A HENKEL TEROSON GMBH 48559 | TEROSTAT 273 TO-K 86-03-04 | C4 | 107762
A WSK-M4G261-B1 SEALER, BUTYL RUBBER, SOLVENT FREE, DATED:
90-07-02
A405A ADCO PRODUCTS INC
3.13 COMPRESSION LOAD, 100-350 N 64885 | HMC-7 AVT/ G-2584 95-08-01 | C2 | 133927
Q736A DEUTSCHE HUTCHINSON GMBH 59921 | 112472 TO-K 92-11-06 | H8 | 105885
L140/83
H264A HENKEL KGAA 59922 | KM2453 TO-K 92-11-06 | €2 | 108151
L6016,L6050
BITFB NATIONAL STARCH & CHEMICAL CORP 59875 | 88-7058 TO-K G-2381 92-11-09 | C2 | 026026
Q715A HENKEL TEROSON GMBH 59923 | 962F TO-K 92-11-06 | N | IRB029
L059/84
A WSK-M4G261-B2 SEALER, BUTYL RUBBER, SOLVENT FREE, DATED:
91-02-01
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSK-M4G261-B2 SEALER, BUTYL RUBBER, SOLVENT FREE, DATED:
91-02-01
H263F HENKEL CORP
NORTH AMERICAN MANUFACTURER 71592 | TEROSTAT 273US BE/BCURTISS 98-08-28 | C2 | 152778
/AVT KLR801
8
QUZ7A SCAPA TAPES UK LTD
59722 | IDL 0310 TO-K G-2348 92-09-17 | C2 | 126353
59723 | IDL 0320 TO-K G-2349 92-09-17 | C2 | 126352
66190 | 0360 AVT/G2986 95-09-19 | C2 | 140979
Q715A HENKEL TEROSON GMBH
55141 | TEROSTAT 273 FOG 89-03-20 | C4 | 107762
73288 | TEROSTAT 81 RVT/WSCHOLT | 01-02-22 | C2 | 158821
Z
A WSS-M4G261-B3 SEALER, BUTYL RUBBER, SOLVENT FREE, DATED:
96-06-04
QOZ7A SCAPA TAPES UK LTD
67465 | 0360 AVT/G3099 96-04-02 | C2 | 140979
Q715A HENKEL TEROSON GMBH 67464 | TEROSTAT 207W AVT/G3098 96-04-02 | C2 | 136974
A WSB-M4G267-A4 SEALER, TAPE FORM, LOW EXPANSION, WELDABLE,
EPDM BASE (TACKY SIDE) AND EVA, FILM (NON-TACKY
SIDE), DATED: 94-04-01
E947A ORBSEAL LLC 61119 | ORBSEAL 198 BEO G-2324 93-07-26 | C2 | 128503
A WSB-M4G267-A5 SEALER, TAPE FORM, LOW EXPANSION, WELDABLE
EPDM BASE, TACKY BOTH SIDES, (SHOWN ON
WSB-M4G267-A4) DATED: 94-04-01
E947A ORBSEAL LLC 61983 | ORBSEAL 193.1 BEO G-2495 94-04-13 | C2 | 132251
A ESK-M4G268-A SEALER, GRAPHITE PASTE SEALER, MANIFOLD SYSTEM
DATED: 94-12-15
T500A TOTAL OIL GREAT BRITAIN LTD 47860 | GRAPHITE TO-K 85-04-16 | C2 | 103062
GREASE L115/84
X364A VERKOL SA 47861 | GRASA TO-K 85-04-16 | C2 | 103291
GRAPHITED L115/84
A WSB-M4G276-B2 SEALER, VINYL, PAINTABLE, CHIP RESISTANT, 0.25
MM MINIMUM FILM THICKNESS, INFRARED PREGEL TYPE
DATED: 93-05-04
T391A EFTEC NORTH AMERICA LLC 59781 | TOGOPLAST BEO G-2358 92-10-05 | €2 | 123938
1103/2966
M771A ESSEX SPECIALTY PRODUCTS INC 66266 | 67710 AVT/G2999 05-12-11 | C2 | 141873
A193A KOCH AUTOMOTIVE PRODUCTS CO
58416 | 8036 BEO/B&AO/G- 91-06-07 | C2 | 047208
1789
NOO4L EFTEC NORTH AMERICA LLC 59780 | 80P06 B&A G-2334 92-10-05 | C2 | 128856
A WSB-M4G276-C SEALER, VINYL, PAINTABLE, CHIP RESISTANT, 0.25
MM MINIMUM FILM THICKNESS, DATED: 90-10-30
T391A EFTEC NORTH AMERICA LLC 59533 | TOGOPLAST BEO EMS- 92-07-07 | C2 | 123938
1103/2966 M4G276-C G-
2078
E7664 THE DOW CHEMICAL COMPANY 69921 | BETAGUARD GPE/SKEPRAN | 97-05-27 | C2 | 141875
67710 COATING
MT771A ESSEX SPECIALTY PRODUCTS INC 60936 | BETAGUARD BEO G-2213 93-06-22 | C2 | 126596
67700
A193A KOCH AUTOMOTIVE PRODUCTS CO 56308 | 8048 BEO-/G-1556 90-10-30 | C2 | (45898
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A WSB-M4G278-B SEALER/GASKET, FOAM IN PLACE, NITROGEN
EXPANDING, TACKY, DATED: 95-12-05
H835A FINDLEY ADHESIVES INC 61464 | H5078K01 BEO/G1875 93-10-13 | C2 | 047932
A WSB-M4G278-B2 SEALER/GASKET, FOAM IN PLACE NITROGEN
EXPANDING, NON-TACKY, DATED: 95-12-05
M750K THE DEXTER CORPORATION 64841 | HYSEAL 5205 BEOQ/G2710 94-02-04 | C2 | 136926
H835A FINDLEY ADHESIVES INC
62686 | H5141K BEO G-2611 94-10-04 | C2 | 134929
71479 | HOT MELT CCD/NKURTYC | 98-08-13 | C2 | 151414
ADHESIVE Z/AVT KLR80
H5008KB 17
71484 | H5008KB CCD/NKURTYC | 98-08-14 | N IRB029
7.
A WSS-M4G278-B3 SEALER/GASKET, FOAM-IN-PLACE NITROGEN
EXPANDING, THERMOSETTING, EXTERIOR, EXTERIOR,
DATED: 97-12-01
A ESK-M4G292-A SEALER, BUTYL RUBBER - PROFILED - SPOT
WELDABLE - HEAT CURING, DATED: 94-12-06
X243A HENKEL IBERICA SA 51307 | MAKROPLAST 90-04-06 | C2 | 114031
KB7866
Q715A HENKEL TEROSON GMBH 49930 | TEROSTAT 962 TO-KL7021 88-02-17 | C2 | 110066
A ESK-M4G292-A2 SEALER, BUTYL RUBBER, PROFILED, NOT WELDABLE,
HEAT CURING, DATED: 94-12-06
Q715A HENKEL TEROSON GMBH 52585 | TEROSTAT 2469 C2 | 134378
A WSK-M4G292-B1 SEALER, BUTYL RUBBER, PROFILED, SPOT WELDABLE,
HEAT CURING, DATED: 94-04-27
Q715A HENKEL TEROSON GMBH 61978 | TEROSTAT 962 TO-K G-2655 94-04-12 | C2 | 110066
A ESK-M4G297-A SEALER PYC, PRIMER OVEN CURING, PAINTABLE,
DATED: 93-02-01
C8W2A EFTEC AG SWITZERLAND
68888 | TOGOSEAL PS 96-12-04 | C2 | 136312
208 F2
68889 | TOGOTEC PB 205 96-12-04 | C2 | 136309
Fl1
68890 | TOGOTEC PB 2035 96-12-04 | C2 | 136317
F3
DIW6A PPG IBERICA SA 52580 | FBP 108 94-02-04 | C2 | 134275
Q715A HENKEL TEROSON GMBH
EXCEPTION: VISCOSITY AT 2.5/MIN 4.6 PAS, AT 5.0/MIN 3.3 52570 | TEROTEX 4208 93-11-24 | C2 | 128%06
PA.S, AT 5.0/MIN 3.7 PA.S, AT 10.0/MIN 2,6PAS
T395A TOGO AG CHEMICAL FABRIK 50455 | B 103/24697 87-12-18 | C2 | 112063
A ESK-M4G297-A2 SEALER PYC, PRIMER OVEN CURING, PAINTABLE,
(SHOWN ON ESK-M4G297-A) DATED: 93-02-01
T395A TOGO AG CHEMICAL FABRIK 52273 | B103/70697 93-02-08 | C2 | 128220
A ESK-M4G297-A3 SEALER PVC, PRIMER OVEN CURING, PAINTABLE,
(SHOWN ON ESK-M4G297-A) DATED: 93-02-01
T395A TOGO AG CHEMICAIL FABRIK 52274 | B103/246 93-02-01 | H8 | 128219
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