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Worldwide & European Engineering Materials Approved Source List PAGE 1
SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSA-MYG20-B WAX, WATER EMULSION, HIGHER SOLIDS, DATED:
920727
B786B BRULIN CORP 59564 | NUT LUBE 10B CEO 201171 92-05-08 | C2 | 127345
G-2237
A WSS-M9G20-B2 WAX, ANTL-FRICTION LUBRICANT, EMULSIFIABLE,
DATED: 01-06-21
A WSS-M9G20-B3 WAX, ANTI-FRICTION LUBRICANT, SOLID, (SHOWN ON
WSS-M9G20-B2) DATED: 01-06-21
A WSE-MYG33-A WAX, MONTAN, WATER SOLUBLE, DATED: 92-05-19
Q7284 EWALD DORKEN & CO
DISTRIBUTED BY EWALD DORKEN & CO (Q7284) 60935 | DELTA-WACHS- ED G-2223 920402 | €2 | 127109
EMULSION
(MONTAN WAX)
A ESD-M11G21-A FINISHED WOODEN INTERIOR SEAT SLATS, DATED:
91-06-28
F639A MAGNA SEATING SYSTEMS LIMTIED
48016 TO-D 85-05-31 | C | IRB025
51656 TO-D T5730 91-06-10 | C | IRB025
A SK-M11G9100-A PLYWOOD, PAINTED, INTERIOR, DATED: 89-47-31
NONE SOURCE APPROVAL PENDING
A SK-M11G9100-B PLYWOOD, PAINTED, INTERIOR, (SHOWN ON
SK-M11G9100-A) DATED: 89-07-31
NONE SOURCE APPROVAL PENDING
A WSB-M12G62-A2 FIBERGLASS, MOLDED, HIGH DENSITY, LOW ODOR,
DATED: 93.09-28
DOT6Z TEXTRON AUTOMOTIVE COMPANY
APPROVED USING SCHULLER PARKERBURG FIBERGLASS 63106 | SCHULLER BEO/G-2811 95-01-04 | C | IRBO25
AROLITE
R2USB INDIANA ACOUSTICAL COMPONENTS
USING SCHULLER / DEFIANCE FIBERGLASS 61368 | AROLITE - BLFD | BEO AS3-25 930924 | C | IRBO25
G-2559
USING SCHULLER / PARKERSBURG FIBERGI.ASS 61369 | AROLITE - BLFP BEO AS3-26 930924 | C | RBO2S
G-2560
J612D JOHNS MANVILLE CORP
USING OWN GLASS FIBER 61475 | AROLITE BEO AS$3-41 93-10-11 | C | IRBO25
AUTOMOTIVE G-2575
A WSE-MI12G77-A BATT, CERAMIC FIBER - THERMAL INSULATOR,
DATED: 88-03-21
J55LA ASH FIBRE PROCESSORS LTD 54920 | THERMAL TO-D 9303 880825 | C | IRB0O2S
INSULATOR GRL
C181A CARBORUNDUM CO LTD 54499 | FIBERFRAX 970 EED 85-10-01 | C | IRBO2S
A WSE-M12G85-A BATT, CERAMIC FIBER - THERMAL INSULATOR,
DATED: 88-04-22
CI8IA CARBORUNDUM CO T.TD 54770 | FIBERFRAX 880 FFE 88-03-28 | €2 | 033559
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X [ NO.
A WSL-M12G87-A REFLECTIVE SLEEVE, LAMINATED ALUMINUM FOIL AND
WOVEN GLASS FIBER, DATED: 92-09-18
B419D BENTLEY HARRIS MFG CO 59574 | REFLECT SLEEVE LTEO G-2184 92-07-27 | C IRB025
CS
A WSE-M12G88-A BATT, GLASS FIBER, NON-WOVEN, HEAT INSULATING,
DATED: 92-06-09
AlIF5C ELECTROLOCK INC 59179 | CRANEGLAS 230 ED G-2211 920320 | C IRB025
A WSB-M26G4-C MIRROR, GLASS, PRISMATIC, SILVER BACKING,
(FLAT) INTERIOR, DATED: 92-02-21
D665A DONNELLY CORP 58787 | DURA SITVER BEOMI.91034 91-1007 | € TRB025
1G-2085
A WSB-M26G5-C MIRROR, GLASS, SILVER BACKING, (FLAT) INTERIOR
(SHOWN ON WSB-M26G4-C) DATED: 92-02-21
DO65A DONNELLY CORP 58788 | DURA SILVER BEO/ML91034 91-10-07 | € IRB025
1G-2086
A WSB-M26G7-C MIRROR, GLASS, REAR VIEW, FIRST SURFACE CHROME
EXTERIOR, DATED: 92-02-21
D665A DONNELLY CORP 58780 | DURA-CHROME BEO/TO- 91-10-07 | C IRB025
K/ML91035/G
-1902
A WSB-M26G$-E MIRROR, GLASS, REAR VIEW, CONVEX, FIRST
SURFACE CHROME, EXTERIOR, (SHOWN ON
WSB-M26G7-C) DATED: 92-02-21
D665A DONNELLY CORP 58795 | DURA-CHROME BEO/TO- 91-1007 | € IRB025
K/ML91035/G
-1903
A WSB-M26G9-C MIRROR, GLASS, BLUE, REAR VIEW, FLAT, EXTERIOR
DATED: 92-02-21
D665A DONNELLY CORP 58786 | DURA-BLUE II BEO/ML91025 91-10-08 | C IRB025
1G-2087
A WSB-M26G11-C MIRROR, GLASS, BLUE, REAR VIEW, CONVEX,
EXTERIOR, (SHOWN ON WSB-M26G9-C) DATED:
92-02-21
D665A DONNELLY CORP 58785 | DURA-BLUE II BEO/ML91025 91-10-08 | C IRB025
1G-2088
A WSS-M26G12-A1 MIRROR, GLASS, REAR VIEW, FIRST SURFACE,
NONE SOURCE APPROVAL PENDING
A WSS-M26G12-A2 MIRROR, GLASS, REAR VIEW, FIRST SURFACE,
CONVEX, REFLECTIVE COATING, EXTERIOR, (SHOWN ON
WSS-M26G12-A1) DATED: 95-08-21
NONE SOURCE APPROVAL PENDING
N WSB-M28G14-B GLASS, SAFETY, LAMINATED FLOAT, LOW LIGHT
TRANSMITTANCE, REFLECTIVE, (NOT TO BE USED FOR
NEW DESIGN, USE WSS-M28P1-B3) DATED: 92-01-3¢
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N WSB-M28G14-B

GDO1C

N WSK-M28G21-A

NONE

N WSK-M28G22-A

NONE

N WSK-M28G23-A

NONE

N WSB-M28G24-A

GDO1C

N WSB-M28G25-A

GDO1C

N WSB-M28G26-A

GDO1C

N WSB-M2§G27-A

GDO1C

N WSB-M28G28-A

GDO1C

GLASS, SAFETY, LAMINATED FLOAT, LOW LIGHT
TRANSMITTANCE, REFLECTIVE, (NOT TO BE USED FOR
NEW DESIGN, USE WSS-M28P1-B3) DATED: 92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT

GLASS, SAFETY, HEAT TREATED, FLOAT, CLEAR,
(NOT TO BE USED FOR NEW DESIGN, USE
WSS-M28P1-B4) DATED: 91-10-01

SOURCE APPROVAL PENDING

GLASS, SAFETY, HEAT TREATED, FLOAT, TINTED,
(SHOWN ON WSK-M28G21-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSS-M28P1-B4) DATED: 91-10-11

SOURCE APPROVAL PENDING

GLASS, LAMINATED, FLOAT, SAFETY, CLEAR OR
TINTED, POLYVINYL BUTYRATE LAYER, (NOT TO BE
USED FOR NEW DESIGN, USE WSS-M28P1-B1) DATED:
91-10-01

SOURCE APPROVAL PENDING

GLASS, SAFETY, LAMINATED FLOAT, 5.6 MM NOMINAL
THICKNESS, 0.76 MM POLYVINYL, BUTYRAL LAMINATE,
SOLAR TINT, (NOT TO BE USED FOR NEW DESIGN, USE
‘WSS-M28P1-B1) DATED: 92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT
LUMINOUS TRANSMITTANCE: 70.5% MINIMUM

GLASS, SAFETY, LAMINATED FLOAT, 5.6 MM NOMINAL
THICKNESS, 0.76 MM POLYVINYL, BUTYRAL LAMINATE,
COMBINATION HEAT ABSORBING AND SOLAR TINT,
(SHOWN ON WSB-M28G24-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSS-M28P1-B1) DATED: 92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT
LUMINOUS TRANSMITTANCE: 70.5% MINIMUM

GLASS, SAFETY, HEAT TREATED FLOAT, SOLAR TINT,
3.2 MM, (NOT TO BE USED FOR NEW DESIGN, USE
WSS-M28P1-B4) DATED: 92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT
LUMINOUS TRANSMITTANCE: 70.5% MINIMUM

GLASS SAFETY, HEAT TREATED FLOAT, SOLAR TINT,
4.0 MM, (SHOWN ON WSB-M28G26-A) (NOT TO BE USED
FOR NEW DESIGN, USE WSS-M28P1-B4) DATED:

92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT

GLASS, SAFETY, HEAT TREATED FLOAT, SOLAR TINT,
4.8 MM, (SHOWN ON WSB-M28G26-A) (NOT TO BE USED
FOR NEW DESIGN, USE WSS-M28P1-B4) DATED:

92-01-30

VISTEON CORPORATION - DEARBORN GLASS PLANT

58784

58508

58507

58719

58718

DOT 75

DOT 75

DOT 75

DOT 75

DOT 75

BEOML9125/
G-2089

BEOML91026
1G-1978

BEO/ML91027
G-1979

BEO/ML91028
1G-1981

BEO/ML9102%
1G-1982

91-10-08

91-06-28

91-06-28

91-10-08

91-10-08

C

C

C

C

C

IRB025

IRB025

IRB025

IRB025

IRBO25
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
N WSB-M28G28-A GLASS, SAFETY, HEAT TREATED FLOAT, SOLAR TINT,
4.8 MM, (SHOWN ON WSB-M28G26-A) (NOT TO BE USED
FOR NEW DESIGN, USE WSS-M28P1-B4) DATED:
92-01-30
GDO1C VISTEON CORPORATION - DEARBORN GLASS PLANT 58777 | DOT 75 BEO/ML91030 91-10-08 | C | IRB025
1G-1983
N WSB-M28G29-A2 GLASS, SAFETY, LAMINATED FLOAT, 4.7 MM NOMINAL
THICKNESS, 0.76 MM POLYVINYL BUTYRAL, LAMINATE,
SOLAR TINT, (NOT TO BE USED FOR NEW DESIGN, USE
WSS-M28P1-B1) DATED: 00-07-13
GDO1C VISTEON CORPORATION - DEARBORN GLASS PLANT
LUMINOUS TRANSMITTANCE: 70.5% MINIMUM 58776 | DOT 75 BEO/ML91031 91-10-08 | C | IRB025
1G-1985
A S-M28G4510-A GLASS FLOAT, HEAT TREATED, CLEAR, DATED:
88-04-05
C78CA CRISTALERIA ESPANOLA, S.A.
CERAMIC PAINT TYPES: BLYTHE COLOURS 39-307-52-63; DEGUSSA 52209 | HISG TO-K L8098 88-08-26 | C | IRB025
H13, H45, H45/153, H423, H243; DRAKENFELD 24-2548; DEGUSSA
14215
GDOIA VISTEON CORPORATION - DEARBORN GLASS PLANT
CERAMIC PAINT TYPE: 24-1729 DRAKENFELD 50699 | HISG TO-KL 86-02-10 | C | IRBO2S
G939A GLACERIES DE SAINT ROCH SA
CERAMIC PAINT TYPE: 39-307-52-63 BLYTHE COLOR, H45 50698 | HISG TO-K L8166 86-02-10 | C | IRB025
DEGUSSA, 24-2548 DRAKENFELD
E365A PILKINGTON BROTHERS PLC
CERAMIC PAINT TYPES: TOUGH 1 DRAKENFELD, TOUGH 2 48020 | HTSG TO-K L 85-06-04 | C | IRB025
DRAKENFELD
CERAMIC PAINT TYPE: TOUGH 3 ENGELHARD 49069 | HTSG TO-K L6035 86-10-06 | C | IRB025
S376A SEKURIT GLAS UNION GMBH
CERAMIC PAINT TYPES: H45, H153, H423, H426, H5337, H571 65769 95-07-05 | C | IRB025
D2Y8A SOCIETA ITALIANA VETRO SPA
CERAMIC PAINT TYPE: 14210 DEGUSSA 50386 | HISG TO-K L8036 88-08-25 | C | IRB025
V868A VITRO FLEX SA
CERAMIC PAINT TYPE: 24-1910 DRAKENIELD 48023 | HISG TO-K L C | IRB0O25
A S-M28G4511-A GLASS FLOAT SAFETY, HEAT TREATED, TINTED,
(SHOWN ON §-M28G4510-A) DATED: 88-04-05
C78CA CRISTALERIA ESPANOLA, S.A.
CERAMIC PAINT TYPES: BLYTHE COLOURS 39-307-32-63; DEGUSSA 52210 | HISG TO-K L8098 88-08-26 | C | IRB025
H13, H45, H45/153, H423, H243; DRAKENFELD 24-2548; DEGUSSA
14215
GDO1A VISTEON CORPORATION - DEARBORN GLASS PLANT
CERAMIC PAINT TYPE: 24-1729 DRAKENFELD 48024 | HTISG TO-K L 85-06-04 | C | IRB025
G939A GLACERIES DE SAINT ROCH SA
CFRAMIC PAINT TYPE: 39-307-52-63 BLYTHE COI.OR, H45 48572 | HTSG TO-K 1.8166 86-02-10 | C | TRBO2S
DEGUSSA, 24-2548 DRAKENFELD
E565A PILKINGTON BROTHERS PLC
CERAMIC PAINT TYPES: TOUGH 1 DRAKENFELD, TOUGH 2 48021 | HISG TO-K L 85-06-04 | C | IRB025
DRAKENFELD
S376A SEKURIT GLAS UNION GMBH
CERAMIC PAINT TYPE: H45, H153, H423, H426, H537, H571 65770 95-07-05 | C | IRB025
D2Y8A SOCIETA ITALIANA VETRO SPA
CERAMIC PAINT TYPE: 14210 DEGUSSA 50387 | HISG TO-K L8036 88-08-25 | C | IRBO25
V868A VITRO FLEX SA
CERAMIC PAINT TYPE: 24-1910 DRAKENFELD 48022 | HISG TO-K L 85-06-04 | C | IRB025
N S-M28G4512-A GLASS SHEET SAFETY, HEAT TREATED, (NOT TO BE
USED FOR NEW DESIGN) DATED: 94-12-15
NONE SOURCE APPROVAL PENDING
A S-M28G4520-A GLASS LAMINATED FLOAT, CLEAR OR TINTED,
POLYVINYLBUTYRATE 0.78+.02 MM, DATED:
88-05-03
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A S-M28G4520-A GLASS LAMINATED FLOAT, CLEAR OR TINTED,
POLYVINYLBUTYRATE 0.78+.02 MM, DATED:
88-05-03
C78CA CRISTALERIA ESPANOLA, S.A.
CERAMIC PAINT TYPES: BLYTHE COLOURS 39-615-63-225, BLYTHE 50389 | LSG TO-K L8098 88-08-26 | C | IRB025
COLOURS VU-1
GDO1A VISTEON CORPORATION - DEARBORN GLASS PLANT
CERAMIC PAINT TYPE: 24-1910 DRAKENFELD 43027 | LSG TO-KL 85-06-04 | C | IRB025
G93%A GLACERIES DE SAINT ROCH SA
CERAMIC PAINT TYPE: 39-615-63-225 BLYTHE COLOR 48374 | LSG TO-K L 86-02-10 | C | IRB025
E365A PILKINGTON BROTHERS PLC
CERAMIC PAINT TYPES: 45 E 111 BLYTHE COLOR, 45 E 113 48025 | LSG TO-K L 85-06-04 | C | IRB025
BLYTHE COLOR, LAM 2 BLYTHE COLOR, LAM 3 BLYTHE COLOR
S376A SEKURIT GLAS UNION GMBH
CERAMIC PAINT TYPE: VU 1 BLYTHE COLOR 48373 | LSG TO-K L 86-02-10 | C | IRB025
D2YRA SOCTETA TTALTANA VETRO SPA
CERAMIC PAINT TYPE: 14205 DEGUSSA 50388 | LSG TO-K L8036 88-08-25 | C | IRB025
V868A VITRO FLEX SA
CERAMIC PAINT TYPE: 24-1910 DRAKENFELD 48026 | LSG TO-KL 85-06-04 | C | IRB025
N S-M28G4521-A GLASS PLATE SAFETY, LAMINATED, (NOT TO BE USED
FOR NEW DESIGN) DATED: 94-12-06
NONE SOURCE APPROVAL PENDING
A SK-M28G9500-A SAFETY GLASS, HEAT TREATED, DATED: 94-12-06
S376A SEKURIT GLAS UNION GMBH
CERAMIC PAINT TYPES: H45, H243, H371 63771 95-07-05 | C | IRB025
A WSB-M29G1-B EDGEWORK REQUIREMENTS, AUTOMOTIVE SAFETY GLASS
DATED: 92-01-31
N/A SOURCES ARE NOT APPLICABLE TO THIS SPECIFICATION.
A S-M29G4500-A GLASS SAFETY, EDGEWORK, DATED: 94-12-15
NONE SOURCE APPROVAL PENDING
A WSK-M97G5-A GASKET, COATING COMPOUND, DATED: 89-04-07
Q752A ELRING DICHTUNGSWERKE GMBH
55491 [ O-41 TO-KS 89-08-14 | N | IRB029
55492 | 0-155 TO-KS 89-08-14 | N | IRB029
58369 | 0-159 TO- 91-05-28 | N | IRB029
K/81051/G-
1955
58370 | 0-152A TO- 91-05-28 | N | TRB029
K/81051/G-
1954
58371 | O-58 TO- 91-05-28 | N | IRB029
K/81051/G-
Q755A GOETZE AG
55177 | A-2 TO-KS 8079 89-04-07 | N | IRB029
58367 | B4 TO- 91-05-28 | N | IRB029
K/$1012/G-
1957
58368 | H2 TO- 91-05-28 | N | IRB029
K/81012/G-
1956
61167 | AS TO-K G3093 93-08-23 | N | IRB029
G-2520
G883Y GREINER GMBH
EXCEPT PARA 3.6: MATERIAL MUST NOT BE USED IN CONTACT WITH 59260 | PU-9D TO-K G-2228 92-04-28 | N | IRB029
COOLANT AGENTS.
K747A RICH. KLLINGER GMBH
55173 | KLINGERLASTIC TO-KS 8079 89-04-07 | N | IRB029
VP217
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSK-M97G5-A GASKET, COATING COMPOUND, DATED: 89-04-07
K747A RICH. KLINGER GMBH
55174 | KLINGERLASTIC TO-KS 8079 89-04-07 | N | IRB029
VP224
55175 | KLINGERLASTIC TO-KS 8079 89-04-07 | N | IRB029
VP227
55176 | KLINGERLASTIC TO-KS 8079 89-04-07 | N | IRB029
VP235
A ESB-M99G109-A CERAMIC COATING, GLASS-DECORATIVE, DATED:
89-10-26
C498A DMC2 DEGUSSA METALS CATALYSTS
WINDSHIELDS BLACK 57589 | 24-2656 BEPE/ML- 84-03-31 | C2 | 017168
84035
SIDE AND BACKLITES BLACK 57590 | 24-2650 BEPE 81-10-21 | C2 | 014696
SIDE AND BACKLITES BLACK 57596 | 24-2651 B&CE 85-04-15 | C2 | 024481
CHARCOAL GRAY 57599 | 24-2190 (900 B&CE/ML- 84-06-24 | C2 | 025444
PINE OIL) 84026
CHARCOAL GRAY 57607 | 24-2190 (RD- B&CE/ML- 84-06-24 | C2 | 025443
561 UV MEDIUM) 84026
57613 | 24-1803 BEPE 81-11-03 | C2 | 014848
E718A ENGELHARD CORP
CERAMIC CTGS. MUST BRT. GOLD 57603 | A-2345 TYPE I B&CE/M74- 74-05-10 | N | IRB029
MEET REQU. OF ESB- 11206/BM-
M99P6-A TYPES 1 OR 1222
I
F345A FERRO CORP
WINDSHIELDS BLACK 57588 | A3601 BEPE 80-01-14 | C2 | 008747
I ZWFAXXA  OFF-WHITE 57591 | 5502-C-45 B&CE/M73- 74-06-18 | N | IRB029
M5418 11200 BM-
1280
CERAMIC COATINGS I 57393 | 3300-B-95 B&CE/M75- 76-03-26 | N | IRB029
MUST MEET APPR. FOR ABS 11232 BM-
REQUIREMENTS OF 2301
ESB-M99P6-A TYPES
[&11
M932A MATTHEWS INTERNATIONAL CORP
BACKLITLS 57587 | M173 (CLASS B&CLE/ML- 85-04-15 | C2 | 025573
OFFSET - WHITE 85001
MARKING INK
A ESB-M99G109-B CERAMIC COATINGS, WITH ZINC (10% MAX), GLASS -
DECORATIVE (WINDSHIELDS), (SHOWN ON
ESB-MY99G109-A) DATED: $9-10-26
C498A DMC2 DEGUSSA METALS CATALYSTS 59102 | #24-2672 B&CE ML 88-12-15 | C2 | 017168
89001
F345A FERRO CORP 59101 | A3610 B&CE- 89-05-09 | C2 | 044346
BODY/ML
89014/G-
1442
A ESB-M99G109-C CERAMIC COATING, WITH ZINC (30% MAX) - GLASS
DECORATIVE (BODY GLASS & MOONROOFS), (SHOWN ON
C498A DMC2 DEGUSSA METALS CATALYSTS 59103 | DRAKENFELD 24- ML 89002 89-03-03 | C2 | 41711
2669
A WSB-M99G109-D CERAMIC COATINGS, GLASS, DECORATIVE, DATED:
91-08-28
C498A DMC2 DEGUSSA METALS CATALYSTS
LEAD FREE CERAMIC PAINT FOR TEMPERED-NON-MODULAR GLASS 59057 | RD307-BLACK BEO ML92004 92-02-18 | C2 | 048508
G-2181
LEAD FREE CERAMIC PAINT FOR LAMINATED GLASS 59619 | 24-8104-BLACK BEO ML92920 92-07-30 | C2 | 125746
G-2326
LEAD FREE CERAMIC PAINT FOR LAMINATED GLASS 59620 | 24-8148-BLACK BEO ML92020 92-07-30 | C2 | 125792
G-2327
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