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A WSD-M9H111-B FABRIC, BACKING, POLYESTER, KNITTED, 65 G/M2,
DATED: 93.08-02
V815A VIKTOR ACHTER GMBH & CO KG 58993 TO-D MC2123 92-01-23 | C IRB023
H1027
N ESD-M9H114-A FABRIC, SPUNBONDED POLYPROPYLENE, (NOT TO BE
USED FOR NEW DESIGN, USE WSD-M9H114-C) DATED:
90-11-30
A910A AUTOTEX SA 51595 | E217 TO-D T6101 91-05-24 | C IRB023
B390B BENECKE-KALIKO AG
46170 | PP-SPE 2943003 TO-D 83-12-09 | C IRB023
46606 | PP-SPE 2943003 TO-D P3097 84-02-07 | C IRB023
N ESD-M9H114-B FABRIC, SPUNBONDED POLYPROPYLENE, (SHOWN ON
ESD-M9H114-A) (NOT TO BE USED FOR NEW DESIGN,
USE WSD-M9H114-C) DATED: 90-11-30
B39%0B BENECKE-KALIKO AG
46407 | PP-SPL 2948003 TO-D 84-01-13 | C IRB023
46607 | PP-SPE 2948003 TO-D P3097 84-02-07 | C IRB023
A WSD-M9H114-C FABRIC, POLYPROPYLENE (PP), SPUNBONDED/FILM
LAMINATE, DATED: 92-06-08
B390B BENECKE-KALIKO AG 56186 | PP- TO- 90-07-03 | C IRB023
SPE2948003/TO- D/MC1907/H-
D P3079 797
A WSB-M9H117-B FABRIC, TEXTURED POLYESTER BACKING, 130 G/M2
LOCK STITCHED, DATED: 91-12-05
D149B MILLIKEN & CO 58884 | STYLE #5734 BEO/FSO- 91-11-15 | C IRB023
1/H-1002
N ESD-M9H120-A1 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE
BONDED, (NOT TO BE USED FOR NEW DESIGN) DATED:
§9-05-31
M636A METZELER SCHAUM GMBH 48538 | HOF ZETAFIL TO-K 36-02-13 | C IRB023
N ESD-M9H120-A2 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE
BONDED, (SHOWN ON ESD-M9H120-A1)}(NOT TO BE USED
FOR NEW DESIGN) DATED: 89-05-31
M636A METZELER SCHAUM GMBH 48539 | HOF ZETAFIL TO-K 86-02-13 | C IRB023
N ESD-M9H120-B1 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE
BONDED, (SHOWN ON ESD-M9H120-A1}NOT TO BE USED
FOR NEW DESIGN) DATED: 89-05-31
MO636A METZELER SCHAUM GMBH 48540 | HOF ZETAFIL TO-K 80-02-13 | C IRB023
N ESD-M9H120-B2 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE
BONDED, (SHOWN ON ESD-M9H120-A1}NOT TO BE USED
FOR NEW DESIGN) DATED: 89-05-31
M636A METZELER SCHAUM GMBH 43541 | HOF ZETAFIL TO-K 86-02-13 | C IRB023
N ESD-M9H122-A FABRIC, WOVEN POLYESTER SHEETING, (NOT TO BE
USED FOR NEW DESIGN, USE WSD-M9H122-C) DATED:
89-05-31
FR32A HECKING & CO 51202 TO-D S§7072 90-05-31 | C IRB023
E635A J M CLAYTON & CO LTD
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N ESD-M9H122-A FABRIC, WOVEN POLYESTER SHEETING, (NOT TO BE
USED FOR NEW DESIGN, USE WSD-M9H122-C) DATED:
89-05-31
EG85A J M CLAYTON & CO LTD
49392 | 3335 EAO 87-03-27 | C | IRB023
49585 | 3335 TO-D §6149 87-06-18 | C | IRB023
N ESD-M9H122-B FABRIC, WOVEN POLYESTER SHEETING, (SHOWN ON
ESD-M9H122-A) (NOT TO BE USED FOR NEW DESIGN,
USE WSD-M9H122-C) DATED: 89-05-31
F832A HECKING & CO 51203 TO-D §7072 90-03-31 | C | IRB023
E685A J M CLAYTON & CO LTD
49393 | 3335 EAO 87-03-27 | C | IRB023
49584 | 3355 TO-D S6149 87-06-18 | C | TRB0O23
A WSD-M9H125-B FABRIC, POLYAMIDE (PA), KNITTED, 65 G/M2,
DATED: 92-03-26
A910A AUTOTELX SA
BACKING SCRIM 59428 | W2293 TO-D T8309 92-06-24 | C | IRB023
H-1136
A WSD-M9H125-B2 FABRIC, BACKING, POLYAMIDE, KNITTED, 5¢ G/M2,
(SHOWN ON WSD-M9H125-B) DATED: 92-03-26
A910A AUTOTEX SA 60704 TO-D T8619 93-04-28 | C | IRB023
H-1393
G940A GUILFORD EUROPE LTD 59109 TO-D MC2148 92-03-12 | C | IRB023
H-1060
A WSD-M9H133-A1 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN,
45 G/M2, DATED: 92-06-08
B390B BENECKE-KALIKO AG 56188 | COROVIN 60GSM TO- 90-07-11 | C | IRB023
D/MC1909/H-
802
A WSD-M9H133-A2 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN,
55 G/M2, (SHOWN ON WSD-M9H133-A1) DATED:
92-06-08
B390B BENECKE-KALIKO AG 56189 | COROVIN 60GSM TO- 90-07-11 | C | IRB023
D/MC1909/H-
802
A WSD-M9H133-A3 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN,
70 G/M2, (SHOWN ON WSD-M9H133-A1) DATED:
92-06-08
B390B BENECKE-KALIKO AG 56190 | COROVIN 60GSM TO- 90-07-11 | C | IRB023
802
A WSD-M9H133-A4 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN,
90 G/M2, (SHOWN ON WSD-M9H133-A1) DATED:
92-06-08
B390B BENECKE-KALIKO AG 56191 | COROVIN 60GSM TO- 90-07-11 | C | IRB023
D/MC1909/H-
802
A WSD-M9H134-B FABRIC, BACKING, POLYESTER KNITTED, 70 GM/M2,
DATED: 93-08-02
NONE SOURCE APPROVAL PENDING
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A WSD-M9H136-A FABRIC, KNITTED, DATED: 93-08-02
G940A GUILFORD EUROPE LTD 57984 TO- 01-01-29 | C | IRB023
D/MC1985/H-
853
V815A VIKTOR ACHTER GMBH & CO KG 57985 TO- 91-01-29 | C | IRB023
D/MC1986/H-
854
A WSP-M9H137-A SCREEN, POLYESTER, MONOFILAMENT, 120
MICROMETER MESH OPENING, DATED: 93-12-16
TO8SA TETKO INC 59812 | PECAP 7-125/30 T & A H- 92-10-20 | C | IRB023
1276
A WSB-M9H138-A FABRIC, WOVEN, CONVERTIBLE BOW LISTING,
DATED: 94-04-19
HO15B HAARTZ AUTO FABRIC 62377 | NOOOO LIN 58 BEO FS$4-11 94-04-26 | C | IRB023
H-1411
A WSB-M9H139-A BACKING FABRIC, NYLON KNIT, CONVERTIBLE BOOT
COVER, DATED: 93-06-14
G945A GUILFORD MILLS INC 60853 | 754176/75632 BEO H-1412 93-06-07 | C | IRB023
A WSS-M9H141-A FABRIC, NONWOVEN, STITCH BONDED, BLACK
POLYESTER, DATED: 95-05-22
AM45F ACME MILLS CO 63905 | 100% AVT H-2249 95-03-14 | C | IRB023
POLYESTER 781-
126
N SK-M9Y9H9502-A POLYAMIDE FABRIC, KNITTED, (NOT TO BE USED FOR
NEW DESIGN) DATED: 89-05-31
NONE SOURCE APPROVAL PENDING
N SK-M9H9504-A COTTON/PYC WOVEN FABRIC, (NOT TO BE USED FOR
NEW DESIGN) DATED: 89-05-31
F832A HECKING & CO 48169 TO-D 85-07-25 | C | IRB023
N SK-M9H9504-B COTTON/PYC WOVEN FABRIC, (NOT TO BE USED FOR
NEW DESIGN) DATED: 89-05-31
FR32A HECKING & CO 43968 | Q1716 TO-D S 86-09-03 | C | TRB0O23
N SK-M9H9516-A FABRIC, WOVEN - COTTON OR COTTON/POLYESTER,
(NOT TO BE USED FOR NEW DESIGN) DATED: 89-05-31
F650A DAVID WHITEHEAD & SON LTD 48028 TO-D B/T 85-04-18 | C | IRB023
N SK-M9H9519-A FABRIC, POLYPROPYLENE - SPUN BONDED, (NOT TO
BE USED FOR NEW DESIGN) DATED: 89-05-31
B390B BENECKE-KALIKO AG 48116 TO-D B/T 85-07-01 | C | IRB023
BO7KA WW CHAMBERLAIN & SONS LTD
35GSM GREY 49310 | FERRALENE TO-D 85361 87-02-12 | C | IRB023
31/60
BO7JA K SHAW & CO
35GSM 49308 | HOLMESTRA TO-D 85732 87-02-13 | C | IRB023
N SK-M9H9519-B FABRIC, POLYPROPYLENE - SPUN BONDED, (SHOWN ON
SK-MYH9519-A)(NOT TO BE USED FOR NEW DESIGN)
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