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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSB-M1J62-C ENAMEL, AIR DRY REPAIR, POLYURETHANE, NON-SKIN
PANEL SURFACES, EXTERIOR, DATED: 93-01-23
NONE SOURCE APPROVAL PENDING
A ESB-M1]J70-A ENAMEL, AIR DRY, CHROMIUM PLATED SUBSTRATES -
INTERIOR OR EXTERIOR, DATED: 78-10-13
G755A FORTECH PRODUCLS INC
M5288G XZFCXXG  ARGENT 57616 | LA 942 B&CE 87-03-24 | N | IRB029
B270A ROHM AND HAAS
ZDNAXXF GREY 58313 | 92149-Q106P BEO/J-2854 91-03-07 | N | IRB02%
MI1724G JASAXXG  BLACK 62017 | 21838-1- BEO J4434 94-04-25 | N | IRB029
Q106&FE
M5288G XZFCXXG  BRT. ARGENT 57631 | 38442-Q106 PL77-11423 77-08-22 | C2 | 017881
BM 3780
M6388G  YGYAXXG BLACK 63792 | 89069-Q106 AVT J4907 95-01-20 | C2 | 139252
M935G XPGCXXC  ARGENT 57629 | 30086-Q106 PB-10044 71-01-27 | C2 | 017882
BM-8116
RO85A RED SPOT PAINT VARNISHING CO INC
M1724G ~ JASAXXG  BLACK 59303 | 246WSL20285 BEO J3418 92-05-14 | N | IRB029
M6388G  XGYAXXG [BONY 60030 | 353WSL23450 BLO J3719 93-01-20 | N | IRB029
M6522G  ACRCXXG  TITANIUM 62023 | 201SL19444 BEO J4441 94-04-18 | N | IRB029
M6769G ~ ZUVCXXG LT GRAPHITE 62024 | 2015123846 BEO J4442 94-04-18 | N | IRB029
M6769G ~ ZUVCXXG LT GRAPHITE 62028 | 2015123846 BEO J4444 94-04-28 | N | IRB029
S141A SEIBERT OXIDERMO
XZFCXXG ~ ARGENT 57619 | XL-3154 B&CE 85-04-22 | C2 | 026510
63023 | HXL-3222 BEO J4811 94-11-17 | N | IRB02%
M6388G YGYAXXG BLACK 57894 | AP 9669 BEO/J-2622 90-12-06 | C2 | 040343
A S-M1]J170-B ENAMEL, CHASSIS, DATED: 94-12-21
DOEOA INDUSTRIAS QUIMICAS NABER SA
BLACK 52562 | PINTURA 2002 94-05-11 | C2 | 134668
NEGRA,
51920082
BLACK 52563 | PINTURA 2010, 94-05-11 | C2 | 134667
51920074
[588A SCHRAMM LACKE GMBH 49228 [ 05-0278-500186 87-01-21 | C2 | 108504
A WSK-M1]J206-A PAINT, ENGINE, AIR DRYING, DATED: 90-02-01
NONE SOURCE APPROVAL PENDING
A WSK-M1]J207-A PAINT, ENGINE - CLEAR LACQUER, AIR DRYING,
DATED: 90-03-01
NONE SOURCE APPROVAL PENDING
A WSK-M1J208-A1 LACQUER, CLEAR, EDGE CORROSION PROTECTION,
BRUSH APPLICATION, DATED: 00-09-08
Q515A HONEYWELL SPECIALTY WAX & ADDITIVES LTD 67055 | DA 3822 AVT/I5656 96-01-26 | €2 | 115542
Q715A HENKEL TEROSON GMBH 56092 | KANTENSCHUTZ TO-K/1-2294 90-06-04 | €2 | 112540
3002 P UV
A WSK-M1]J208-A2 LACQUER, CLEAR, EDGE CORROSION PROTECTION,
SPRAY APPLICATION, (SHOWN ON WSK-M1J208-A1)
DATED: 00-09-08
Q515A HONEYWELL SPECIALTY WAX & ADDITIVES LTD 67056 | DA 3822/1 AVT/I5657 96-01-26 | C2 | 113651
JTHUA PFINDER GMBH & CO. 62671 | AP-2000/1 M&FQE J4612 94-10-10 | €C2 | 123854
Q715A HENKEL TEROSON GMBH 56093 | KANTENSCHUTZ TO-K/J-2295 90-06-04 | C2 | 112541
3002 S UV
A WSK-M1]J209-A PAINT, AIR DRYING, BLACK, DATED: 91-03-01
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSK-M1]J209-A PAINT, AIR DRYING, BLACK, DATED: 91-03-01
Q570A AMERON COATINGS
57807 | 1Z.8072.TX TO-K/J-2595 90-11-27 | C2 | 106761
57808 | YE60152/TX8251 TO-K/J-2596 90-11-27 | C2 | 110615
57809 | BG 27803 TO-K/J-2597 90-11-27 | C2 | 100423
P6Q3A INTERPON COURTAULDS COATINGS LTD
LAB NO.: T11978 PTR 32773, MCS NO.: 2275 65947 | AUTO 2000 AVT/P5092 95-07-24 | C2 | 129761
MN204E
A WSB-M1)210-A ENAMEL, STRIPING, GASOLINE RESISTANT, EXTERIOR
DATED: 91-02-22
I883E BASF CORP
CDJIAXXX RED 63740 | L22041 AVT/I5046 95-06-28 | €2 | 139720
GPUAXXX  MEDIUM GRAY 65741 | 1.22058 AVT/15047 95-06-28 | C2 | 139728
STKAXXX  SAND BEIGE 65742 | L22057 AVT/I5048 95-06-28 | C2 | 139718
VDVAXXX BOTANY MAROON 65743 | L17200 AVT/I5049 95-06-28 | C2 | 139288
MDQAXXX MAROON 65744 | L23627 AVT/I5050 95-06-28 | C2 | 139729
6ULAXXX LT CHESTNUT 65745 | L22056 AVT/J5051 95-06-28 | C2 | 139719
NBMAXXX DK BLUE 65746 | L7795 AVT/J5052 95-06-28 | C2 | 139287
JASAXXX BLACK 65747 | L13572 AVT/I5053 95-06-28 | C2 | 139286
A WSK-M1]J211-A LACQUER, CLEAR, CORROSION PROTECTION, ENGINE
COMPARTMENT, DATED: 91-04-01
Q740A DINOL AB 58048 | DINITROL 4010 TO-K/J-2739 91-02-18 | C2 | 108249
A WSB-M1)214-A1 ENAMEL, AIR DRY REPAIR, BASECOAT, NON-SKIN
PANEL SURFACES, EXTERIOR, DATED: 93-01-23
P435B PPG INDUSTRIES INC 58482 | DBU SERIES BEO/I-2935 91-06-20 | C2 | 058250
A WSB-M1]J214-A2 ENAMEL, AIR DRY REPAIR, CLEARCOAT, NON-SKIN
PANEL SURFACES, EXTERIOR, (SHOWN ON
WSB-M1J214-A1) DATED: 93-01-23
P435B PPG INDUSTRIES INC 58483 | DCU SERIES BEO/I-2936 91-06-20 | C2 | 058623
A WSS-M1]J215-A ENAMEL, AIR DRY, WATER REDUCIBLE, LOW GLOSS
BLACKOUT, LOW VOC, DATED: 97-02-27
H58NA UNITED PAINT & CHEMICAL CORP 63637 | T80-2-010 AVT/1-4999 95-08-18 | C2 | 140354
S141A SEIBERT OXIDERMO
BLACK 70386 | W/R BLACKOUT VO/EMANGIN 97-08-29 | C2 | 148208
COATING
(AWE9807)
K3UFA STANDARD PAINT CO
APPROVED TO WSS- BLACK 69369 | T80-2-010 W/R VO/ENUNEZ 97-02-15 | C2 | 140354
M1J215-A BLACKOUT
COATING
A WSS-M1]J216-A PAINT, AIR OR FORCED DRYING, FUEL TANKS,
A WSS-M1J217-A1 ENAMEL, AIR DRY, CHASSIS, DATED: 98-11-17
A WSS-M1J217-A2 ENAMEL, AIR DRY, CHASSIS, (SHOWN ON
WSS-M1]J217-A1) DATED: 98-11-17
Q370C AMERON COATINGS
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CODE NAME/REMARKS TYPE/ COLOR  COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSS-M1]J217-A2 ENAMEL, AIR DRY, CHASSIS, (SHOWN ON
WSS-M1J217-A1) DATED: 98-11-17
Q570C AMERON COATINGS
This material was XSC 1069A 73144 | BLACK CHASSIS FOE/DGREENS | 00-10-10 | C2 | 142744
originally Approved ENAMEL, AIR
against SL-M1J9101- DRYING
A and SL-M1J9101-D,
reference Materials
‘lechnology Centre
Reports T9619 and
T12735.
A SL-M1J9101-A ENAMEL, AIR DRY, CHASSIS, DATED: 94-12-16
Q431A BLUNDELI. PERMOGI.AZE T1.TD
BLACK 46186 | TX 8246 TO-K ML N 82-01-21 | C2 | 101058
5356 / PTR
28461
A SL-M1J9101-D ENAMEL, AIR DRY, CHASSIS, (SHOWN ON
SL-M1J9101-A) DATED: 94-12-16
NONE SOURCE APPROVAL PENDING
A SS-M1J9551-A ENGINE ENAMEL, AIR DRYING, DATED: 98-07-14
Q570A AMERON COATINGS
BLACK 47862 | 1Z.8493/N.8217 TO-K ML P 84-12-19 | C2 | 101042
8314/ PTR
30301
BLACK 47863 | 1Z.2292/N.2292 TO-K ML P 84-12-19 | C2 | 106760
8272 / PTR
30289
BLACK 50500 | YA60413/N8241 TO-D ML 88-11-10 | €2 | 112031
$9186 PTR
35553
Q887A NABERSA
BLACK 46192 | NN-43 TO-K ML N 82-04-01 | C2 | 102445
6375 / PTR
001090
A SK-M1J9554-A CLEAR TOPCOAT, EXTERIOR QUALITY, DATED:
$2-06-24
NONE SOURCE APPROVAL PENDING
A SK-M1J9559-A ENAMEL, TWO PACK REPAIR EXTERIOR QUALITY,
DATED: 94-12-20
X306A AKZO COATINGS BV
XSCI257A  YELLOW 48141 | 77.213-78009 TO-K ML P 85-02-05
7437 / PTR
X5C2061A  VERMILLION 48207 | AS/M44- TO-K ML P 84-12-19 | N | IRB029
044001/001 7899 / PTR
41520
XSC1592A  CARDINAL RED 48208 | AS/M44- TO-K ML P 85-08-27 | H8 | 106738
078612/001 9320 / PTR
41565
Q583A DUPONT AUTOMOTIVE COATINGS (UK) LTD
XSC1609 LIGHT GREY 48123 | E7005 TO-K ML § 85-06-19 | H8 | 107350
727/ PIR
34960
XSC691 DIAMOND WHITE 48124 | E6999 TO-K ML § 85-06-19 | H8 | 107352
728 / PIR
34959
XSC913 CARNIVAL RED 48125 | R7004 TO-K ML S 85-06-19 | H8 | 107348
729 / PTR
34948
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X [ NO.
A SK-M1J9559-A ENAMEL, TWO PACK REPAIR EXTERIOR QUALITY,
DATED: 94-12-20
Q583A DUPONT AUTOMOTIVE COATINGS (UK) LTD
XSC1657 POLAR GREY 48503 | E6963 TO-K ML P 84-11-20 | H8 | 106632
7368 / PTR
32541
XSC7061A VERMILLION 48883 | E7233 TO-K ML 36-06-13 | H8 | 106631
RAL2002 P7283 PTR
32542
B44TA ELF ATOCHEM DEUTSCHLAND GMBH
XSC1657A POLAR GREY 48126 | 84137116 TO-K ML § 85-06-12 | H8 | 107326
746 / PTR
39037
XS8C19% FLINT GREY 43697 | 84167161 TO-K ML § 86-02-26 | H8 | 108266
289 / PTR
46441
XSC1850 STEEL GREY 48698 | 84167163 TO-K ML § 86-02-26 | H8 | 108267
2895 / PTR
46442
1366A IMPERIAL CHEMICAL IND LTD UK
XSC1609 LIGHT GREY 48696 | M420-HV48 TO-K ML N 81-09-09 | H8 | 108316
3049 / PTR
25299
L343A LEVIS BELGIUM
XSC1657A POLAR GREY 48127 | 837/192 TO-K ML § 85-06-10 | H8 | 107325
638 / PTR
43090
X360A VALENTINE VARNISH & LACQUER LTD
ALSO RAL2003 XSC1260A SIGNAL ORANGE 48791 | 280-38117 TO-K 86-05-06 | N IRB029
MLS3480 PTR
23615
APPROVED FOR SVO
USE ONLY
ALSO RAL2003 PURE WHITE 48793 | 280-37239 TO-K 86-05-06 | N IRB029
MLS3482 PTR
23649
APPROVED FOR SVO
USE ONLY
ALSO RAL2003 SVO 74 GOLDEN YELLOW 48794 | 280-37118 TO-K 80-05-06 | N IRB029
MPS3483 PTR
23651
APPROVED FOR $VO
USE ONLY
ALSO RAL2003 XSC115 GALLEON GREEN 48795 | 280-37195 TO-K 86-05-06 | N IRB029
MLS3484 PTR
23650
APPROVED FOR SVO
USE ONLY
A SK-M1J9561-A PAINT, DECORATIVE, AIR DRYING - BLACK, DATED:
94-12-19
B44TA ELF ATOCHEM DEUTSCHLAND GMBH
A SK-M1J9563-A PAINT, CLEARCOAT, TWO PACK, FOR PLASTIC
SUBSTRATES, EXTERIOR, DATED: 93-06-01
B44TA ELF ATOCHEM DEUTSCHLAND GMBH
50193 | 84130114 88-03-07 | C2 | 111606
MEDIUM FLEXIBLE 52571 | 84130118 94-06-14 | C2 | 113007
S371A SONNEBORN & RIECK LTD UK 69872 | JAXALAC 90 FOE/SMAYOH 97-02-21 | C2 | 146949
1524/A TWO
COMPONENT
CLEARCOAT
A SK-M1J9566-A DECORATIVE PAINT, AIR DRYING ,BLACK, DATED:
94-12-19
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A SK-M1]J9566-A DECORATIVE PAINT, AIR DRYING ,BLACK, DATED:
94-12-19
B44TA ELF ATOCHEM DEUTSCHLAND GMBH
BLACK 52487 | 80129100 93-10-12 | C2 | 132926
E583A SCHRAMM LACKE GMBH
BLACK 50038 | 05-0135-500709 88-04-14 | C2 | 109325
A ESE-M2J60-B ENAMEL, BAKING, VALVE ROCKER ARM COVER,

DATED: 78-07-19

WO966A AKZO NOBEL COATINGS INC
MI1724E BLACK 57772 | 4BMK-40368 202231 82-08-18 | C2 [ 018819
M2075A CORP. BLUE 57770 | 4AHK-17140 ENG. ENGRG. N [ IRB02%
(DIP GRADE)
1551.201 (SPRAY
GRADE)
H837A EI DUPONT DE NEMOURS & CO
MI1724E BLACK 571769 | 2J60B1724E ENG ENGRG 83-09-16 | C2 | 022152
M2075A CORP. BLUE 57771 | 1250L 196-A2 ENG. ENGRG. N [ IRB029
DIP GRADE
1230L 196-02
SPRAY GRADE
A ESK-M2]J221-A ENAMEL, DECORATIVE - BAKING, EXTERIOR, WET ON

WET APPLICATION TO LOWER BODYSIDE AREAS,
DATED: 94-12-06

X306A AKZO COATINGS BY
XSC1978B  SILVER MET. 50044  AS/84- TO-K L7078 88-04-06 | C2 [ 110806
091908/001
B44TA ELF ATOCHEM DEUTSCHLAND GMBH
X8C1979C 47160 | 81165100 TO-K 84-08-08 | R2 | 106314
XSC1955C  BROWN 50113 | 81168100 TO-K L 88-04-27 | C2 | 107031
XSC1978C  GREY 50114 | 81167104 TOK L 88-04-27 | C2 | 107029
XSC2045C  WARM SILVER 50258 | 81167105 88-03-08 | C2 | 111658
MET.
X8C1757C  SILVER GREY 50476 | 81167106 TO-KL8106 88-08-17 | C2 | 111867
MET.
X8C1757C  SILVER GREY 50566 | 81167106 TO-KL8106 88-08-11 | C2 | 111867
METALLIC
A WSK-M2)223-A PAINT, TWO PACK, SUEDE COATING, INTERIOR,
DATED: 91-06-03
E583A SCHRAMM LACKE GMBH
XS§C2508 LT SHADOW GREY 58302 | SENOTEX 05- TO-K/J-2848 91-05-02 | C2 | 113308
0345-500633
A WSB-M4J58-B LACQUER, CONDUCTIVE SILVER COATING, SERVICE

REPAIR, DATED: 92-(7-21

AOG46A ACHESON COLLOIDS COMPANY 59258 | ELECTRODAG RW BEO ML92017 92-04-27 | C2 | 011623
659 J3411
007V1 SILVER
METALLIC
A WSK-M4]J209-A PAINT, NITROCELLULOSE, AIR DRYING REPAIR,

INTERIOR, DATED: 90-03-01

C63JA BASF AG

ASP 72733 | FD56-6E1R FOE/KTATHAM | 99-12-21 | C2 | 156837
GALLEON GREEN 1J-20565
ASP A/D TOUCH
Up

NRT 72738 | FD56-51E2 FOE/KTATHAM | 00-01-04 | C2 | 156839
FRANCE EXPRESS | 120563
BLUE A/D
TOUCH-UP
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