Gord Yotor Gomprany,

VOLUME 4
Worldwide & European Engineering Materials Approved Source List PAGE 1
SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR  COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A ESF-M1C43-A GREASE, SILICONE - LIGHT CONSISTENCY, DATED:
89-08-22
D760B DOW CORNING CORPORATION 62345 | MOLYKOTE 33 EED 64-05-13 | C2 | 002113
G225A GENERAL ELECTRIC CO 62346 | CG-311 EED 72-07-20 | C2 | 002932
A ESF-M1C43-A2 GREASE, SILICONE - MEDIUM CONSISTENCY, (SHOWN
ON M1C43-A) DATED: 89-08-22
DE34A CARL BECHEM GMBH 72144 | BERUSIL FO 36- CPD/ILOTT 99-02-17 | C2 | 154274
2
D760A DOW CORNING CORPORATION 62347 | DC 33M ED 87-11-03 | C2 | 039192
A ESA-MIC45-A GREASE, HIGH TEMPERATURE - WATERPROOF WITH
FILLER, DATED: 79-01-10
F635C FISKE BROTHERS REFINING CO 56654 | LUBRIPLATE 63-06-13 | C2 | 016398
630AA
M801A MOTOR STATE OIL 56655 | 2031 PURCH. N | IRB029
S$427A SOUTHWEST PETRO CHEMICAL INC 56633 | SA8277101 ENG. ENGRG. 85-07-24 | C2 | 016466
A WSS-M1C147-B GREASE, UNIVERSAL JOINT, DATED: 99-11-22
GYI5W CHEVRON USA INC
This product made by Chevron is identical to the Amoco L- 73125 | L-INDUSTRIAL PTO/HCHAMBE | 00-09-21 | C2 | 156388
34A Industrial approved GREASE NO. 34- R
under tox number 000440. A
A WSA-M1C160-D GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2
DATED: 93-10-27
S217A SHELL OIL CO 59498 | EP-B2 B&E- 92-07-08 | C2 | 040646
CHASSIS/C86
4
S217K SHELL OIL CO 60121 | EP B2 B&CE 92-02-24 | C2 | 040646
BODY/C891
A WSB-M1C160-D2 GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2
(SHOWN ON WSA-M1C160-D) DATED: 93-10-27
K334A KLUBER LUBRICATION CORP 61470 | ISOFLEX TOPAS BEO/C09%47 93-10-19 | C2 | 123705
L 32
A WSB-M1C163-D GREASE, CALCIUM 12 HYDROXY STEARATE, LOW
TEMPERATURE, NLGI 2, DATED: 93-05-25
F635C FISKE BROTHERS REFINING CO
TOX REVIEW PREVIOUSLY COMPLETED ON MCS NUMBER C-780 59904 | FISKE-ART AND B&CE- 92-12-08 | C2 | (48738
MIL GREASE BODY/C880
$427C SOUTHWEST PETRO CHEMICAL INC 61818 | SA 8243332 BODY/C957 94-02-11 | C2 | 134903
A ESE-M1C171-A GREASE - SILICONE, DATED: 95-12-15
D760B DOW CORNING CORPORATION
55323 | #111 PCR-774993- 76-07-30 | C2 | 014471
El
D760Q DOW CORNING CORPORATION 62700 | MOLYKOTE (R) ED/C1047 94-10-19 | C2 | 137713
G-802
D306A DOW CORNING LTD
APPRVD. FOR EAO APPLIC. ONLY 53327 | MOLYKOTE TO-D M1486 84-02-07 | C2 | 103413
COMPOUND 111
RIGIA NOVAGARD SILICONE COMPOUNDS & GREASES INC 53324 | NOVAGARD G-627 PCR-774993- 76-07-30 | C2 | 014467
El
C284A RH CARLSON COMPANY INC
NOT APPROVED FOR IGNITION APPLICATIONS 53326 | NORSIL $G-146 CEO/CLS- 83-02-17 | N | IRB029
v 205453
S928A WACKER SILICONES CORPORATION
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A ESE-M1C171-A GREASE - SILICONE, DATED: 95-12-15
SO28A WACKER SILICONES CORPORATION
NOT APPROVED FOR IGNITION APPLICATIONS 55325 | SILICONE ENG. 83-11-15 | C2 | 018452
COMPOUND G-50 ENGRG./CLS-
106632
A ESE-M1C171-A2 GREASE, SILICONE - CONTAINS FLUORESCENT DYE,
(SHOWN ON ESE-M1C171-A) DATED: 95-12-15
N938A NYE LUBRICANTS INC 63154 | NYOGEL 766-B ENG. ENGRG. 82-04-06 | C2 | 016415
A WSS-M1C171-A3 GREASE, SILICONE, NLGI GRADE 2, DATED:
00-01-14
A ESA-M1C172-A GREASE, CORROSION CONTROL LUBRICANT, DATED:
79-01-10
S427A SOUTHWEST PETRO CHEMICAL INC 54265 | SA8249496 CLO/CLS- 85-07-24 | C2 | 012246
607442
A WSE-M1C180-B GREASE, POLYUREA, NLGI GRADE 2, DATED:
99-08-09
C371C CHEVRON USA INC 59004 | CHEVRON SRI-2 ED/C0832 92-01-31 | C2 | 001450
A ESB-M1C203-A GREASE, INORGANIC GEL - SYNTHETIC HYDROCARBON
OIL - NLGI #1, DATED: 84-03-07
NOSRA NYE LUBRICANTS INC 55981 | NYOGEL 759G BEPE 83-03-04 | C2 | 019764
S946A SYNCO CHEMICAL CORP 62083 | SYNCOLYXN F EFHD/C1014 04-05-23 | C2 | 135705
A WSB-M1C208-A1 GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE -
HIGH TEMPERATURE - NLGI #1, DATED: 84-04-03
S427A SOUTHWEST PETRO CHEMICAL INC 54377 | SA 826 8031 B&CE 83-11-29 | C2 | 021733
A WSB-M1C208-A2 GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE -
HIGH TEMPERATURE - NLGI #2, (SHOWN ON
WSB-M1C208-A1) DATED: 84-04-03
M584A MOBIL OIL CORPORATION 58831 | MOBIL MTR 304 B&CE- 91-06-24 | C2 | 048701
BODY/ML9100
8/C-773
A WSF-M1C218-B GREASF, PFTE, LIGHT CONSISTENCY, DATED:
93-05-28
S946A SYNCO CHEMICAL CORP 60832 | SYNCOLON EED C0906 93-05-06 | C2 | 131753
A WSG-M1C218-B2 GREASE, PFTE, LIGHT CONSISTENCY, DATED:
94-06-30
S946A SYNCO CHEMICAL CORP 62226 | SYNCOLUBE EFHD/C1018 94-06-21 | C2 | 136421
MODIFIED
A ESD-M1C220-A GREASE, HIGH TEMPERATURE - LITHIUM COMPLEX
SOAP, DATED: 90-04-02
K834A KLUBER LUBRICATION CORP 49882 | GL 261 TO-D 88-02-02 | C2 | 107340
MLS4199
A WSD-M1C226-A INDUSTRIAL PETROLATUM, DATED: 92-10-30
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSD-M1C226-A INDUSTRIAL PETROLATUM, DATED: 92-10-30
A386A BP AMOCO 59750 | AMOJELL NO. 99 B&CE- 92-04-02 | C2 | 029191
PETROLEUM BODY/ML9201
AMBER 6/C853
Q593A FUCHS LUBRICANTS (UK) PLC 55926 | PETROLEUM TO-D L7161 84-06-21 | C2 | 105415
JELLY
A WSD-M1C227-A GREASE, LONG LIFE, NLGI 2, DATED: 92-10-30
Q593A FUCHS LUBRICANTS (UK) PLC
PRODUCTS WHICH MEET WSD-M1C227-A ALSO MEET §-M1C1020-B 53929 | 212/87 TO-D §7260 87-09-28 | C2 | 105719
Q729A DOW CORNING GMBH 69073 | MOLYKOTE AVT/LKINDT 97-01-06 | C2 | 107256
LONGTERM 2/78
GREASE
S217A SHELL OIL. CO 62745 | SHELL LITHTUM DUNTON/C106 04-10-25 | C2 | 128854
MOLY POLY 2
GREASE 70377
A WSD-M1C228-A GREASE, LITHIUM COMPLEX, NLGI 2, DATED:
92-10-30
T3RXA BALMER LAWRIE FUCHS LTD
FOR USE BY MAHINDRA & MAHINDRA INDIA ONLY 67879 | GREASE, AVT/MSWAIN1 96-07-25 | N | IRB029
LITHIUM
COMPLEX
Q593A FUCHS LUBRICANTS (UK) PLC 53932 | CENTURY 111/82 TO-D N7046 83-11-18 | C2 | 100564
LITHIUM
COMPLEX GREASE
E960A EXXON CO USA
53933 | RONEX MP5164 TO-D N7046 86-09-05 | C2 | 100483
S217A SHELL OIL CO 69208 | ALBIDA R2 CPD/GSTEVEN | 97-01-18 | N | IRB029
1/501836
A WSS-M1C229-A2 GREASE, FLUORINATED LUBRICANT, DATED:
97-03-10
A WSD-M1C230-A GREASE, MOLYBDENUM DISULFIDE, CV JOINTS,
DATED: 92-10-26
T3RXA BALMER LAWRIE FUCHS LTD
FOR USE BY MAHINDRA & MAHINDRA INDIA ONLY 67878 | GREASE, CV AVT/MSWAIN1 96-07-25 | N | IRB029
JOINT
Q593A FUCHS LUBRICANTS (UK) PLC 61672 | U033 TO-D/C964 94-01-10 | C2 | 105408
W435A FUCHS DEA SCHMIERSTOFFE GMBH & CO KG 53970 | CALYPSOLGREASE | TO-D §2555 86-03-18 | R9 | 108012
HGI; LU 85-142
A WSH-M1C231-B LUBRICANT, POLYALKYLENE GLYCOL, DATED:
97-11-11
P7GRC APOLLO AMERICA CORPORATION
58742 | FD 46 XG CCD/C-796 01-08-28 | C2 | 123567
A WST-M1C231-B2 LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON
WSH-M1C231-B) DATED: 97-11-21
B5SGNN UNION CARBIDE CHEMICALS & PLASTICS COMPANY INC
FOR HEAVY TRUCK ONLY 61164 | R134A SANDEN HTEO/C09035 93-05-06 | C2 | 131781
A WSS-M1C231-B3 LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON
WSH-M1C231-B) DATED: 97-11-21
BYHVC MOBIL OIL CORPORATION 70864 | MOBIL GLYGOYLE | CCD/NKURTYC | 98-02-02 | C2 | 147426
HE 460 Z
A WSB-M1(233-A GREASE, ZINC OXIDE FILLED, LITHIUM SOAP,
POLYMER ADDITIVE, ELECTRICAL, NLGI 1.5, DATED:
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSB-M1(233-A GREASE, ZINC OXIDE FILLED, LITHIUM SOAP,
POLYMER ADDITIVE, ELECTRICAL, NLGI 1.5, DATED:
91-02-14
F635C FISKE BROTHERS REFINING CO 57834 | FISKE - GR 399 B&CE/C-702 90-11-28 | C2 | 046806
A9JOA FUCHS LUBRICANTS CO 72843 | ECL-244 VO/TWEINGAR | 00-02-24 | C2 | 155847
GREASE,
LITHIUM BASE,
SYNTHETIC OIL,
LOW
A WSD-M1(C234-A GREASE, LITHIUM, NLGI 1, DATED: 92-10-26
T8RXA BALMER LAWRIE FUCHS LTD
FOR USE BY MAHINDRA & MAHINDRA INDIA ONLY 67880 | GREASE, AVT/MSWAIN] 96-07-25 | N | IRB029
LITHIUM
Q593A FUCHS LUBRICANTS (UK) PLC 57817 | LUPUS DM1 TO- 90-11-28 | C2 | 105560
D/E6016/C-
707
F635A FISKE BROTHERS REFINING CO
CONTAINS A ZINC OXIDE ADDITIVE 62010 | LUBRIPLATE GR- B&A- 94-05-02 | C2 | 135772
132 BODY/C987
66277 | FISKE 400 AVT/LG/C114 95-09-26 | C2 | 142028
CLASS “B’”’ 1
PIDJA KLUBER LUBRICATION NORTH AMERICA INC 61642 | CENTOPLEX 1 DL ESES/C0948 93-11-09 | C2 | 134390
DOQRA KLUEBER LUBRICATION 57818 | CENTOPLEX 1DL TO- 90-11-28 | C2 | 108095
D/L3822/C-
708
A WSD-M1(C234-A2 GREASE, LITHIUM, SYNTHETIC HYDROCARBON, NLGI 2
DATED: 95-02-28
DE34A CARL BECHEM GMBH 62661 | BERLUB FR43/DE EAO- 94-10-06 | C2 | 136781
34-A DUNTON/C105
2
DOQRA KLUEBER LUBRICATION
72896 | KLUBERSYNTH MSWAINI/RVT | 00-03-17 | C2 | 149817
LI44-22
N958A NYL LUBRICANTS INC
Approved for CCSD. 72664 | NYE RHEOLUBE VO /LRUMAO 99-10-28 | C2 | 156277
362HT
A WSD-M1C237-A GREASE, POLYUREA, MOLYBDENUM DISULFIDE, HIGH
HEAT RESISTANCE, DATED: 92-10-26
EGN5A OPTIMOL OELWERKE INDUSTRIE
MFG SITE CHANGE 95-12-13 58281 | OPTITEMP PU TO- 91-04-22 | C2 | 115785
033/4 08326 D/MC2025/C-
743
A WSS-M1C238-B GREASF, POLYUREA, NLGI 2, DOOR CHECK ARM,
DATED: 00-09-05
DE34A CARL BECHEM GMBH 73116 | BERUTOX M21 FOE/KCOSGRA | 00-09-01 | C2 | 158863
A WSB-M1(C239-A GREASE, INORGANIC GELLED, HIGH VISCOSITY,
SYNTHETIC HYDROCARBON OIL, NLGI 2, DATED:
92-04-24
R7DSA ELECTROMOTIF ELECTRONIC LTD
EAO USE ONLY 61611 | NYE NYOGEL TO- 93-12-13 | C2 | 136017
760G D/ML91018/C
0956
N938A NYE LUBRICANTS INC 58847 | NYE NYOGEL B&CE- 91-09-26 | C2 | 123929
760G BODY/ML9101
8/C-806
A WSD-M1C240-A GREASE, POLYUREA, MINERAL OIL, NLGI 2, DATED:
92-10-26
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSD-M1C240-A GREASE, POLYUREA, MINERAL OIL, NLGI 2, DATED:
92-10-26
X407A SHELL AG 59255 | SL 0233 TO- 92-04-23 | C2 | 115678
D/MC2191/C8
56
A WSB-M1C241-A GREASE, INORGANIC GELLED, PFTE, HIGH VISCOSITY
SYNTHETIC HYDROCARBON OIL, NLGI 2, DATED:
93-05-03
R7DSA ELECTROMOTIF ELECTRONIC LTD
EAO USE ONLY 61610 | NYOGEL T59T TO- 93-12-13 | C2 | 126448
D/ML92013/C
0955
NO58A NYE LUBRICANTS INC 59368 | NYOGEIL 759T B&CE- 92-06-22 | C2 | 126448
BODY/ML9201
3/C848
A WSB-M1C242-A GREASE, FLUOROCARBON, GELLED, FLUORINATED
ETHER OILS, ELECTRICAL, NLGI 2, DATED:
93-05-03
NI958A NYE LUBRICANTS INC 59497 | NYE UNIFLOR B&CE- 92-07-08 | C2 | 126356
8512 BODY/ML9200
7/C845
A WSB-M1C243-A GREASE, FLUORINATED, FLUORESCENT ADDITIVE,
NLGI 2, DATED: 93-06-17
D876H EI DUPONT DE NEMOURS & CO INC 59874 | KRYTOX GPL B&0- 92-09-28 | €2 | 129128
205, BODY/ML9202
FLUORESCING 3/C876
65332-117A
A WSD-M1C244-A GREASE, LITHIUM SOAP, NLGI 1, DATED: 93-01-21
DOQRA KLUEBER LUBRICATION 59952 | POLYLUB GLY TO-D/C882 93-01-05 | C2 | 109690
801
A WSB-M1C245-A GREASE, SYNTHETIC HYDROCARBON, INORGANICALLY
GELLED, NLGI 2, DATED: 93-11-30
N938A NYE LUBRICANTS INC 61227 | NYOGEL 779 BEO/C0919 93-06-22 | C2 | 132255
A WSA-M1C246-A GREASE, CONTROL LUBRICATING, SYNTHETIC OIL,
NLGI 2, DATED: 94-10-28
CRI6A KLUBER LUBRICATION MUENCHEN KG
BEIGE 72145 | SYNTHESO GLK 1 FOE/MSWAIN1 99-03-18 | C2 | 132253
PIDJIA KLUBER LUBRICATION NORTH AMERICA INC 62075 | KLUBER B&CE- 94-05-19 | C2 | 135868
SYNTHESO GLK 1 BODY/C985
A WSG-M1C247-A GREASE, SYNTHETIC HYDROCARBON OIL,
INORGANICALLY GELLED, HIGH VISCOSITY, NLGI 0.5,
DATED: 94-06-30
S954A SYN TECH LTD 62225 | N§-4383-G EFHD/C1015 94-07-18 | C2 | 022621
A WSS-M1C248-A GREASE, INORGANIC GELLED, SYNTHETIC
HYDROCARBON, NLGI 2, DATED: 95-03-24
D876H EI DUPONT DE NEMOURS & CO INC 63609 | KRYTOX GPL-203 BODY/C1063 95-01-31 | C2 | 138533
A WSS-M1C249-A GREASE, INORGANIC GELLED, SYNTHETIC
HYDROCARBON, NLGI 1.0, DATED: 95-03-24
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSS-M1C249-A GREASE, INORGANIC GELLED, SYNTHETIC
HYDROCARBON, NLGI 1.0, DATED: 95-03-24
S954A SYN TECH LTD 63608 | NS-8193-G BODY/C1046 95-01-31 | C2 | 137716
A WSS-M1€250-A GREASE, POLYUREA, PFTE, MULTIPURPOSE, NLGI 2,
DATED: 95-04-18
D137C ENGINEERED COMPONENTS & LUBRICANTS 63801 | EVO-LUBE R- B&C- 95-03-20 | C2 | 138468
600-D BODY/C1060
A WSS-M1C251-A GREASE, POLYUREA, SYNTHETIC OIL, PFTE, LOW
TEMPERATURE, NLGI 2, DATED: 95-04-18
N37C ENGINEERED COMPONENTS & LLUBRICANTS 63799 | EVO-I.LUBE R- B&C- 95-03-20 | C2 | 138466
602-D BODY/C1038
A WSS-M1C252-A GREASE, POLYUREA, PTFE, LOW TEMPERATURE, NLGI
2, DATED: 95-04-18
D137C ENGINEERED COMPONENTS & LUBRICANTS 63800 | EVO-LUBE R-608 B&C- 95-03-20 | C2 | 138467
BODY/C1059
A WSS-M1C253-A GREASE, SYNTHETIC ESTER, FUEL RESISTANT, NLGI
0, DATED: 96-08-28
DE34A CARL BECHEM GMBH 66155 | XP746 AVT/DS93090 95-09-08 | C2 | 140186
8/C1136
N7VAA R § CLARE & CO LTD
CLEAR/AMBER 70796 | LOCK GREASE FOE/MSWAIN1 97-10-07 | C2 | 140186
XP746/0
A WSS-M1C253-A2 GREASE, SYNTHETIC ESTER, FUEL RESISTANT, NLGI2
(SHOWN ON WSS-M1C253-A) DATED: 96-08-28
DE34A CARL BECHEM GMBH 72932 | CLARE 719 TFOL/MSWAIN1 00-04-27 | C2 | 149501
A WSS-M1C254-A GREASE, SYNTHETIC HYDROCARBON, DAMPING,
DATED: 96-02-07
NO58A NYE LUBRICANTS INC 65336 | NYOGEL 774L EFHD/C962 96-02-01 | C2 | 135328
A WSS-M1C255-A1 GREASE, SYNTHETIC, ELECTRICAL SWITCH, DATED:
98-04-08
NO58A NYE LUBRICANTS INC 71079 | NYE RHEOLUBE EFHD/SWHITE 98-03-31 | C2 | 147237
716A 4
A WSS-M1C256-A1 GREASE, MANUAL STEERING, DATED: 00-05-18
GQR5D FUCHS LUBRICANTS (UK) PLC
108/81
LUBRICATING
GREASE
A WSS-M1C257-A1 GREASE, SYNTHETIC, STARTER MOTOR, DATED:
98-05-01
N938A NYE LUBRICANTS INC 71467 | NYE RHEOLUBE EFHD/NVALLA | 98-06-09 | C2 | 151080
377AL BH
A WSS-M1C258-A1 GREASE, ANTI-SHUDDER LUBRICATION, HIGH
TEMPERATURE RESISTANCE, CONSTANT VELOCITY JOINT
DATED: 99-12-23
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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/  COLOR  COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X | NO.
A WSS-M1C258-A1 GREASE, ANTI-SHUDDER LUBRICATION, HIGH
TEMPERATURE RESISTANCE, CONSTANT VELOCITY JOINT
DATED: 99-12-23
E961P EXXON CHEMICAL AMERICAS
Exxon CVJ Grease is only approved source for new 72555 | EXXON CVJ VO/NCHAMBER | 99-09-03 | C2 | 155678
specification. GREASE
73020 | EXXON CVJ PTO/RROMANO | 00-06-19 | C2 | 158358
GREASE
(425768-05768)
A WSS-M1C259-A1 GREASE, LITHIUM 12-HYDROXYSTEARATE, MOLYBDENUM
DISULFIDE ADDITIVE, LONG LIFE LUBRICATION,
CONSTANT VELOCITY JOINT, DATED: $0-01-31
DRG4A FUCHS MINERALOEIL.WERKE
Visteon use Only 72928 | RENOLIT HG 1 PTO/RIONES] 00-04-17 | €2 | 150775
0
A WSS-M1C260-A GREASE, SYNTHETIC HYDROCARBON, DATED:
99-12-01
NO958A NYE LUBRICANTS INC 72710 | NYE NYOGEL RKLEINEW/LK | 99-12-06 | C2 | 136953
774HF INDT
VISTEON C-
20135
A WSS-M1C261-A GREASE, SYNTHETIC HYDROCARBON, PTFE,
MOLYBDENUM DISULFIDE, DATED: 00-01-27
N938A NYE LUBRICANTS INC 72711 | NYE LKINDT 99-12-06 | C2 | 155689
FLUOROCARBON VISTEON C-
GEL 875MS 20208
A WSS-M1C262-A GREASE, FLUOROSILICON, PTFE, DATED: 00-01-19
D760A DOW CORNING CORPORATION 73534 | DOW CORNING AVT/LMASTRO | 01-10-25 | C2 | 134287
3451 CHEM F
RESISTANT
BEARING GREASE
A WSS-M1C263-A LUBRICANT, SILICONE, PTFE/ADDITIVES, DATED:
00-01-06
A WSS-M1C264-A GREASE, LITHIUM BASE, SEMI-SYNTHETIC, DATED:
00-01-18
A ESA-M2C31-A OIL, COMPRESSOR - REFRIGERATION, DATED:
80-05-27
S850B SUN PETROLEUM PRODUCTS CO 54266 | SUNISO 5GS CEO 71-01-15 | C2 | 006614
A ESH-M2C31-A2 OIL, COMPRESSOR-REFRIGERATION, DATED:
92-04-10
P7GRC APOLLO AMERICA CORPORATION 61467 | DAPHNE CCD/C-T72 91-06-19 | C2 | 048658
HERMETIC OIL
90X-J
H994A IDEMITSU APOLLO CORPORATION
(PETRO CANADA) 61469 | HERMETIC OIL CCD 87-07-14 | C2 | 034490
EX
A WSS-M2C31-B OIL, POLYOLESTER, COMPRESSOR, REFRIGERATION,
DATED: 96-09-05
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