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SPECIFICATION NO. SPECIFICATION TITLE
GSDB SUPPLIER FORD FORD | T
CODE NAME/REMARKS TYPE/ COLOR COLOR LOG TRADE FILE APPR. | O | TOX
GRADE CODE NAME NO. NAME/CODE REFERENCE | DATE | X [ NO.
A S-M4D4509-A POLYURETHANE - FOAM, RECYCLING SYMBOL: >PUR<
DATED: 87-07-20
N/A SOURCES ARE NOT APPLICABLE TO THIS SPECIFICATION.
A S-M4D4765-A POLYTETRAFLUOROETHYLENE, RECYCLING
SYMBOL: >PTFE< DATED: 00-08-22
Q653A DUPONT DE NEMOURS INTERNATIONAL SA 45731 | TEFLON 669N, TO-K K 85-12-12 | N 1RB029
636N
1049A VICTREX USA INC 44614 | FLUON 1CD1, TO-K K 85-12-12 [N IRB029
CDO 14
N S-M4D4793-B ABS, MOULDING COMPOUND, HEAT RESISTANT,
APPROVED MINIMUM THICKNESS FOR FLAMMABILITY 2,0
MM, RECYCLING SYMBOL.: >ABS< (NOT TO BE USED FOR
NEW DESIGN) DATED: 00-08-22
A423A AISCONDEL FABRICA
48830 | POLIDUX ABS TO-K K 86-05-22 | N IRB029
QI-1045 65/86
NATURAL
48831 | POLIDUX ABS TO-K K 36-05-22 | N IRB029
QI-1045 BLACK 65/86
B039A BASF AKTIENGESELLSCHAFT 44619 | TERLURAN 877M TO-K K47/83 83-04-22 | N IRB029
(NATURAL,
BLACK)
B242B BAYER AG 45221 | NOVODUR PMT/F TO-K K47/83 83-04-22 (N IRB029
(NATURAL,
BLACK)
DO70A DSM POLYMERS 45223 | RONFALIN HF-29 TO-K K47/83 83-04-22 [ N IRB029
(NATURAL,
BLACK)
F505A ENICHEM POLIMERI SPA 45220 | URTAL M223 TO-K K47/83 83-04-22 | N IRB029
G232A GENERAL ELECTRIC CO
45218 | CYCOLAC DH TO-K K47/83 83-04-22 [ N IRB029
(NATURAL,
BLACK)
45219 | CYCOLAC SU TO-K K47/83 83-04-22 | N IRB029
(NATURAL,
BLACK)
Q878A SOLUTIA EUROPE SA/NV 45222 | LUSTRAN QE TO-K K47/83 83-04-22 | N IRB029
1045 (NATURAL,
BLACK)
A S-M4D4900-A POLYISOCYANATE (COMPOUND B), DATED: 94-11-18
B242B BAYER AG
EXCEPT VISCOSITY PARA 3.1. 200+/- 40 MPAS 45603 | DESMODUR 44 TO-K G1056 85-02-13 | C2 | 103644
V20 LF
F356A ELLASTOGRAN KUNSTSTOFF TECHNTK GMBH
EXCEPT PARA 3.1. VISCOSITY, 210+/-50MPAS 47531 | B-228 TO-K G 84-12-07 | C2 | 106774
EXCEPT PARA 3.1, VISCOSITY 2104/- 50 MPAS 48227 | B-227 TOK G 84-12-07 | C2 | 107105
1049A VICTREX USA INC
EXCEPT PARA 3.1 VISCOSITY: 135+/- 50 MPAS 47532 | SUPRASEC VM30 TO-K G 9075 90-02-21 | C2 | 108%06
A SQ-M4D9002-A POLYAMIDE 11, RIGID - HEAT STABILIZED,
RECYCLING SYMBOL: >PA11< DATED: 00-02-04
F836A ELF ATOCHEM S.A.
48165 | RILSAN BMN O TOK S 85-07-31 | N IRB029
TL 63/84
48166 | RILSAN BMN TOK S 85-07-31 [N IRB029
NOIR TLD 63/84
A SL-M4D9575-B POLYETHYLENE, HIGH DENSITY - LOW MFI, APPROVED
MINIMUM THICKNESS FOR FLAMMABILITY 1,1 MM,
RECYCLING SYMBOL: >PE< (SHOWN ON SL-M4D9575-A)
DATED: 94-11-21
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A SL-M4D9575-B POLYETHYLENE, HIGH DENSITY - LOW MFI, APPROVED

MINIMUM THICKNESS FOR FLAMMABILITY 1,1 MM,
RECYCLING SYMBOL: >PE< (SHOWN ON SL-M4D9575-A)
DATED: 94-11-21

H436X HOECHST AG 44510 | HOSTALEN GM TO-K G 85-02-27 | N | IRB029
5030 NAT.; GM
5010 T2 SCHW.
A SA-M4D9605-A PYC MOLDING COMPOUND, FUEL RESISTANT,

RECYCLING SYMBOL: >PVC< DATED: 95-07-21

E610A MOLAN-WERK DITTRICH GMBH & CO KG 47041 | MOLAN 21/80/28 TO-K 84-06-06 | N | IRB029
G131/81

F834A NORSK HYDRO POLYMERS LTD 48229 | XX 75493 TOK G 85-09-13 | N | IRB029
74185
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