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STANDARD
NUMBER: w-GD1

DATE: 19991201

REV:

DEPTH GAUGE-BAR TYPE

PURPOSE. This Standard is issued to list the Amendments to ASME B47.1-1988 (R1994).

- B -
ft————o— A

WORKPIECE

TOLERANCE
T |
T 1 |
1 ! |
_ At ) _ i ;
:\ | \
1 ! |
1 ] |

SETTING
| DiM.
PIN DIAMETER—»' b
FORD STANDARD LENGTH

PART NUMBER A B

GD1-01 25 50

GD1-02 25 100

GD1-03 25 150

GD1-04 25 200

GD1-05 FOR SUBSEQUENT 25 250

GD1-06 DIGITS (SEE 25 300

GD1-07 EXAMPLE) 25 350

GD1-08 25 400

GD1-09 25 450

GD1-10 50 100

GD1-11 50 150

GD1-12 50 200

GD1-13 50 250

GD1-14 50 300

GD1-15 50 350

EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING DEPTH GAGE FOR COMPONENT DIMENSION 16.5 *05/,
WITH BAR DIMENSIONS A=450 AND B=25, AND PIN DIAMETER 8.7

GD1-09-0-016.50-0.50 -08.7

‘ I— Pin Diameter
Workpiece Tolerance

Setting Dim. Minimum Depth

National Standard Code (0=None, 1=ISO, 2=ANSI, 3=BSlI, 4=DIN)

Bar Length (See Chart Above)
1=Bar Type

G auging Standard Depth Gauge

DIMENSIONS IN mm
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DEPTH GAUGE-BAR TYPE

PURPOSE. This standard is issued to list the Amendments to ASME B47.1-1988 (R1994).
FORD STANDARD LENGTH
PART NUMBER A B

GD1-16 50 400

GD1-17 50 450

GD1-18 75 150

GD1-19 75 200

GD1-20 75 250

GD1-21 FOR SUBSEQUENT 75 300

GD1-22 DIGITS (SEE 75 350

GD1-23 EXAMPLE) 75 400

GD1-24 75 450

GD1-25 100 200

GD1-26 100 250

GD1-27 100 300

GD1-28 100 350

GD1-29 100 400

GD1-30 100 450

FORD STANDARD LENGTH
PART NUMBER A B

GD1-31 125 250

GD1-32 125 300

GD1-33 125 350

GD1-34 125 400

GD1-35 125 450

GD1-36 FOR SUBSEQUENT 150 300

GD1-37 DIGITS (SEE 150 350

GD1-38 EXAMPLE) 150 400

GD1-39 150 450

GD1-40 175 350

GD1-41 175 400

GD1-42 175 450

GD1-43 200 400

GD1-44 200 450

GD1-45 225 450

EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING DEPTH GAGE FOR COMPONENT DIMENSION 16.5 *°5/,
WITH BAR DIMENSIONS A=450 AND B=25, AND PIN DIAMETER 8.7

GD1-09-0-016.50-0.50 -08.7

‘ L Pin Diameter
Workpiece Tolerance

Setting Dim. Minimum Depth

National Standard Code (0=None, 1=ISO, 2=ANSI, 3=BSI, 4=DIN)
Bar Length (See Chart Above)

1=Bar Type

Gauging Standard Depth Gauge

DIMENSIONS IN mm 20F2
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