STANDARD

NUMBER: w-GP2
GLOBAL MANUFACTURING STANDARDS [ (ssie
DATE: 19991201

REV:

COLLET STYLE PLUG GAUGE

RANGE ABOVE 0.25-UP TO-25
PURPOSE. This standard is issued to govern the requirements for a collet style plug gauge.
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COLLET STYLE GAUGE

EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING PLUG GAUGE FOR WORKPIECE 9+, .. DIMENSION:

GP2-00-0-09.250-09.450

|

No Go Dimension

Go Dimension

National Standard Code (0=None,|=1SO,2=ANSI,3=BS|,4=DIN)
0=Does Not Apply (used in other applications to designate length)
2=Plug Gauge

Gauging Standard Plug Gauge

DIMENSIONS IN mm 10F3

Printed copies are uncontrolied.
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STANDARD
NUMBER: w-GP2

GLOBAL MANUFACTURING STANDARDS [ ssue
DATE: 19991201

REV:

TAPERLOCK STYLE PLUG GAUGE

RANGE ABOVE 25-UP TO-37
PURPOSE. This standard is issued to govern the requirements for a Taperlock Style Plug Gauge.
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EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING PLUG GAUGE FOR WORKPIECE 9+245, ;- DIMENSION:

GP2-00-0-09.250-09.450

|i No Go Dimension

Go Dimension

National Standard Code (0=None,|=SO,2=ANS|,3=BS|,4=DIN)
0=Does Not Apply (used in other applications to designate length)
2=Plug Gauge

Gauging Standard Plug Gauge

DIMENSIONS IN mm 20F3

Printed copies are uncontrolled.
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