STANDARD
NUMBER: w-GR1

GLOBAL MANUFACTURING STANDARDS ISSUE
@ DATE: 19991201

REV:

PLAIN AND MASTER RING GAUGE
RANGE FROM .25-UP TO-13
PURPOSE. This standard is issued to list the Amendments to ASME B47.1-1988 (R1994).
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NOTE: WHEN SPECIFYING A RING GAUGE TO BE USED AS A GO OR NO GO GAUGE, WEAR ALLOWANCES AND
SAFETY L1MITS SHOULD CONFORM TO GX1. WHEN SPECIFIYING RING GAUGES TO BE USED AS SETTING MASTERS
FOR AIR OR CONTACT GAUGING SYSTEMS, THE SIZE SHOULD BE SPECIFIED DIRECTLY. THE SIZE AND CLASS OF

MASTER USED WILL BE DETERMINED BY THE PART OR PROCESS TOLERANCES AND THE SPAN REQUIREMENTS
OF THE GAUGE CALIBRATION.

EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING A MIN RING GAUGE FOR WORKPIECE @ 5.000+/~.006
A CLASS 1 GAUGE ACCORDING TO GX1

GR1-0 -0-4.994 -1 -0

l | L— O=mean/max/min, 1=go, 2=no go
Gauge Class (from GX1)
Ring Diameter
National Standard Code (0=None, 1=1S0, 2=ANSI,3=BSI, 4=DIN)

0=Does Not Apply
1=Plain Ring Gauge
Gauging Standard Ring Gauge

DIMENSIONS IN mm 10F4
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@ GLOBAL MANUFACTURING STANDARDS [ ssue
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PLAIN AND MASTER RING GAUGE

RANGE FROM 13-UP TO-38
PURPOSE. This standard is issued to list the Amendments to ASME B47.1-1988 (R1994).
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OPTIONAL 1.D. GROOVE
FOR NO GO MASTERS

NOTE: WHEN SPECIFYING A RING GAUGE TO BE USED AS A GO OR NO GO GAUGE, WEAR ALLOWANCES AND
SAFETY LIMITS SHOULD CONFORM TO GX1. WHEN SPECIFIYING RING GAUGES TO BE USED AS SETTING MASTERS
FOR AIR OR CONTACT GAUGING SYSTEMS, THE SIZE SHOULD BE SPECIFIED DIRECTLY. THE SIZE AND CLASS OF
MASTER USED WILL BE DETERMINED BY THE PART OR PROCESS TOLERANCES AND THE SPAN REQUIREMENTS
OF THE GAUGE CALIBRATION.

EXAMPLE OF FORD STANDARD PART NUMBER
FOR ORDERING A MIN RING GAUGE FOR WORKPIECE & 5.000+/~.006
A CLASS 1 GAUGE ACCORDING TO GX1

GR1-0 -0-4.994 -1 -0

‘ | | — 0=mean/max/min, 1=go, 2=no go
Gauge Class (from GX1)
Ring Diameter
National Standard Code (0=None, 1=1S0, 2=ANSI 3=BSI, 4=DIN)

0=Does Not Apply
1=Plain Ring Gauge
Gauging Standard Ring Gauge

DIMENSIONS IN mm 20F 4
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