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NON-PRODUCTION MATERIAL SPECIFICATION

Material Name Specification Number
CLEANER, SOLVENT BASED W-M5B411-A
1. SCOPE

The material defined by this standard is a solvent based cleaning agent (low odor kerosene type)
with a high flash point for cold application. It is not emulsifiable with water.

2. APPLICATION
21 CLEANING PROCESSESS

The material is normally used to remove oil, grease, corrosion protection material, etc. from
metallic parts by dipping, wiping, flushing or spraying methods.

Remarks:

e The material shall not be used for cleaning electrical or other equipment with insulation
coatings.

o The material must only be used in cases where water based cleaning agents are not
feasible.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.
3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements and to the Restricted Substance Management Standard
(WSS-M99P9999-A1).
3.2 GENERAL

3.2.1 Initial samples from any new supplier are always tested in comparison with a
currently approved material.

322 Under normal conditions the material must not attack coated and non-treated
metallic surfaces, filter devices and rubber parts of spray machines or any other
part of equipment with which it is used.
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NON-PRODUCTION MATERIAL SPECIFICATION W-M5B411-A

3.3 Chemical Composition

3.3.1 Aliphatic hydrocarbons (essentially iso- and cyclic alcanes) without the addition
of halogenated or aromatic hydrocarbons and esters.

3.32 Aromatics Content
(Method to be agreed between Ford and supplier)

FoG <05%
FoB max. 2.5 %

333 The material shall not form an emulsion in combination with water; phase
separation shall be ensured.

3.34 Halogenated Hydrocarbons None

3.35 Copper Corrosion (3 h, 50 °C) 1A
(DIN 51 759, IP 154, ASTM D 130)

3.4 SILICONE EXCLUSION

See: Ford Manufacturing Standard: "Standard Requirements Applicable to Procurement of
Non-Production Materials, Machines and Equipment” - W-MXX.

All non-production materials used directly in vehicle painting operations shall be silicone
free, including but not limited to filters, hoses, masking paper and tape, polishing and aero-
sol products. The test for silicone contamination would be determined by using Ford
Laboratory Test Method Bl 125-01.

3.5 PHYSICAL PROPERTIES

3.51 Boiling Range
(ASTM D 86, DIN 51751, IP 123)

Initial Boiling Point min. 180°C
Final Boiling Point max. 250°C
352 Flash Point >55°C

(ASTM D 56, DIN 51755, IP 170)
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