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1. SCOPE: This standard describes those recurring standard Ford require-

ments to be followed by suppliers when undertaking to supply the Company
with non-production materiel, including machinery, equipment and tooling.

2. APPLICATION: This document is to assist in the selection and
application of appropriate paragraphs, or identification thereof, from
the code number given. The paragraphs contained herein are intended for
use with Ford Manufacturing standards. Those preparing such standards
are expected to select the appropriate paragraph(s) and apply the code
associated therewith to the new, or revised, standard utilizing the
standard language as follows:

Standard Paragraphs: The Engineering Material Specification
WSS-M9SP9999-A1 "Substance Use Restrictions" is part of this document
(attached) . The following coded Standard Paragraphs as they appear in
Manufacturing Standard MXX are herewith made a part of thiz Standard:
(Here apply the selected Standard Paragraph coding).

3. CODED PARAGRAPHS: The paragraphs which follow are associated with a
code number. Application of the code number as prescribed above on the
Manufacturing Standard has the effect of applying the terms and
conditions of the paragraph to the given standard.

Code Text Application

Al PHOTOCHEMICAL REACTIVITY: This solvent Paints and paint
shall not be photochemically reactive as solvents; general
defined below. purpose solvents.

A photochemically reactive solvent is
any solvent with an aggregate of more
than 20% of its total volume composed
of the chemical compounds classified
below or which exceeds any of the fol-
lowing individual percentage composi-
tion limitations,referred to the total
volume of solvent:

- A combination of hydrocarbons, alco-
hols, aldehydes, esters or ketones
having an olefinic or cycloolefinic
type of unsaturation - 5%.

- A combination or aromatic compounds
with eight or meore carbon atoms to the
molecule, except ethylbenzene - 8%.
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COMPATIBILITY:

- A combination of ethylbenzene, ketones
having branched hydrocarbon structures,
trichloroethylene or toluene - 20%.

Whenever any organic solvent or any
constituent or an oxganic solvent may be
classified from its chemical structure
into more than one of the above groups or
organic compounds, it shall be considered
as a member of the most reactive chemical
group, that is, that group having the
least allowable percent of the total
volume solvents. Enamels or primers

sent to various Jurisdictions must con-
form to rules and regulations for that
region.

The material, as determined
by shop trial, shall exhibit no skinning,
stratlflcatlon, gelation, separation, or
other deterioration when stored or shipped
in sealed containers appropriate to the
character of the contents.

STABILITY:

ODOR: The material, as determined by shop
trial, shall exhlblt no offensive odor in
the as-received condition.

FREEDOM FROM BACTERIAL ACTIVITY: The
material, as determined by shop trial,
shall exhibit no wvisual or olefactory
evidence of bacterial activity in the
as-received condition.

RESIDUES: Residues, resulting from
contact between the material and produc-
tion parts, as determined by shop trial,
shall not be tacky to the touch, nor
interfere with precision assembly opera-
tions, or gauging of such parts.

The material, as deter-
mined by shop trial, shall be compatible
in proportions with any other material
qualified to this standard.

Liquids such as, but
not limited to oils,
draw compounds,heat
transfer fluids,etc.

All materials, as
appropriate.

All materials, as
appropriate.

Ligquids such as, but
not limited to,
cleaners, coolants,

corrosion preventa-
tives, etc.

All materials, as
appropriate. Cite
ratio or indicate
ALL in blank space.
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