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PNEUMATIC EQUIPMENT

PURPOSE. This standard is issued to consolidate the location of adopted external
industry manufacturing standards within the Pneumatic Equipment standard category.

STANDARD STANDARD EXTERNAL EXTERNAL
NUMBER NAME STANDARD STANDARD NAME
REPLACED NUMBER
NA1 Quick Change ISO 6150 — 1988 Pneumatic Fluid Power — Cylindrical Quick
Pneumatic Hose Action Couplings for Max. Working
& Coupling Single Shut-Off Pressures of 10 Bar, 16 Bar & 25 Bar — Plug
Type Connecting Dimensions, Application
U-NA0O1-1 Guidelines & Testing
Coupling-Quick Release
Zero Pressure
Disconnect
U-NE002 Pneumatic Equipment- ISO 5599/1 -1989 Pneumatic Fluid Power — Five Port

Controls Valves Directional Control Valves --Part 1: Mounting
Interface Surfaces without Electrical
Connector

ISO 5599/2-1990
Pneumatic Fluid Power — Five-Port
Directional Control Valves -- Part 2:
Mounting Interface Surfaces with Optional

Electrical Connector

NX1 & U-NX001 1ISO 4414 — 8/15/1998 | Pneumatic Fluid Power — General Rules

Relating to Systems

Pneumatic Standards for
Industrial Equipment

Air Drip Leg North America and European

SSee Page 28&3 !

Internal Ford Motor Company activities may obtain external standards directly through the RLIS
Global Standards Service Website at (www.rlis.ford.com/standards/).

Supplier may obtain Industry Standards directly from the issuing Standards Development
Organization, or from the sources listed below.
AUTOWEB COMMUNICATIONS INC. INFORMATION HANDLING SERVICE (IHS)

U. S. Help Desk 616-396-0880
European Help Desk 44 207-977-1048

U.S./Canada 1-800-716-3447
International Help Desk 1-303-397-2896

Printed copias arg uncontrolied
Page 1 of 3

Documents
Copyright by the Ford Motor Company

Sat Aug 27 22:47:35 2016
Full document details: FORD W-NAO 2001


http://www.avadocuments.com/doc/ford-w-na0-2001
http://www.avadocuments.com/doc/ford-w-na0-2001

Standard

(size to Suit) /
AIR TAKE OFF
(size to suit) D—=

REDUCING CAP
(size to suit)

¥

WELDED OR THF?EADED—_—.kt J

f
3

Global Number  wW-NAOQ
. ‘ Issue
Manufacturing WW Date: 20010216
Standards -
NORTH AMERICA AIR DRIP LEG
PLANT AIR SUPPLY
d
AlIR SHUT—-O0OFF
(same size as aqir drop) — S
N.P.T.
(some size as air drop)
N.P.T.
-
REDUCING CAP 10 cm
(size to suit) (4 in) REFERENCE
WELDED OR THREADED DIMENSIONS
| ONLY
WELD—O—LETY //P/
30—45 cm
(12—18 in)

/8" BALL VALVE
FOR DRAIN
N.P.T.

i

d = RECOMMENDED PLANT AIR
SUPPLY PIPE SIZE

[ = DIAMETER OF DRIPLEG

D=3d DIAMETER OF DRIPLEG TO BE THREE
TIMES THE DIAMETER OF RECOMMENDED
PLANT AIR SUPPLY PIPE SIZE.

FIGURE 1
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