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LOW REACTANCE WELDING CABLES
(WATER COOLED
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T0O BE FLUSH
Stamp Terminal Identification Mark
Clearly, Each + End of Terminals
As Shown.
Chemically clean terminais - Electrobrush silver plate contact
surfoces.

Terminal moaterial to hove 90% minimum electrical conductivity.
Coble clamp buckle to be located SO0 deg. from either water hole

IAI IBI
Mintmim Maximum Ma ximum
MCM Cable Dia. Term. Dia.
mm nD MM (41D
300 30.8 2.00>5 38.1 <1.30>
400 58.7 2.31> 41.4 163>
500 63.5 €2.50> 47.7 <1.88>
650 £6.8 (2.63> s0.8 (2.00>
800 79.5 3.13> 60.5 2.38>

NOTE:
= Ordering Information coded and shown on WK2, page 2.
== Clomping seal to withstand 3325 Pall00 psid and be corrosion
resistant.

For Welding Cakle Specifications ond Requirements see WK2X
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ORDERING INSTRUCTIONS FOR WATER COOLED LOW REACTANCE WELDING CABLES:

FOR EXAMPLE to order Low Reactance Welding Cable (Water Cooled), 400,000 CM,
and 6.0 feet long, use the following code:

WK246 where

1st character W SECTION (Manufacturing Standards) - Use W for Welding

2nd character K UNIT (Manufacturing Standards) - Use K for Welding
Cable

3rd character 2 GROUP (Manufacturing Standards) - Use 2 for Low Reac-
tance Welding Cable.

4th character 4 SIZE (Circular Mills (in 100,000 CM)):

Use 3 for 300 MCM (300,000 CM)
Use 4 for 400 MCM (400,000 CM)
Use 5 for 500 MCM (500,000 CM)
Use 6 for 650 MCM (650,000 CM)
Use 8 for 800 MCM (800,000 CM)

5th character 6 "C" LENGTH (In 12 inch increments):

Use 6 for 1.8m (6.0ft) long
Use 7 for 2.1m (7.0ft) long
Use 8 for 2.4m (8.0ft) long
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