@ ENGINEERING MATERIAL SPECIFICATION

Material Name Speclfication Number
STEEL - STAINLESS (TITANIUM STABILIZED), WSA-M12297-A1
TYPE 1 ALUMINUM COATED

1. SCOPE
The material defined by this specification is a ferritic, corrosion
resistant steel coated with a type 1 aluminum alloy produced by the hot-dip
process. The base material is non-hardening by heat treatment and has good
weldability and forming properties.

2. APPLICATION
This specification was released originally for parts requiring a
combination of heat and corrosion resistant properties such as exhaust
system components. This material has a light coating and is used on parts
requiring severe forming or deep drawing and spun parts such as the
internal high frequency tubes of mufflers which have spun reduced sections.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-10l1. A mutually acceptable Control Plan as described
wherein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/preduct data so
that variation in the final product is continuously reduced.

3.2 FABRICATION

The quality level of steel supplied to manufacture a specific
component is to be negotiated between the manufacturing activity and
the steel supplier. Acceptance of subsequent orders by the steel
supplier, for a given component at the agreed upon quality level,
implies that all steel supplied will be of a comparable quality level
and will form that part satisfactorily as defined by the
manufacturing activity.

Tube weld properties, e.g. drift flare and crushing, shall be in
accordance with corresponding uncoated tube processing route and
material grade.
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3.3 BASE MATERIAL CHEMICAL COMPOSITION
(Ladle Analysis - Weight Percent)

Carbon 0.08 max

Chromium 10.50 - 12.50

Nickel 0.50 max

Manganese 1.00 max

Silicon 1.00 max

Phosphorus 0.045 max

Sulphur 0.045 max

Titanium . 6 times carbon min
0.75 max

3.4 BASE MATERIAL MECHANICAL PROPERTIES

(ASTM E 8 M)
Metal Thickness
= 0.75 mm > 0.75 mm
3.4.1 Tensile Strength, min 380 MPa 380 MPa
3.4.2 Yield Strength, min 207 MPa 207 MPa
3.4.3 Elongation, min 18 % 25 & min

3.5 BASE MATERIAL BEND TEST

The bend test specimen specified in para 3.11 shall stand being bent
at room temperature through 180 deg flat on itself without fracture
of the base metal. The bend test may be made on coated material or
after the coating has been stripped from the sample.

3.6 COATING

The coating shall be applied to the base metal by the hot-dip
process. The coating bath analysis shall be:

Silicon 5.0 - 11.0
Iron 4.5 % max
Other Impurities 0.5 ¢ max
Aluminum Remainder

3.7 COATING MASS, ¢g/m2 min
(ASTM A 428, see also A 463 for sample procedure)

Triple Spot Total Single Spot Total
Both Sides Both Sides
80 60

3.8 SURFACE FINISH

The material shall be uniformly coated and free from defects such as
blisters, flux and uncoated spots. The coated sheets shall be free
from any organic coating or surface material that will adversely
affect welding.
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