ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
PERFORMANCE, ARMREST WSB-M15P26-C
1. SCOPE

This specification defines the performance requirements for a formed
armrest assembly.

2. APPLICATION

This specification was released originally for automotive armrests for
passenger cars and light trucks.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 APPEARANCE
(FLTM BI 109-01)

The color, pattern, and finish shall match the approved Design Center
master sample, or shall be as specified on the engineering drawing.
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3.5 CONSTRUCTION

Cover - As specified on the engineering drawing

Foam - As specified on the engineering drawing

Substrate - As specified on the engineering drawing
3.6 ENVIRONMENTAL TESTING

3.6.1 Short Term Heat and Cold Cycle

5 h at 88 +/- 2 C

30 minutes at 23 C and 50 2 R. H.
5 h at -~ 40 +/- 2 C

30 minutes at 23 ¢ and 50 % R. H.
5 h at 88 +/- 2 C

30 minutes at 23 C and 50 % R. H.

3.6.2 Heat, Humidity and Cold Cycle

24 h at 50 +/- 2 C and 95 +/- 5 % R. H.
6 hat - 35 +/-2C
12 h at 86 +/- 2 C
6 hat - 35 +/-2C¢C
24 h at 50 +/- 2 C and 95 +/- 5 % R. H.

3.6.3 Long Term Heat Exposure
(7 days at 82 +/- 2 C)

Requirements: The trimmed assemblies shall remain relatively
unaffected by the exposure cycles during and after the tests
as demonstrated.

Tactually/visually: The assembly shall not become tacky,
lose surface-grain definition, or exhibit surface-color
change; no wrinkling, distortion, blistering, delamination,
blushing, hazing, milking, staining, or other objectionable
visual appearance.

Functionally: No expansion, shrinking, or warping that will
interfere with normal functional operations.

3.7 FATIGUE TEST
(FLTM BO 113-04)

3.7.1 Original
3.7.2 After exposure per para 3.6.1

3.7.3 After exposure per para 3.6.2

WP 3948-b A Page 2 of 6
M 90091L0 DOlbL7u8 44?7 HE
L Documents
Copyright by the Ford Motor Company Document Sharing Hub

Sun Aug 26 00:00:44 2016
Full document details: FORD WSB-M15P26-C 1995


http://www.avadocuments.com/doc/ford-wsb-m15p26-c-1995
http://www.avadocuments.com/doc/ford-wsb-m15p26-c-1995

