ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number
PERFORMANCE, NETTING ASSEMBLY, INTERIOR, MULTIPURPOSE WSB-M15P40-A

1. SCOPE

This specification defines the performance requirements for interior
netting assemblies.

2. APPLICATION

This specification was released originally for materials used for

cargo/convenience nettings and includes associated bungee or cord, and
webbing materials.

3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4  APPEARANCE
(FLTM BI 109-01)

The color, pattern, and finish shall match the approved sample, or
shall be as specified on the engineering drawing.

3.5 COMPOSITION As specified on the engineering
(ASTM D 629) drawing
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ENGINEERING MATERIAL SPECIFICATION

3.6 ASSEMBLY CONSTRUCTION

WSB-M15P40-A

3.6.1 Netting Construction/Description/
Yarn Size
(ASTM D 1244)

The material defined by this specification is a netting of
good quality and uniform composition intended for interior
vehicle use. The netting may have a double selvedge on
both sides and must not unravel. The netting construction,
dimensions, yarn and mesh size, strength, weight, and other
physical characteristics shall be as specified on the
engineering drawing and shall conform to the engineering
approval sample with the following:

Netting tolerances +/- 5 %

3.6.2 Webbing Construction/Description/
Yarn Size
(ASTM D 3775/ASTM D 1244)

The material defined by this specification is a webbing of
good quality and uniform composition intended for interior
vehicle use. The web construction, yarn composition,
weight, breaking strength, and other physical
characteristics shall be as specified on the engineering
drawing and shall conform to the engineering approval
sample with the following:

Webbing tolerances +/- 5 %

3.6.3 Bungee or Cord Construction/Description/
Yarn Size
(ASTM D 1244)

The material defined by this specification is braided
elastic or non-elastic cord of good quality and uniform
composition intended for interior wvehicle use. The bungee
or cord construction, yarn and elastomer composition,
strength, elongation, size, and other physical
characteristics shall be as specified on the engineering
drawing and shall conform to the engineering approval
sample with the following:

Bungee or Cord diameter tolerance +/- 7 %
Bungee or Cord elongation tolerance +/- 25 %
Other Bungee or Cord tolerances +/- 5%

Specific netting assemblies as approved by the Materials
Engineering Activity shall be listed in the Approved Source
List., A bill of materials shall be kept on file for each
approved netting assembly.
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