@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Speciiication Number

STEEL, SHEET, BAKE HARDENABLE, ZINC, ZINC/IRON WSB-M1A312-2A3
AND ZINC/ALLOY ELECTROLYTICALLY COATED

1.

SCOPE

The materials defined by this specification are zine, zinc/iron,
zinc/nickel and other zinc/alloy coated steel sheet which has the
capability of strengthening during the paint bake operation. Annealing by
the steel supplier will be by the batch or continuous annealing process.

APPLICATION

This specification was released originally for material used in outer body
panels to improve dent resistance. Due to higher tensile and yield
strength properties attainable with this product, downgaging with
subsequent cost and weight savings are possible.

Caution: The maximum yield strength is not specified, therefore for test
or evaluation purposes, it is essential that prototype parts are produced
using material with maximum yield strengths within 10 % of the grade level
specified.

REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze

process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 CHEMICAL COMPOSITION

Base material shall have a low carbon steel composition,
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3.3 MECHANICAL PROPERTIES
(ASTM A 370/IS0 6892)

Grade* 180 BA/CA 210 CA 280 CA 210 RA

As Received by Ford:

. Yield Strength, MPa, typical 210 250 310 240
. Yield Strength, MPa, min 180 210 280 210
. Tensile Strength, MPa, typical 320 360 410 350
. ** Elongation, %, typical 42 37 35 38

After 2 % Strain and Bake Hardening

for 30 minutes at 175 C:

. Yield Strength, MPa, typical 260 300 365 300
. Yield Strength, MPa, min 230 260 335 280

Note: Tension specimens shall be taken longitudinally from the
coated finished sheet and shall conform to the standard sheet type
specimen shown in ASTM A 370, ISO 6892.

* The notation "CA"™ and "BA" following grade numerals indicate
continuous annealed and batch annealed respectively.

** Gage lengths other than 50 mm may be used for control purposes
with appropriate correction in % elongation. 1In all cases, 50 mm
will be considered the umpire standard gage length. '

3.4 GRAIN SIZE

(ASTM E 112)
CA Grades No. 8 and finer
BA Grades No. 6 and finer

3.5 BEND TEST
(ASTM A 607)

Test samples shall pass a 180 degree transverse bend test at room
temperature with the inside bend diameter not exceeding the specimen

thickness.
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3.6 COATING

3.6.1 Coating Mass

{ASTM A 90)
Coating Mass Coating Mass Per Side (g/m2)
Designation Single Spot, min/max*
Electrolytic

00 0

05 5/15

20 20/30

40 40/55

45 45/60

50 ' 50/70

55 . 55/75

60 60/80

70 70/90

98 100/130

*ASTM A 90 should be suitably modified to allow coating mass
determinations on individual sides.

3.6.2 Coating Composition (For Electrolytic Zinc/Iron Only)
Bulk iron content of the coating shall be 12 to 18 %.

Within the coating, iron must be evenly dispersed and not
contain planes or areas of widely varying concentration.
Point to point SEM energy dispersive X-ray analysis of
coating cross section shall not show iron to vary by more
than 5 % of the actual bulk iron content.

3.6.3 Coating Composition (For Electrolytic Zinc/Nickel Only)

Bulk nickel content of the coating shall be 9 to 13 %, except

in the case of coating mass designation 45 where it shall be
10.5 - 13.5.

Point to point SEM energy dispersive X-ray analysis of
coating cross section shall not show nickel to vary by more
than 5 % of the actual bulk nickel content.

3.6.4 Coating Bend Test
(ASTM A 591)

Coated steel shall conform to the above coating Bend Test
requirements for electrolytic coated products.
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