ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

BODYCLOTH, MURPHY PATTERN, POLYKNIT WSB-M1H640-A
1. SCOPE

The material defined by this specification is a Murphy pattern polyknit
bodycloth of good quality and uniform composition.

2. APPLICATION

This specification was released originally for material used as an
interior trim fabric for 1996 model year vehicles.

3. REQUIREMENTS

In addition to the requirements listed herein, the fabric shall meet all
requirements of WSB-M8P1-H,

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION

3.4 FABRIC CONSTRUCTION

WSB-M1H640-A

3.4.1 Fabric Count, +/- 5 % tolerance
(ASTM D 3887)

Wales 3.1 wales/cm
Courses 7.5 courses/cnm
3.4.2 Fabric Weight, range 576 - 678 g/m2

(FLTM BN 106-01)

3.5 COMPOSITION
(ASTM D 629)

Tolerance as specified in ESB-M8P1-H.

Fabric 43 % polyvinyl chloride
57 % nylon

3.6 YARN CONSTRUCTION
(ASTM D 1244)

Backing Yarn - Vinyl Wrapped
Vinyl Dimensions Thickness: 0.081 +/- 0.008 mm
Width: 2.38 +/- 0.64 mm

Folded width: 1.19 +/- 0.32 mm

Core Yarn 46.7 tex f68 Z 35.4 tpm (nylon,
high tenacity)
Decorative Face Yarn 44 .4 tex £f72 t0 (nylon, pigment
dyed, taslanized) x 3; B 236.7
tex
3.7 METHOD OF DYEING Yarn dyed (pigmented)

3.8 FINISHING OPERATIONS Knit, open, tenter, inspect

3.9 FLAMMABILITY
(IS0 3795/SAE J369)

Burn Rate, max 100 mm/minute
WP 3948-b Page 2 of 4
B S0091kL0
160 00LeOk3 718 W@ Documents. ..
Copyright by the Ford Motor Company Document Sharing Hub

Sat Aug 27 23:01:37 2016
Full document details: FORD WSB-M1H640-A 1993


http://www.avadocuments.com/doc/ford-wsb-m1h640-a-1993
http://www.avadocuments.com/doc/ford-wsb-m1h640-a-1993

