ENGINEERING MATERIAL SPECITICATION

Material Name

Specification Number

PLATING, CHROMIUM, COPPER, NICKEL, WSB-M1P73-B2
DECORATIVE EXTERIOR, ALUMINUM

1. SCOPE

This specification defines performance requirements for exterior chromium
plating systems on aluminum substrates.

2. APPLICATION

This specification was released originally to define az decorative and/or
protective metallic finish for aluminum alloy rozd vheels.

Caution: Based upon £ield survey and accelerated laboratory testing
experience, plated parts with designs that zre not in conformence with
the Corporate Plated Part Design Restrictions Booklet (see para 5.1) will
not be capable of consistently meeting the rsquirements of these
specifications on a production basis without the use of extrzordinary
processing techniques, e.g., use of auwxiliary anodes, racduction in the
parts per rack ratio, etc.

FEASIBILITY

If the requirements of this specification cannot be met due to part
design restrictions, the supplier will inform the responsible product
engineering office.

Additionally, a2 "Bumper Plating Restrictions” Booklet (see para 5.2) was
developed to identify those bumper design parameters that provide a basis
for consistently meeting the requirements of these spacifications without

the use of extraordinary processing techniques.

3. REQUIREMENTS

r eazch specificztion must be met to achieve
3 No ome reguirement, exclusive of others, is
capable of ensuring satisfactory performance. Any deviatioms to the
requirements of these specificztions may be subject to adéitiomnal
performance requirements.

411 requirements identifisd fo
acceptable field durability

He

All part testing requirements apply to those areas of the part identified
as a significant surface per parz 5.3 unless otherwise specified on the
engineering drawing.

Date Release No. Release/Revision

i

./ ' i .

1 . X . EAQC
92-10-19 NB0010043054207 Released J.Burke N2a0, J.lLines

WP 3948-a page 1 of 8

B 9009160 0015449 743 EM

Copyright by the Ford Motor Company

Sat Aug 27 23:03:29 2016
Full document details: FORD WSB-M1P73-B2 1992

g Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-wsb-m1p73-b2-1992
http://www.avadocuments.com/doc/ford-wsb-m1p73-b2-1992

ENGINEERING MATERIAL SPECIFICATION
WSB-M1P73-B2

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval, Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

The following characteristics shall form part of the Control Plan
but shall in no way preclude the control of additional
characteristics deemed significant by the supplier and/or Ford SQA.

Significant Characteristics
(See requirement values within the body of these specifications)

. Plating Thickness

. Plating Ductility

. Microporosity
S.T.E.P. Potential

3.2 APPEARANCE

All parts shall have the finish (bright, low gloss or paint
overlay) specified on the engineering drawing. The plated parts
shall be free from surface imperfections. Low gloss or black parts
shall match the approved Styling master sample for appearance.

3.2.1 Buffing of Plating

Because of the potential adverse effect on corrosion
resistance, buffing of final chromium plating on exterior
parts is not permitted. Brushing or other approved
mechanical treatment on nickel or copper coatings are
permitted provided that minimum plating thickness
requirements are met after treatment.

3.3  PRETREATMENT

A suitable pretreatment for aluminum must be utilized to provide
adequate plate adhesion to the base aluminum. Separate approval
for each pretreatment-alloy combination is required and the
approved combinations will be shown on the Engineering Materials
Approved Source List.
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ENGINEERING MATERIAL SPECIFICATION

3.4  PLATING ADHESION
(ASTM B 571)

WSB-M1P73-B2

Adhesion of the electroplate to the base metal and between layers

of plating must conform to the requirements of the following test
methods per ASTM B 571 unless otherwise indicated:

3.4.1 Bend Tests (Bend the part or sections of the part)

No peeling, flaking, or lift-off of the electroplate from
the substrate or between layers of the electroplate is
permitted following the bend tests.

3.4.2 Grind-Saw Test

No lifting or peeling of the electroplate from the
substrate or between layers of the electroplate is
permitted following the grind-saw test.

3.5 DUCTILITY
(ASTM B 490)

Although this is considered a portion of the process control and
not a requirement of part performance, the ductility of the
electrodeposit on a finished part is considered acceptable when

foils plated in the individual nickel baths meet or exceed the
following values:

Semi-bright Nickel 80 %
Bright Nickel 20 %

3.6 PLATING THICKNESS
(ASTM B 487, ASTM B 556, FLTM BQ 103-01)

It is the supplier's responsibility to identify the plating
thickness distribution for each unique part design and rack design
by mapping the plating racks and plated parts and to employ any
special processing techniques, e.g., the use of auxiliary anodes
and/or shields, reducing the number of parts per rack etc., which
may be required to consistently meet the specified minimum plating
thicknesses on all significant surfaces.

The optical measurement of copper and nickel deposits on
significant surfaces shall be considered the standard thickness
test method (ASTM B 487).

The chromium plate thickness on significant surfaces shall be
checked by the spot test as described in ASTM B 556 or by the
electronic deplating test, FLTM BQ 103-0l, Determination of
Thickness of Chromium Plate. In case of dispute, FLIM BQ 103-01
shall be the umpire method.
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