ENGINEERING MATERIAL, SPECIFICATION

Material Name

Specification Number

MIRROR, GLASS, PRISMATIC, SILVER BACKING, (FLAT), VWSB-M26G4-C
INTERIOR

MIRROR, GLASS, SILVER BACKING, (FLAT), INTERIOR VWSB-M26G5-C

1, SCOPE

The materials defined by these specifications are float glass mirrors,
The reflective surface is produced by depositing silver on the second

surface of the glass. The silver surface shall be protected with a
suitable paint coating.

2. APPLICATION

VWSB-M26G4-C:  This specification was released originally for material
used for non-parallel interior rear view mirrors. It provides a
two-position type of mirror which can be mechanically selected for either
"day" or "night" driving conditioms.

VWSB-M26G5-C: This specification was released originally for material
used for interior sun visor vanity mirrors.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the Tequirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval, Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

v3.3 PHYSICAL AND OPTICAL REQUIREMENTS

The glass mirrors must meet all requirements of the following test
standards in the European market.

85/205 /EEC
71/127/EEC

The above standards are equivalent to each other.
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VWSB-M26G4-C
VWSB-M26G5-C

The glass mirrors must meet the requirements of the following

standards for the North American market.

FMVSS 111

Compliance shall be demonstrated by conformance to a control plan
developed by the glass mirror manufacturer and approved by the

Product Development Materials Activity.

3.4 DIMENSIONS

3.4.1 Glass Thickness Shall be specified on engineering

drawing

3.5 DEFECTS

The coated glass surface shall be free from noticeable defects,
such as open pits. Light short finish, not in excess of the master
sample, 1is acceptable. It may contain fine scattered seeds
(bubbles) less than 0.41 mm diameter, and hairline scratches not
grouped. The silver coating shall be free of pinholes.

‘3.6  REFLECTANCE, min
(SAE J964)

V3.6.1 VWSB-M26G4-C

3.6.1.1 Day Position

80 % of the light incident on the surface.

3.6.1.2 Night Position

4.0 % of the light incident on the surface.

3.6.2 VWSB-M26G5-C

B0 % of the light incident on the surface.

3.7 DISTORTION, max
(FLTM BO 120-03)

3.7.1 Flat Glass, VWSB-M26G4-C

3.7.2 Flat Glass, VWSB-M26G5-C
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