ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
ALUMINUM ALLOY - SHEET (AA 2008) WSB-M2A150-A
1. SCOPE .

The material defined by this specification is a stampable, heat treatable
aluminum sheet alloy.

2. APPLICATION

This specification was released originally for material used for stamped
body panels, particularly where formability is an important criteria.

Although the material defined by this specification will usually not
conform to welding requirements in the "as received" condition, it can
meet the requirements of FLTM BA 113-07 after removal of mill formed
oxide by mechanical abrasion or chemical cleaning. See para 5 for
additional information.

Caution: To attain the mechanical properties for which this material was
developed, baking of parts at a temperature of 205 C for 30 minutes must
be strictly adhered to. Baking at lower temperatures will reduce
finished part yield strength as shown in para 5.3.

3.  REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CHEMICAL COMPOSITION

The determination of the chemical composition can be made in
accordance with chemical (Method ASTM E 34), spectrochemical
(Methods ASTM E 101, E 227, E 607, or E 1251) or x-ray
fluorescence. 1In case of dispute, the umpire method shall be ASTM
E 34.
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Silicon 0.50 - 0.8
Iron 0.40 max
Copper 0.7 - 1.1
Manganese 0.30 max
Magnesium 0.25 - 0.50
Chromium 0.10 max
Zine 0.25 max
Titanium 0.10 max
Vanadium 0.05 max
Others, each - 0.05 max
Others, total 0.15 max
Aluminum Remainder
3.3 MECHANICAL PROPERTIES, T4 TEMPER
(ASTM B 557, gages .59 - 1.50 mm)
As Received:
Yield Strength, min (.2 % offset) 105 MPa
Yield Strength, typical (.2 % offset) 125 MPa
Tensile Strength, typical 250 MPa
Elongation, typical _ 28 %
After 2 & Strain & Bake at 205 C for 30 min:
Yield Strength, min 170 MPa
Yield Strength, typical 245 MPa

3.4  PAINTABILITY

Material supplied to this specification must have prior approval
for paintability by the responsible Materials Engineering activity.
This approval shall be based on samples prepared to the local
process and resistance requirements appropriate to the country of
Ford vehicle manufacture, or to the relevant Engineering.
Performance Specification.

Material supplied to European Automotive Operations (EAO) shall
meet the requirements of WSK-M2P136-A.

Material supplled to North American Automotive Operations (NAAO)
shall meet the following requirements:

Material intended for Class 1 surface applications shall meet
the requirements of ESB-M2P130.

Material intended for Class 2 and 3 surface applications shall
meet the requirements of ESB-M2P129.

A Class 1 surface shall be specified for parts of the body or front
end sheet metal that are exposed after paint or trim.
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