ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
ZINC ALLOY - SHEET AND STRIP WSB-M2A98-B
1. SCOPE

The material defined by this specification is a ﬁought zinc alloy
containing copper with good forming properties. -

2.  APPLICATION

This specification was released originally for material used for
decorative trim parts which are subsequently chromium electroplated.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS
Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CHEMICAL COMPOSITION

Copper 0.70 - 0.90
. Lead 0.005 max
Cadmium 0.005 max
Iron 0.008 max
Zinc Remainder

3.3 MECHANICAL PROPERTIES

(ASTM E 8M)
3.3.1 Yield Strength, min 115 MPa
3.3.2 Tensile Strength, nin 160 MPa
3.3.3 Elongation, min 35%
3.3.4 Hardness (Rockwell 15 T) 65 +/- 5 *
* The hardness shall be measured after a 15 second delay, to allow the

indentation to stabilize.
3.4 CHROMIUM I-Z_LECTROPI.ATING

This material shall be capable of consistently conforming to the
requirements of the Bright or Low Gloss Decorative Electroplating
specification WSB-M1P77, unless otherwise specified on the
engineering drawing.
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3.5 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request,

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application. :

4.  APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity its own laboratory report to the specification (test results,
not nominal wvalues), the material designation and code number, and test
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.

5. GENERAL INFORMATION

The information given below is provided for clarification and assistance
in meeting the requirements of this specificationm.

Physical Properties

Density (Mg/m3) : 7.17
Coefficient of Thermal Expansion
(1/deg C) 34,75 X 10E - 6.
Electrical Conductivity (% IACS) 28
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