ENGINEERING MATERIAL SPECIFICATION

Material Name

ADHESIVE, WATERPROOF LATEX, DIELECTRIC HEAT SEALING

1. SCOPE

Specification Number

WSB-M2G33-B

The material defined by this specification is a water dispersion of

plasticized polyvinyl chloride base resins.

2. APPLICATION

This specification was released originally for material

roll coated on

panel boards and is used for adhering vinyl fabriec and padding to panel

board by dielectric heat sealing.
3. REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY

Ford Motor Company, at its option, may conduct infrared analysis of

material /parts supplied to this specification.

The spectra

established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material
laboratory. All samples shall produce spectra that correspond to
the reference standard when tested under the same conditions as

those specified on the master spectrum.

3.3 CONDITIONING AND TEST CONDITIONS

All tested wvalues indicated herein are based on material
conditioned in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 %

relative humidity for not less than 24 h prior

to testing and

tested under the same conditions unless otherwise specified.

3.4 COLOR Blue
3.5 SOLIDS, min 38 s
(FLTM BV 150-10, save samples for next test)
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ASH CONTENT, max 3%
(FLTM BV 150-10)

WEIGHT PER VOLUME 1.0 - 1.2 kg/L
(ASTM D 816)

The weight tolerance for any one supplier shall be 0.025 kg/L based
on the recorded weight of his original approved production sample.

pH 9 - 11
(ASTM E 70)

VISCOSITY AT 23 +/- 2 C

(ASTM D 1084, Method B at 23 +/- 2 C,

Brookfield RVF, # 4 spindle, 10 rpm)

3.9.1 As Received 12 000 - 16 000 mPa.s
3.9.2  Aged, max 20 000 mPa.s

FOGGING ,
(FLIM BO 116-03)

Fog Number, min 60 %

The formation of droplets or coalescence into a clear film is cause
for rejection.

FILM FORMING TEMPERATURE, min 71 G
OFTIMUM FUSION TEMPERATURE 149 C

BOND STRENGTH, min
(FLIM BN 113-01)

3.13.1 Original
3.13.2 Aged
3.13.3 Wet
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RESISTANCE TO ELEVATED TEMPERATURES
(FLIM BN 113-02)

A bonded assembly or test specimen prepared as in FLTM BN 113-01,
shall show no evidence of loosening, separation of bonds, or loss
in loft after heat exposure.
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