ENGINEERING MATERTAL SPECTIFICATION

Material Name

PRIMER, ADHESION, PLASTIC TRIM SURFACES, EXTERIOR
1. SCOPE

Specification Number

WSB-M2G357-a

The material defined by this specification is a solvent/resin blend

adhesion promoting primer.

2, APPLICATION

This primer is intended for use on painted and unpainted fascia, body

side moldings and other Plastic exterior trim parts.

The primer is

applied to a part/facia in preparation for attaching a trim plece, for
example a fascia rubstrip, that has been laminated to tape.

3.  REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. & mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2  INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce

IR spectra and thermograms that correspond to
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

the reference

All test values indicated herein are based on material conditioned
in a contrclled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under

the same conditions unless otherwise specified.
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ENGINEERING MATERIAL SPECIFICATION

WSB-M2G357-A

3.4

3.5

3.6

3.7

3.8

3.9

3.10

3.11

WP 3948-b

VISCOSITY 200 - 700 mPa.s
(ASTH D 1084, Method B)

SOLIDS, min 7 %

(ASTM D 2834)

WEIGHT PER VOLUME
(ASTM D 816)

The weight tolerance for any given supplier shall be +/- 0.025 kg/L
based on the recorded weight of the original approved production
sample. See para 5.3.

OPEN TIME

The material shall be dry to the touch prior to applying the part
with the acrylic foam tape. Maximum open time shall not exceed one
hour and primer applied surfaces shall be kept free of
contamination (e.g. dirt, heavy dust, oils, grease, alcohol, etc.),.

ADHESION REQUIREMENTS

Parts and/or laboratory samples assembled using this primer must be
evaluated for conformance to the applicable tape specification
indicated on the design drawing. Results must be provided to the
responsible Body Engineering activity prior to release. Tape
application to substrates not specified in para 5.6 is permitted
provided all specification requirements are met.

STORAGE STABILITY

Shall be stored below 35 C, away from all sources of heat such as
ovens, direct sunlight, etc. Under these storage conditions, the
maximum shelf life of the material, from date of shipment from the
supplier, shall be 12 months.

QUALITY

The material shall be a smooth, homogeneous mixture free from
foreign materials and properties detrimental to normal production
operations.

FUNCTIONAL APPROVAL

Materials being evaluated for approval to this specification shall
be subjected to a production trial. Functional trial results must
be approved by the affected assembly operation and Design

Engineering. Results shall be made available to Materials
Engineering prior to material approval and release.
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