ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

TAPE ADHESIVE, EPOXY BASED, STRUCTURAL, LOW-EXPANDING, WSB-M2G383-A1
HIGH TEMPERATURE HEAT CURING, WELDABLE, FLOW
WASH RESISTANT

TAPE ADHESIVE, EPOXY BASED, STRUCTURAL, MEDIUM-EXPANDING WSB-M2G383-A2
HIGH TEMPERATURE HEAT CURING, WELDABLE, FLOW
WASH RESISTANT

TAPE ADHESIVE, EPOXY BASED, STRUCTURAL, WSZ2-M2G383-A3
HIGH-EXPANDING, HIGH TEMPERATURE CURING

1. SCOPE

WSB-M2G383-Al: The material defined by this specification is an epoxy

resin base, high temperature heat curing, 0 - 15 § expanding, structural
weldable tape adhesive.

WSB-M2G383-A2: The material defined by this specification is an epoxy
resin base, high temperature heat curing, 30 - 75 expanding, structural
weldable tape adhesive.

WSZ-M2G383-A3: The material defined by this specification is an epoxy
resin base, high temperature heat curing, 100 % expanding, structural tape
adhesive/reinforcing compound . supplied with release backing paper.

2. APPLICATION

These specifications were released originally for material used at high
temperature curing schedules (minimum metal temperatures of 10 minutes at
170 C) for bonding metal-to-metal body structures on body in white.
Optimal adhesion strengths are achieved at 0.8 mm adhesive bondline
thicknesses.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.
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3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 . +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 DIMENSIONS

Cross sections/dimensions as specified on the Engineering Drawing.

oP

3.5 SOLIDS, min 98
(ASTM D 2834, except heat at 100 +/- 2 C
for 3 h in a mechanical convection oven)

3.6 ASH, max
{ISO 3541, Method A, 760 +/- 30 C, based
on solids weight) '

Ash content for any one supplier shall be +/- 3 % based on the
recorded ash of their original approved preduction sample Refer to
para 5.5 for additional information.

3.7 WEIGHT PER VOLUME
(ASTM D 816)

The weight tolerance for any one supplier shall be +/- 0.01 kg/L,
based on the recorded weight of their original approved production
sample. Refer to para 5.4 for additional information.

3.8 FLASH POINT, min 205 C
(ASTM D 1310, tag open cup)

3.9 CONE PENETRATION at 25 C
(ASTM D 217, 150 g total weight)

Initial and after material is aged 72 h at 45 +/- 2 C.
The core penetration tolerance for any one supplier shall be +/- 2 mm

based on the recorded cone penetration of their original approved
production sample. Refer to para 5.10 for additional information.
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3.10 WASH RESISTANCE No evidence of material wash off
(FLTM BV 116-01, Method B) or displacement

3.11 WELD ACCEPTANCE Must pass
(FLTM BV 109-01, Shunt Method)

3.12 WELD FLAMMABILITY TEST
(FLTM BV 114-01)

Less than 5 % of the welds shall exhibit flame and shall be
self-extinguishable within 30 seconds.

3.13 ELECTROCOAT COMPATIBILITY Shall not contaminate electrocoat
(FLTM BV 119-01, use current primer bath or cause film
production paints as identified irreqularities
by the Materials Engineering
Activity)

3.14 VOLUME EXPANSION Al: 5 - 15 %
(FLTM BV 108-02) AZ2: 30 - 75 &

A3: 100 %

3.15 ADHESION, COLD IMPACT No cracking or adhesion failure
Test Method: Apply a ribbon of sealant material 0.8 x 12.7 x 200 mm
to two 0.9 x 300 x 300 mm oily steel panels. Bake one panel to each
cure schedule per para 5.3. Position panels in a horizontal attitude
during material bake. After bake, condition panels at 23 +/- 2 C for
1 h minimum. Condition the panels in a mechanical convection oven at
70 +/- 2 C for 7 days. Condition the panels at 23 +/- 2 C for 1 h.
Place panels in the slamming apparatus (FLTM BV 101-02) at - 30 +/-
1 C. Each panel shall be slammed a total of 10 times.

3.16 SHEAR ADHESION A3 only: 2.5 Mpa
{SAE J1523, material bondline
thickness 0.8 mm, 325 mm2 bond
area, material cure per para 5.3,
substrates per para 5.2, jaw speed
13 mm/minute)

3.16.1 Normal
Condition for 30 minutes at specified temperature prior to
test.
Al A2

Test at 23 +/- 2 C, MPa 10 7

Test at 80 +/- 2 C, MPa 6 5

Test at - 30 +/- 1 C, MPa 13 8
WP 3948-b Page 3 of 8

M 90091&0 0009119 Teu WA Documentsw

Copyright by the Ford Motor Company
Sat Aug 27 23:28:50 2016

Document Sharing Hub

Full document details: FORD WSB-M2G383-A2 1995


http://www.avadocuments.com/doc/ford-wsb-m2g383-a2-1995
http://www.avadocuments.com/doc/ford-wsb-m2g383-a2-1995

