ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

LABEL, POLYESTER FIIM, TAMPER PROOF, WSB-M3G208-A
PRESSURE SENSITIVE, INTERIOR QUALITY

1. SCOPE

The material defined by this specification is a pressure sensitive,
nontransferable polyester film label suitable for interior applications.

2. APPLICATION

This specification was originally released for labels used on sun visor
vanity mirror covers to provide instructional information. It is
intended to be tamper proof when applied to the appropriate substrate and
shall be permanently damaged upon removal from the substrate.

3.  REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY

Ford Motor Company, at its option, may conduct infrared analysis of
material /parts supplied to this specification. The spectra
established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material
laboratory. All samples shall produce spectra that correspond to
the reference standard when tested under the same conditions as
those specified on the master spectrum.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4  APPEARANCE

The labels shall be free of streaks, blisters, wrinkles, ragged
edges, and any other surface imperfections which will make them
unsuitable for the intended usage. The design and color shall
match the Ford Motor Company styling master sample.
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3.5 SETITING TIME FOR NORMAL HANDLING

WSB-M3G208-A

The label shall set sufficiently to permit normal handling
immediately after application.

3.6 FILM PROPERTIES

3.6.1 Thickness
(ASTM D 1000)

Tape plus adhesive, min 0.09 mm
Release paper, min 0.10 mm
3.6.2 Gloss

(FLTM BI 110-01)

The gloss of production material ahall not vary more than
+/- 7 units with a 60 deg (1 rod) glossmeter from the
master sample approved by the Design Center.

3.7 ADHESION, min
(ASTM D 1000, except determine adhesion
to substrate(s) listed in para. 5.1.1)

Test panels to be prepared per para. 5.1.
3.7.1 Original 225 N/m

3.7.2 Heat aged 225 N/m
(72 h at 70 +/- 2 C)

3.7.3 Humidity aged 225 N/m
(48 h at 38 +/- 2 C and
95 +/- 5 % RH)

3.7.4 Cycled 5 times 225 N/m
(4 h at 70 +/- 2 C,
4 h at 38 +/- 2 C/95 +/- 5% RH,
16 h at - 29 +/- 2 C)

3.8 SELF DESTRUCT PROPERTIES
3.8.1 Destruct Requirement

The printed label shall be tamper proof after application
to the appropriate substrate.

The label shall not show any signs of delamination, loss of
printing, loss of adhesion, edge curling, blistering or any
other detrimental effects after exposure to each of the
following conditions: ’
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