ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
TAPE, BUTYL , PRESSURE SENSITIVE, EXTRUDED WSB-M3G209-A
1. SCOPE

The material defined by this specification is a pressure sensitive,
extruded, elastomeric butyl tape with a release liner or specified
laminate film on either side.

2. APPLICATION

This specification was released originally for material used to bond
plastic mesh to an instrument panel defroster grille.

3. REQUIREMENTS
3.1  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.3 INFRARED SPECTROPHOTOMETRY

Ford Motor Company, at its option, may conduct infrared analysis of
material /parts supplied to this specification. The spectra
established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material
laboratory. All samples shall produce spectra that correspond to
the reference standard when tested under the same conditions as
those specified on the master spectrum.

3.4 SPECIFIC GRAVITY 1.40 +/- 0.25
(ASTM D 792)

3.5 SOLIDS, min ' 95 %
(ASTM D 2834, except use (by weight)

100 € for 3 h)

Date - Release No. Release/Revision

1992 08 06{NBO0I10043054196 Released D.Henrickson K.Mimnich B.Ferns
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ENGINEERING MATERIAL SPECIFICATION

3.6 ODOR, max 2 Rating
(SAE J1351)

WSB-M3G209-A

3.7 NEEDLE PENETRATION 10 - 90 1/10 mm
(ASTM D 5, 100 g total load)
3.8 COLD FLEXIBILITY No cracking or
delamination

Test Method: Condition a 150 x 10 x 10 mm strip of material for

4 h at - 20 +/- 2 C and bend 180 degrees around a 25 mm mandrel
conditioned at the same temperature.

3.9  HEAT STABILITY No sagging or
: delamination

Test Method: Bond a 150 x 150 mm sample of the material to each of
two 300 x 300 mm production painted steel panels by applying a

1.5 kg load over the sample surface for 15 s. Suspend one panel
vertically and one inverted in an oven maintained at 120 +/- 2 C
for 24 h.

3.10 ADHESION, min 3.6 N/cm

Test specimens exposed to the following conditions shall meet the
above minimum requirement or demonstrate cohesive failure of the
tape material.

3.10.1 Original - 1 h after bonding
3.10.2 Original - 24 h after bonding
3.10.3 7 days at 90 +/- 2 C

3.10.4 7 days at 38 +/- 2 C and 95 - 100 % relative humidity
3.10.5 2 cycles:

4 h at 90 +/- 2 C
4 h at 38 +/- 2 C and 95 - 100 % relative humidity
16 h at 30 +/- 2 C
4 h at 90 +/- 2 C
16 h at 30 +/- 2 C

Test Method: Bond 25 x 125 mm samples to production
substrate materials by rolling once with a 2.2 kg roller
(leaving a 25 mm length unbonded for attaching to test
fixture). The material should be backed with release paper
or other specified film. Pull 90 degrees to surface at a
crosshead speed of 305 mm/minute within 1 h from completion
of exposure.

Condition samples for para 3.10.3 - 3.10.5 for 24 h before
exposing to environmental conditions.
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