ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number

TAPE, POLYETHYLENE, PRESSURE SENSITIVE, WSB-M3G224-A
INTERIOR-EXTERIOR

1. SCOPE

The material defined by this specification is a polyethylene film composite
with a clear acrylic pressure sensitive adhesive which is protected by a
release liner.

2. APPLICATION

This specification was originally released for material used as a fastener
hole patch for interior trim applications (ie. door jamb, instrument
panels) and low abrasion areas. Other applications include protective seal
against wind noise and water leakage for outside mirror bracket assemblies.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified,
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3.4 GREEN STRENGTH

The tape shall develop sufficient adhesion to permit normal handling
immediately after applicatiocn.

3.5 FILM PROPERTIES
3.5.1 Color Clear
3.5.2 Tape Dimensions As specified on engineering drawing

3.5.3 Tape Thickness

(ASTM D 1000)
Tape plus adhesive, min 0.28 mm
Release liner, min 0.11 mm

3.5.4 Tensile Strength, min 3.2 N/mm width
(ASTM D 1000)

3.5.5 Elongation, min 400 %
(ASTM D 1000)

3.6 PREPARATION OF TEST SPECIMENS

Substrate test specimens may be obtained from slab stock and/or
unpainted production parts. Except where otherwise noted, tests
shall be conducted on test panels for the substrate listed below by
applying the film per the following procedure:

Clean test panels with a 50/50 blend (volume) of isopropyl alcohol
and water and allow to air dry.

Peel the liner from the film in a smooth continuous motion. Do not
peel the film from the liner.

Position the tape on the test substrate.

Using the roller described in ASTM D 1000 with no additional
pressure, pass the roller over the full length of the tape once in
each direction.

Test samples with applied tape shall be conditioned for 48 h at 23
+/- 2 C and 50 % relative humidity prior to exposure. Tests shall be
completed within 4 h after removal from the conditioning environment
unless otherwise specified.

Usage of a primer, if required, shall be noted in the test data

package.
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3.6.1 Substrate for Test Specimens

3.6.1.1 Polycarbonate, Low Temperature
Impact Resistant
(WSK-M4D761-A or equivalent)

3.6.1.2 Current Production Paint Systems
(FLTM BI 103-02, Method C)

Note: For approval of use of this film on other
substrates, the supplier must submit complete test
data and tested samples to the Materials
Engineering Activity, prior to approval.

3.7 ADHESION
(ASTM D 1000, Method A, except determine
adhesion to substrates listed in para 3.6.1)

The adhesive shall produce a durable bond between the film and the
substrate surface with the following minimum peel stengths:

3.7.1 As Received
(Conditioned for 48 h at 23 +/- 2 C and
50 +/- 5 % relative humidity)
3.7.1.1 Plastic Substrate 200 N/m
3.7.1.2 Current Production Paint Systems 350 N/m
3.7.2 Aged
3.7.2.1 Plastic Substrate 300 N/m

3.7.2.2 Current Production Paint Systems 526 N/m

Test Method: Expose duplicate samples to each of the
following conditions:

5 cycles consisting of 4 h at 70 +/- 1 C, 4 h at 38 +/- 2
C and 95 - 100 % relative humidity, and 16 h at - 30 +/-
2 C

10 cycles consisting of 4 h at 70 +/- 1 C, 4 h at 38 +/-
2 C and 95 - 100 % relative humidity, and 16 h at - 30 +/-
2 C (painted panels only)

240 h water immersion per FLTM BI 104-01 (painted panels
only)

240 h salt spray per FLTM BI 103-01 (panted panels only)

400 h exterior xenon arc weatherometer (painted panels

only)
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