ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

BRASS ROD - LOW FUMING, BARE ‘ WSB-M4A178-A1
BRASS ROD - LOW FUMING, COATED WSB-M4A178-A2
1. SCOPE

The material defined by this specification is a copper zinc brazing rod.

2.  APPLICATION

This specification was released originally for material used as a general
purpose bronze welding and/or brazing on automotive components.

3.  REQUIREMENTS
3.1  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuocusly reduced.

3.2 SIZE

These low fuming brass rods shall be a nominal diameter, as
specified on the purchase order.

3.3 CHEMICAL COMPOSITION (weight percent)

Test Method: Inductively coupled plasma emission spectroscopy.

Copper 56.0 - 60.0
Lead 0.05 max
Iron 0.25 - 1.20
Tin , 0.80 - 1.10
Aluninum 0.01 max
Manganese 0.01 - 0.50
Silicon 0.04 - 0.15
Other 0.50 max
Zinc Remainder
Date Release No. Release/Revision
_D/tof«'_—;-‘
1990 06 28 |NBOOE10040016003| Released 4 Hoore Jas ,7~&; -
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3.4  PERFORMANCE

3.4.1 Parts brazed with these rods shall show smooth and uniform
deposits free from porosity and cracks. '

3.4.2 Parts brazed with these rods shall meet all Engineering
drawing requirements, when the rod is used under the
conditions specified by the Manufacturing Engineering
Department.

3.5 SUPPLYER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or mnot such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-Al,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.

4, APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity its own laboratory report to the specification (test results,
not nominal values), the material designation and code number, and test '
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.
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