ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

SEALER, PRESSURE SENSITIVE, RUBBER/RESIN/ASPHALT, WSB-M4G108-B
TWINE REINFORCED

1. SCOPE

The material defined by this specification is a pressure sensitive,
rubber/resin/asphalt composition sealer which is extruded in round sections
and reinforced with a polyester/cotton twine.

2. APPLICATION

This specification was released originally for material used for sealing
galvanized floor transmission covers. The polyester/cotton twine
reinforcement facilitates the application for more effective sealing.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard @-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
‘that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.
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3.4 DIMENSIONS As specified on engineering
drawings.

3.5 REINFORCEMENT

The material properties of the reinforcing twine shall not vary from
the originally approved production sample. Refer to para 5.3 for
additional information.

3.6 SOLIDS, min 99 %
(ASTM D 2834, except heat at 100 +/-
2 C for 3 h in a mechanical convection
oven)

3.7 WEIGHT PER VOLUME
(ASTM D 816)

The weight tolerance for any one supplier shall be +/- 0.04 kg/L,
based on the recorded weight of this originally approval production
sample. Refer to para 5.4 for additional information.

3.8 NEEDLE PENETRATION 7 - 12 mm
{ASTM D 1321, 150 g total load)

3.9 YIELD STRENGTH, min 60 kPa

Test Method: Yield cells consist of two 75 x 75 mm panels, prepared
per para 5.1, one electrocoated steel panel and one oily galvanized
steel panel. To assemble, place two 8 mm diameter beads of sealer
equidistant, 20 cm, from the center line of one panel. Cover with
the other panel and compress the cells 50 ¢ for 1 minute per FLTM BU
114-01. Condition the cell for 1 h at 23 +/- 2 C. Determine the
vield strength of the yield cells in tension by pulling in a tensile
machine with a jaw separation rate of 25 mm/minute. Report peak load
and failure mode.

3.10 FLEXIBILITY No cracking

Test Method: Condition an "as received" 100 x 8 mm sample on release
paper at ~30 +/- 1 C for 16 h. Bend 180 degrees around a temperature
conditioned 25 mm diameter mandrel. Repeat on a sample aged for 24
h at 100 +/- 2 C.

3.11 WATER LEAK RESISTANCE No water leaks

Test Assembly Preparation: A 275 x 8 mm length of sealer shall be
applied in a "U" configuration to a 100 x 100 x 0.8 mm oily,
galvanized steel panel prepared per para 5.1. A second 100 x 100 x
0.8 mm electrocoated steel panel prepared per para 5.1 shall be
placed over the sealer material. Place assembly in a tensile machine
and apply 215 N (30 % compression) force to compress. Hold at the
215 N compression for 1 minute. Remove force and allow to recover
for 5 minutes.
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