ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, WSB-M4G348~A
35 - 55 A HARDNESS

SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, WSB-M4G348-A2
55 - 75 A HARDNESS

SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, WSS-M4G348-A3

1

1,

0 - 20 A HARDNESS
SCOPE

The materials defined by this specification are pumpable, expanding, anti-
flutter sealers.

APPLICATION

These specifications were released originally for sealers used to isolate
inner from outer closure panels, and body and roof reinforcements from
exterior sheet metal areas normally inaccessible after welding operations.
The materials can be applied over oily metal surfaces and expand when
processed through the electrocoat bake oven.

Anti-flutter materials are required to perform in a number of applications
and closure designs. Each design and/or application has unique
requirements. Compliance with this materials specification does not
guarantee the anti-flutter will function for all potential applications on
a vehicle. Selection of the appropriate material should therefore be based
on jury evaluations or other NVH test procedures as well as the required
functional trial.

Note: Material defined by WSS-M4G348-A3 replaces the former ESB-M4G60-B and
ESB-M4G60-B2.

REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts
submission. Appropriate statistical tools must be used to analyze
process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

Date Action Changes

1996 06 20| Revised Added -A3,Revised para 3.6,3.9,3.19,3.20,5.1,5.7

1995 05 15| Activated N. E. Lindsay G. A. Molnar

WP

3948-a Page 1 of 11

B 5009160 0010573 357 M Documents

Copyright by the Ford Motor Company

Sat Aug 27 23:54:32 2016

Full document details: FORD WSB-M4G348-A 1996



http://www.avadocuments.com/doc/ford-wsb-m4g348-a-1996
http://www.avadocuments.com/doc/ford-wsb-m4g348-a-1996

ENGINEERING MATERIAL SPECIFICATION
WSB-M4G348-A/A2

WSS-M4G348~-A3

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specifiecation.
The IR spectra and thermograms established for initial approval shall
constitute the reference standard and shall be kept on file at the
designated material laboratory. All samples shall produce IR spectra
and thermograms that correspond to the reference standard when tested
under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned in
a controlled atmosphere of 23 +/- 2 C and 50 +4/- 5 % relative
humidity for not less than 24 h prior to testing and tested under the
same conditions unless otherwise specified.

3.4 SYSTEM COMPATIBILITY

Initial sealer approval was based on a specific material system which
included the substrate, stamping lubricants and sealer. Substrate
choice, stamping lubricants, stamping plant processing conditions,
assembly processing condition may affect sealer performance. If any
of these parameters are changed, the sealer performance must be
validated using these parameters.

3.5 SOLIDS, min 98 %
(ASTM D 2834, except heat at 100 +/- 2 C for
3 h in a mechanical convection oven. Save
sample for next test, para 3.6)

3.6 ASH, max 70 %
(ISO 3491, Method A, 760 +/- 30 C based on
the solids weight)

3.7 WEIGHT PER VOLUME
(ASTM D 816)

The weight tolerance for any one supplier shall be +/- 0.02 kg/L,
based on the recorded weight of his original approval production
sample (refer to para 5.1).

3.8 VISCOSITY
(SAE J1524, VIS-2, 2.64 mm orifice, 550 kPa)

3.8.1 As Received +/- 10 s
(Conditioning Method B)

3.8.2 Aged, max No more than 50 %
(Material aged in closed container increase from
for 72 h at 40 +/- 1 C, conditioning original approval
Method B)
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The viscosity tolerance for any one supplier shall be +/- 10
s, based on the recorded viscosity of the original approved
production sample. Reference para 5.2.

3.8.3 90 day Storage Stability at 23 +/- 2 C and 32 +/- 2 C

The supplier shall provide a viscosity profile versus time
from initial through 90 days storage at 23 +/- 2 C and 32 +/-
2 C. Measurements shall be taken at weekly intervals. Curves
shall be made available to Materials Engineering prior to
addition to the Approved Source List.

Final approval of a specified material viscosity for production
shipments shall be made by the affected manufacturing activity. 1In
all cases, the viscosity shall be within specification limits as
identified on the material control plan.

3.9 HARDNESS +/- 5
Hardness, Durometer "A"Y

(ISC 868, instantaneous reading, cure material
for 30 min oven time at 182 C, cool to 23 +/- 2 C)

WSB-M4G348-A 35 - 55
WSB-M4G348-A2 55 - 75
WSS5-M4G348-A3 10 - 20

The hardness tolerance for any one supplier shall be +/- 5 based on
the recorded hardness of their originally approved production sample.

3.10 COLOR

The material color shall meet manufacturing process control
requirements. Final approval of material color for production
shipments shall be made by the affected manufacturing activity.

The material color for any one supplier shall not visually deviate
from the originally approved production sample. Reference para 5.3.

3.11 FOGGING
(FLTM BO 116-03)

Fog Number, min 60

The formation of droplets or coalescence into a clear film is cause
for rejection.

3.12 ELECTROCOAT COMPATIBILITY Shall not contaminate electrocoat
(FLTM BV 115-01) primer bath or cause electrocoat
film irregularities
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3.13 WASH RESISTANCE No wash off
(FLTM BV 116-01, Method 2, 1.5 mm
material thickness)

3.14 SAG RESISTANCE

3.14.1 Horizontal, max 3 mm
3.14.2 Vertical, max 3 mm
3.14.3 Inverted No loss of material

Test Method:
Apply a 13 x 25 x 200 mm ribbon of material along the
center line of three panels for each substrate per para
5.6.
Scribe panels to mark the initial material loecation.

- Position one panel for each substrate in the positions per
para 3.14.1, 3.14.2 and 3.14.3 and condition at 23 +/- 2
C for one hour.
Immediately after conditioning, place panels in an oven to
cure material at the minimum bake schedule per para 5.5.
Maintain panels in the specified attitude during baking
and cooling.
Allow the panel to cool to 23 +/- 2 C.

. Determine the sag by measuring the material movement below
the scribe mark.

Repeat the above procedure for the max bake schedule per
para 5.5,

3.15 SLIDE RESISTANCE
3.15.1 Vertical Free Standing, max 3 mm
Test Method:
Prepare three panels for each substrate per para 5.6.
Apply five drops of sealer, 20 mm diameter x 20 mm height,

per panel per substrate, Figure 1.

Scribe panels at top of drop to mark initial material
location.

Place panels in a vertical position and allow panels to
sit undisturbed for 21 days at 23 +/- 2 C.

Determine the slide by measuring the material movement
below the scribe mark.
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