@ ENGINEERING MATERIAL SPECIFICATION

Material Name

PRIMER, WATERBORNE CATIONIC ELECTROCOAT, 30 MICROMETRE
FILM BUILD, INITIAL FILL, BLACK, 180 C BAKING TEMPERATURE
MAKEUP FEED, WATERBORNE CATIONIC ELECTROCOAT
30 MICROMETRE FILM BUILD, RESIN
MAKEUP FEED, WATERBORNE CATIONIC ELECTROCOAT
PIGMENT, BLACK
FLOW CONTROL ADDITIVE

PRIMER, WATERBORNE CATIONIC ELECTROCOAT, 30 MICROMETRE
FILM BUILD, INITIAL FILL, GRAY, 180 C BAKING TEMPERATURE
MAKEUP FEED, WATERBORNE CATIONIC ELECTROCOAT
30 MICROMETRE FILM BUILD, RESIN
MAKEUP FEED, WATERBORNE CATIONIC ELECTROCOAT
PIGMENT, GRAY
FLOW CONTROL ADDITIVE

1. SCOPE

The materials defined by these specifications are nominal 30 micrometre
film build, black or gray waterborne electrocoat body primers and
associated make-up feed components applied by the cathodic deposition

process.

2. APPLICATION

These specifications were released originally for a paint system which,
when properly electrodeposited on vehicle bodies, sheet metal components
will provide good corrosion resistance, adhesion and

or small parts,
enamel appearance properties.

WSB-M64J30-A1, Cl:

aluminum substrates.
Visible Exterior Surfaces:

primer-surfacer and exterior enamel color coat.

lor

Specification Number

WSB-M64J30-A1
WSB-M64J30-A2
WSB-M64J30-A3
WSB-M64J30-A4
WSB-M64J30-C1
WSB-M64J30-C2
WSB-M64330-C3

WSB-M64J30-C4

This primer is applied directly over zinc phosphate
coated cold rolled steel, electrodeposited zinc or zine/zinc alloy coated
steel and any other type of steel classified as precoated, as well as to
Typical applications are as follows:

The electrocoated primer film may be
followed by an approved exterior enamel co

primer, primer-surfacer, and enamel are all baked separately.

Visible Interior Surface:
followed by an enamel color coat.

Non-visible Interior or Underbody Surfaces:
color coat.

WSB-M64J30-A2, C2:

The baked electrocoated primer film is

The baked electrocoated
primer film is not usually followed by an additional primer or enamel

This material is make-up feed material used to

replenish the resins of the initial fill electrocoat bath.

coat or a
The electrocoat

i

Date Release No. Release/Revision
1992 01 27 |NBOOE10014493003 added WSB-M64J30-A4, C4, Rev'sd Para.3.7, 3.9.6
1990 01 31 NBOOE10080067000| Released PAK MP
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@ ENGINEERING MATERIAL SPECIFICATION  WSB-M64J30-Al/A2/A3/A4
WSB-M64J30-C1/C2/C3/C4

WSB-M64J30-A3, C3: This material is make-up feed material used to
replenish the pigments of the initial fill electrocoat bath.

WSB-M64J30-A4, C4 are make-up feed materials that correct poor flow
characteristics of the primer which may develop when the bath ages. This
additive is used only as recommended by the supplier following
ultrafiltrate purge or when discontinuous operation of an electrocoat
tank results in evaporation of bath volatiles.

3. REQUIREMENTS

WSB-M64J30-A1, Cl cationic electrocoat primer shall meet all detailed
requirements of this specification. The make-up feed material shall meet
the requirements of para 3.5 and 3.6. When the feed material is used in
production, the resultant primer film shall conform to the requirements
detailed in para 3.7 through 3.11. These requirements apply to both
laboratory prepared and assembly plant electrocoat tank materials.

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continually reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

. Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce IR
spectra and thermograms that correspond to the reference standard
when tested under the same conditions.

3.3 CONDITIONING

Tests must be performed in a controlled atmosphere of 23 +/- 2 C
and 50 - 65 % relative humidity if not otherwise specified.

3.4  MATERIAL COMPATIBILITY

The supplier of this material shall keep abreast of changes in
technology of related materials e.g., sealers and adhesives, which
may affect the compatibility and performance of this product. The
supplier shall notify the appropriate Ford Product Materials
Engineering Office in writing when incompatibility is anticipated.
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@ ENGINEERING MATERIAL SPECIFICATION WSB-M64J30-A1/A2/A3 /AL
WSB-M64J30-C1/C2/C3/C4

3.5 COMPOSITION

3.5.1 Density, kg/L at 25 C
(ASTM D 1475)

The density of the materials defined by these
specifications shall be within +/- .05 % of that shown on
the Initial Sample Report,

3.5.2 Non-volatile, wt %
(FLTM BI 102-01)

The non-volatile content of the material types specified by
these specifications shall match the wvalues shown on the
initial sample report within +/- 1 %.

3.5.3 Weight Loss, max
(FLTM BI 120-15, after 10 minutes
at 182 +/- 2 C metal temperature
bake cycle)

Initial Fill and Assembly Plant

Electrocoat Tank Material 12.0 &
3.5.4 Solvent Emissions, max 0.096 kg/L of
(ASTM D 3960) wet paint

This requirement is as determined by the United States
Environmental Protection Agency Reference Method #24 but is
only applicable to materials used in the USA.

3.6 STABILITY

3.6.1 Pumping Stability
(FLTM BI 120-04)

After 21 days minimum agitation, the bath prepared from the
initial fill or feed materials shall meet all requirements
of the specification.

3.6.2 Storage Stability 2 months

During a storage of 2 months between 5 and 32 C temperature
the material as supplied shall not settle or cake.
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@ ENGINEERING MATERIAL SPECIFICATION

3.7

PREPARATION of TEST PANELS
Prepare panels per FLTM BI 120-01 with the exceptions noted below:
The substrates used shall be as follows (ref. para. 5.1):

Standard Steel Panels

Production Steel Panels

Electrodeposited Zinc or Zinc/Nickel Alloy Coated Panels
Aluminum

or as designated by the responsible Product Materials Engineering
Laboratory.

The electrocoat bath temperature should be maintained at 27 +/- 2 C
or as recommended by the supplier during the coating process.

All substrates except aluminum shall be zinc phosphated and conform
to the requirements of WSB-M3P1-C using the most widely adopted
assembly plant processes. Use current approved primer surfacer for

WSB-M64J30-A1/A2/A3 /A4
WSB-M64J30-C1/C2/C3 /C4

all tests, Use current approved black enamel topcoat for the
holdout evaluation (para 3.8.5). Use current approved white enamel
topcoat for all other tests requiring an enamel topcoat.

3.7.1

Dry Film
Thickness
Requirements

in micrometres
E-coat Primer
Primer Surfacer

Enamel Topcoat

WP 3948-b

Paint Systems for Testing

The following four different coating conditions will be
utilized to test the cationic electrocoat primer. EAO only
to test conditions II - IV. The following chart specifies
the coating conditions and the film thickness requirements:

I

E-coat
Primer

18 - 20

CONDITION

1I I1I Iv
E-coat E-coat E-coat
Primer Primer Primer

with Topcoat with Primer Surfacer
with Topcoat
30 - 33 30 - 33 30 - 33
- - 20 min*

- 40 - 50 40 - 50

*Unless otherwise specified in the applicable Primer
Surfacer Engineering Material Specification
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