@/ ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
PRIMER, FLASH, CLEAR, AIR DRY WSB-M6J173-A
1. SCOPE

The material defined by this specification is a clear flash primer for
use as a sealer to minimize plastic molding imperfections.

2. APPLICATION

This material, specifically developed for use with soft touch paint,
ESB-M15J6-A, is a primer for use on ABS, polycarbonate, ABS/polycarbonate
blends and glass filled polycarbonate. This material is intended for wet
on wet application with soft touch paint.

3. REQUIREMENTS
3.1  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification,
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 COMPOSITION

3.4.1 Vehicle: The clear coating to provide good hiding of
substrate molding defects and good adhesion to substrate
and topcoat.
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3.4.2 Volatile: The proportion of solvents in the paint shall be
so formulated that primer/topcoat system will level out
satisfactorily without telegraphing of molding defects,

sagging, popping, or roughness after curing at the
specified film thickness.

3.4.3 Specific Composition: The supplier will furnish such data
upon request.

3.5 PHYSICAL PROPERTIES

3.5.1 Volatile Organic Compounds: Allowable TBD
Weight at Application Viscosity
(ASTM D 2369, Procedure B)

3.5.2 Viscosity: Application +/- 5 s
(FLIM BI 111-01)

Shall be established by the supplier on the initial
approved production batch.

3.5.3 Stability
(6 months at 23 +/- 2 C)

Shall not liver or jell upon standing and must be free from
settling which is not dispersed by normal agitation. The
viscosity of the material shall not increase or decrease
more than 10 s,

3.6 PREPARATION OF TEST PANELS

3.6.1 Substrate

Unless otherwise specified, thermoplastic or thermosetting
plastic materials with 2.5 mm thickness shall be used.

All substrate/primer/paint combinations are approved
separately. Complete all testing on ungrained plaques.

3.6.2 Substrate Preparation

All test specimens shall be free of mold release agents,

fingerprints, oils, dirt and any other detrimental surface
contamination.

3.6.3 Primer Preparation

Film thickness range shall be TBD
3.6.4 Primer Color Clear
gé,i
WP 3948-Db Page 2 of 4

I 9009160 0013808 T7?T B
___ Documents

Copyright by the Ford Motor Company Document Sharing Hub

Sat Aug 27 23:56:22 2016
Full document details: FORD WSB-M6J173-A 1993



http://www.avadocuments.com/doc/ford-wsb-m6j173-a-1993
http://www.avadocuments.com/doc/ford-wsb-m6j173-a-1993

