ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
WINDSHIELD WASHER CONCENTRATE, INITIAL FILL WSB-M8R16-A2
WINDSHIELD WASHER SOLUTION, DILUTED, INITIAL FILL WSB-M8B16-A3

1. SCOPE

A2 The material defined in this specification is an alcohol solution
containing surfactants and other additives for improved cleaning efficiency
and freeze point depressicn.

A3 The material defined in this specification 1is an alcochol solution
containing surfactants and other additives for improved cleaning efficiency
and freeze point depression. The material is diluted to a 40/60
concentrate to water solution.

2. APPLICATION

The material is intended for winter and summer production initial fill.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein 1s required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.1.1 Initial Qualifications

The supplier must furnish to the affected Materials
Engineering Activity a completed and certified copy of the
attached Supplement A and test reports demonstrating the
capability of the process for the listed critical properties.

3.1.2 Ongoing Verification Plan

In addition to the control plan, the supplier and affected
Materials Engineering activity shall establish a mutually
agreed upon ongoing product verification plan which will be
listed on Supplement B.

Date Release No. Released
1994 11 17 WNB00I10043054397 |aAdded WSB-M8B1l6-A3 J. Showalter
1992 11 11 NBOOI10043054208|Released TRB AJS BCF R.D. Moore
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3.2 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be eguivalent in
all <characteristics to the material wupon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, «color, ©processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS-M99P9999-A1.

4. APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
reguest, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility, demonstrating
full compliance with &ll the requirements of this specification (test
results, not nominal values), the material designation and code number, and
test specimens for Ford evaluation. Ford's engineering approval of a
material will be based on its performance to this specification and on an
assessment of suitability for intended processes and/or applications. Upon
approval, the material will be added tc the Engineering Material Approved
Source List.

5. GENERAL INFORMATION

The information below is provided for clarification and assistance in
meeting the requirements of this specification.

5.1 Supplement C i1s to be used for additional information required for
initial gualification.

5.2 ODOR Non-objectionable

5.3 COLOR Clear blue
(ASTM D 1209)

5.3.1 The added in-plant diluent of the concentrate is water,
preferably demineralized. The recommended dilution is 40
volume % concentrate to 60 volume % water.
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5.4 Specific Gravity

(ASTM D 891)

5.5 pH
(ASTM E 70)

40 vol. % concentrate/60 vol.

5.6 Non~Volatiles
{ASTM D 1353)

5.7 Surface Tension

(ASTM D 1331)

40 vol. 2 concentrate/60 vol.

5.8 Viscosity
(ASTM D 445)

At 22 C
At - 17.8 C

40 vol. % concentrate/60 vol.

5.9 Freeze Point
(ASTM D 1177)

40 vol. % concentrate/60 vol.
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water.

water.

water.

water.

0.801

21 M/m

0.8 mm2/s
9.1 mm2/s

- 38 C
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