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ENGINEERING MATERIAL SPECIFICATION

MaterZal Name

Specificatior Number

COATED WINDOW MOLDINGS, EXTERIOR COMPONENTS WSB-M98P11-A2

1. SCOPE

The material defines the minimum durability and performance requirements
of a coated window molding.

2. APPLICATION

This specification was released for coated window molding material used
in the backlite assembly.

3. REQUIREMENTS

3.1

QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for cngoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must
be wused to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials
Activity.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS
All test wvalues indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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3.4 APPEARANCE
(FLTM BI 109-01)

The coverage of the coating on production parts, as well as, the
color, pattern, and finish, shall match the apprcoved Design Center
master sample, or shall be as specified on the engineering drawing.

3.5 CONSTRUCTION

3.5.1 Coated Molding Description As specified on engineering
drawing

The coating shall be non-staining and shall be compatible in color
with the molding. The coating shall not become soft, tacky or
exhibit blistering or delamination after any of the tests outlined
in this specification.

3.6 ADHESION

Acdhesion of the coating layer to the substrate shall be uniform

over the entire part. Adhesion shall be such that the coating
layer may not be peeled or separated intact from the substrate
material.

3.7 COMPATIBILITY

The coating materials or other surface treatments wutilized to
achieve a coating to the substrate shall not adversely affect the
physical properties of the substrate material.

3.8 RESISTANCE PROPERTIES

The following requirements shall be assessed on sections of the
windshield assembly and must include all materials and
constructions, e.g., molded corners, bright inserts, etc.

Separate specimens are required for each test.

The parts as received and after being subjected to the exposures
listed below shall conform to the following requirements:

No cracking, discoloration, iridescence, bloom, milkiness,
separation or loss of embossment allowed.

In addition, there shall be no evidence of shrinkage or
incompatibility between materials of construction.

The prescribed test to identify if coating 1is present or not
present on a window molding shall be done as identified in
paragraph 5.1. This simplified test will be run before and after
the following exposures.

All assessments shall be carried out within 1 h of reaching
23 +/- 2 °C unless otherwise specified.
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