ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

FABRIC, TEXTURED POLYESTER BACKING, 130 g/m2 LOCK WSB-M9H117-B
STITCHED

1. SCOPE

The material defined by this specification is a textured polyester

fabric, uniformly needled of good commercial quality, thoroughly cleaned
and free from waste.

2. APPLICATION

This specification was released originally for a backing material for
seating vinyl.

3.  REQUIREMENTS

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final Product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 4+/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4  COMPOSITION 100 % Textured Polyester Fiber
(ASTM D 629)

Date Release No. Release/Revision

1991 12 05 |NB0OOI10043054135| Released J.D. Salow A.J. Stocki
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3.5 FABRIC CONSTRUCTION

3.5.1 Fabric Count, Range
(ASTM D 3887)

LSL USL AVG
Wales/100 mm 21 25 23
Courses/100 mm 35 41 38
3.5.2 Fabric Weight, Range, g/m2 122 135 129
(FLTM BI 106-01)
3.6 BREAKING STRENGTH, N, min MD 220 --- 299
(ASTM D 1682, grab method, AMD 264 --- 387
305 mm/minute jaw speed)
3.7 TEAR STRENGTH(trapezoid), N, min MD 53 --- 84
(FLTM BN 122-01) AMD 62 --- 97
3.8 STRETCH AND SET, %
(SAE J855)
Stretch MD 88 124 104
AMD 60 101 78
Set MD 25 % of stretch, max,
15 % average set
AMD 25 % of stretch, max,
17 % average set
3.9 SHRINKAGE, %, max MD --- 2.0 ---
(FLTM BN 105-01) AMD --- 2.0 ---
3.10 BURST STRENGTH, MPa, min 97 --- 1.08
(ASTM D 3887, average of
5 tests)

3.11 HUMIDITY AGING

After exposure for 7 days at 98 +/- 2 % relative humidity, 38 +/-
1 C, the construction shall show no evidence of mildew growth.

3.12 ADDITIONAL REQUIREMENTS

Specific requirements for material and/or manufactured parts shall
be specified on the Engineering drawing, Engineering parts
specification and/or performance specifications. All critical
areas with respect to these properties shall be clearly designated
on the engineering drawing.
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