ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

THREAD, POLYAMIDE, SINGLE PLY ' WSD-M15H59-A

1. SCOPE

The material defined by this specification is a nultifilament polyamide
thread manufactured as a single ply.

2. APPLICATION

This specification was released originally for material used as an
underthread in sewing operations in the manufacture of automotive seat
and seat back cover assemblies and/or as specified on Engineering

drawings.

3. REQUIREMENTS

In addition to the requirements quoted herein, this material must meet
the requirements of the Performance Specification, WSD-M8P5-B, except
clauses 3.6.1 U.V. DEGRADATION and 3.7 RESISTANCE TO FADE.

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System

Standard Q-101.

A mutually acceptable Control Plan as described

therein is regquired for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermogram established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and/or thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under

the same conditions unless otherwise specified.
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APPEARANCE
(FLTIM BI 109-01)

The color, pattern, and finish shall match the approved Design

Center master sample, or shall be as specified on the Engineering
Drawing.

YARN CONSTRUCTION AND DESCRIPTION
(ASTM D 1244) -

The thread is manufactured from one end of 70 tex f 100,
multifilament, bright, high tenacity Polyamide 6.6 yarn. It is
twisted in Reverse (Z) direction.

PHYSICAL REQUIREMENTS

3.6.1 Thread Size, range 72 +/- 6 Tex
(FLTM BN 150-01)

3.6.2 Tensile Strength, min 40N
(FLTM BN 150-01,
125 me/minute)

3.6.3 Elongation at Break, range 16 - 24 &
(FLTIM BN 150-01,
125 mm/minute)

3.6.4 Twist, range 150 - 240 turns/m
(FLTM BN 150-01)

ADDITIONAL REQUIREMENTS

Specific requirements for material and/or manufactured parts shall
be specified on the Engineering drawing, Engineering parts
specification and/or performance specifications. All eritical
areas with respect to these properties shall be clearly designated
on the Engineering drawing.

SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in

all characteristics to the material upon which approval was
originally granted.
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