@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

BOLT - SERRATED WSD-M1A23%1-A1

WSD-M1A291-A2
1. SCOPE

The materials defined by this specification are heat treated steels with
controlled surface hardness.

2. APPLICATION

This specification was released to define the requirements of serrated
shank, round headed bolts used in applications such as wheel bolts etc.

3. REQUIREMENTS
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality System
Requirements, QS-9000. Material specification requirements are to be
used for initial qualification of materials. A Control Plan for
ongoing production verification is required. This plan must be
reviewed and approved by the relevant Ford Materials activity and/or
Ford Supplier Technical Assistance (STA) prior to production parts

submission. Appropriate statistical tools must be used to analyze
process/product data and assure consistent processing of the
materials.

Part producers using this material in their products, must use Ford
approved materials and must conform to a process control plan which
has been approved by STA and/or the relevant Materials Activity.

3.2 MATERIAL

The choice of steel composition is at the manufacturer's discretion

and shall be suitable to meet the specified hardenability and other
properties.

The general quality of manufacture of the steel and wire product for
bolt making shall conform to the relevant national standard for the
country of sourcing. In the absence of a national standard or for
referee purposes, the steel shall conform to ISO 4954 section 1.
Specific requirements for composition, mechanical properties and
treatment condition of the wire shall conform to ISO 4954 or to the
relevant national or industry standard.
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3.3 HARDENABILITY

The selected material shall have a minimum hardenability according to
the nominal thread diameter of the bolt.

NOMINAL THREAD JOMINY HARDNESS HARDENING TEST

DIAMETER mm HRC minimum Hardness at mid radius
HV30 minimum

Up to and

including 10 mm 44 at 5 mm 450

Over 10 up to and
including 20 mm 44 at 7 mm 450

Over 20 up to and
including 24 mm 44 at 9 mm 450

3.4 HEAT TREATMENT

All bolts shall be heat treated to the required level as indicated.

3.4.1 CORE HARDNESS, HV3O0 Al 300 - 380
A2 280 - 360

For referee purposes the core hardness shall be determined at
the mid-radial position on a cross section taken either 1d
from the threaded end or from the serrated zone.

3.4.2 SURFACE HARDNESS, HVS Al 380 - 500
AZ 350 - 460

The surface hardness shall be determined on the flat of the
head at a position not within the nominal diameter of the
bolt. No more than 0.02 mm of surface shall be removed during
preparation of a suitable surface for the hardness test.

3.4.3 CASE DEPTH, max 0.25 mm

Case depth shall be determined for referee purposes by the
microhardness HV 0.3 method. The case depth is that depth with
a hardness of 30 Vickers points above the actual core
hardness. The surface hardness for this test shall be
determined at 2.5 - 3 impression diagonals from the surface.

The bolts shall contain no decarburisation and this shall be
assessed in the spline region.

3.5 MANUFACTURE

3.5.1 Bolts up to and including 12 mm nominal thread size shall be
cold forged and the serrations and threads shall be rolled

before heat treatment. Bolts of more than 12mm diameter may
be machined from bar.
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