ENGINEERING MATERIAL SPECIFICATION

GREASE, MOLYBDENUM DISULFIDE, CV JOINTS WSD-M1C230-A

1. SCOPE

The material defined by this specification is a grease consisting of a mineral oil with thickener, oxidation
and corrosion inhibitors and molybdenum disulphide.

2. APPLICATION

This specification was released originally for grease used for lubricating constant velocity (CV) joints.

3. REQUIREMENTS

3.0

STANDARD REQUIREMENTS FOR PRODUCTION MATERIALS

Material suppliers and part producers must conform to the Company's Standard Requirements For
Production Materials (WSS-M99P1111-A).

3.11 Initial Qualifications
The supplier must furnish to the affected Materials Engineering activity a completed and
certified copy of the attached Supplement A and test reports demonstrating the
capability of the process for the listed critical properties.

3.1.2 Ongoing Verification Plan
In addition to the control plan, the supplier and affected Materials Engineering activity

shall establish a mutually agreed upon ongoing product verification plan which will be
listed on Supplement B.

ing Hub

34 CONSISTENCY
Material shall be a smooth homogeneous product free from abrasive particles, it shall be
consistent in color and texture, and free from objectionable odors during normal storage. It shall
be suitable for the intended application.
3.5 FUNCTIONAL APPROVAL
Materials being evaluated for initial approval may be subjected to a functional trial. Functional trial
results shall be evaluated by the responsible Systems Engineering and Materials Engineering
activities prior to material approval and release.
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ENGINEERING MATERIAL SPECIFICATION

WSD-M1C230-A

5. GENERAL INFORMATION

The information given below is provided for clarification and assistance in meeting the requirements of this
specification.

5.1 TYPICAL PROPERTIES

The information shown is to provide data on products which have been qualified to this
specification. The values shown do not constitute part of the requirements for initial qualification.

511 Penetration
(ASTM D 217)

After 60 strokes 284
Change after 100,000 Strokes 10%
51.2 Dropping Point 192 °C
(ASTM D 566)
5.1.3 Oxidation Stability 42 kPa
(ASTM D 942, pressure drop
after 100 h)
514 Oil Separation 3.5%
(IP 121, 7 days at 40 °C
by weight)

51.5 Low Temperature Properties

5.1.5.1 Flow Pressure
(DIN 51805)
At 20 °C 5.4 kPa
At-35°C 57 kPa
5.1.6 Loss on Evaporation by wt 0.8%
(IP 183)

5.2 SUPPLEMENT C

This is to be used for additional information required for initial qualification.

Document Sharing Hub
Copyright Ford Motol ¥ i : f
e Marﬁﬁmgsg&m&% are uncontrolled Copyright © 2004, Ford Glopgl Technologies, LLC Page 2 of 5
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: FORD WSD-M1C230-A 2004


http://www.avadocuments.com/doc/ford-wsd-m1c230-a-2004
http://www.avadocuments.com/doc/ford-wsd-m1c230-a-2004

