ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

ALUMINUM, SILICON COPPER MAGNESIUM ALLOYS WSD-M2A137-B1

WSD-M2A137-B2
WSD-M2A137-B3
WSD-M2A137-B4
WSD-M2A137-B5

1. SCOPE

The materials defined by these specifications are a series of high
silicon aluminum alloys suitable for gravity die casting, which contain
copper, nickel and magnesium to enhance elevated temperature properties.

2. APPLICATION
These specifications were released originally for materials used for
automotive pistons. Mechanical properties at elevated temperature and

wear resistance increase through the grades to B4 and BS5, which are
recommended for the most arduous applications.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CHEMICAL COMPOSITION (Weight %)

Bl B2

B3 B4 B5
Silicon 8.5-10.5 11-13 11-13 14.8-18.0 17-19
Copper 2.0-4.0 0.7-1.5 0.7-1.5 1.9-3.6 0.8-1.5
Iron 0.8 max 0.8 max 0.8 max 0.85 max* 0.8 max
Magnesium 0.5-1.5 0.8-1.5 0.8-1.5 0.5-1.0 0.8-1.3
Nickel 1.0 max 0.7-1.3 0.7-1.3 0.35-0.8 1.3 max
Manganese** 0.5 max 0.5 max 0.5 max 0.45 max 0.2 max
Zinc 1.0 max 0.5 max 0.5 max 0.90 max 0.2 max
Titanium 0.25 max 0.25 max 0.25 max 0.20 max 0.25 max
Chromium - --- --- 0.10 max ---
Others each 0.1 max 0.1 max 0.1 max 0.1 max 0.1 max
Total others 0.5 max 0.5 max 0.5 max 0.5 max 0.5 max
Sodium/ 0.5 max 0.5 max 0.5 max 0.5 max 0.5 max
Strontium
(Total)
Phosphorus k% *x% *k%k *xk K%k
Aluminum Balance Balance Balance Balance Balance
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ENGINEERING MATERIAL SPECIFICATION

WSD-M24137-B1/B2/B3 /B4 /B5

* High performance pistons may require lower iron; iron content
must be balanced by Mn content, 2:1 respectively.

*% Manganese content shall not be less than one-half the iron
content.
*%*  Primary silicon refinement 0.0025 - 0.005 %
typical

Supplied composition shall fall within the above ranges, and limits
will be defined as part of the control plan. The control plan will
also include modification, refining elements and processing detail.

3.3 MECHANICAL PROPERTIES (Cast Test Bars)
Room Temperature

3.3.1 Tensile Strength, min Bl & BS - 180 MPa
(ASTM E 8/ E 8M) B2, B3, & B4 200 MPa
Note: Cast test bars shall be processed and coded in a
manner comparable to the casting they represent.

3.3.2 Hardness (500 Kg load, 10 mm ball) 90 - 130 HB
(ASTM E 10)

3.4 MECHANICAL PROPERTIES (Finished Components)
Room Temperature

3.4.1 Tensile Strength, min 180 MPa
Test bars machined from any location.

The engineering drawing may designate a higher value for
test bars from specified locations.

3.4.2 Hardness 90 - 130 HB
(ASTM E 10)

Rockwell F or Rockwell B measurements may be used on the
finished component in lieu of Brinell readings where
section thickness precludes using Brinell impressions.
Hardness measurement locations shall be specified on the
Engineering Drawing.

3.5 MICROSTRUCTURE
(ASTM E 3)

Bl and B2: Aluminum rich dendrites in an aluminum silicon eutectic
matrix, containing uniformly distributed intermetallic compounds.

B3, B4 and BS5: Primary silicon crystallites in an acicular
aluminum silicon matrix, containing uniformly distributed
intermetallic compounds.
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