@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

FABRIC, VINYL COATED, WOVEN, EXPOSED LOAD WSD-M2F164-B
COMPARTMENT COVER

1. SCOPE

The material defined by this specification is a woven polyester fabric
which is wvinyl coated on both surfaces.

2. APPLICATION

This specification was released originally for material used as a cover
for the exposed load compartment.

3. REQUIREMENTS

In addition to the requirements listed herein, this material shall meet
all requirements of the WSS-M8P3-D1/D3, PERFORMANCE, FLEXIBLE POLYMERIC
FILM, INTERIOR QUALITY material performance specification.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must

be used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan
which has been approved by STA and/or the relevant Materials

Activity.
Date Action Changes
1998 03 25| Revised Revised para 3 & Updated D. Whyte, J. Williams
1994 03 31 |C10348585 Added 3.19, Revised 3.21 & Updated J Williams
1992 06 16 |C10222515 eleased V M Joshi

WP 3948-a Page 1 of S

L qﬁUU"lle] DDS?rl::I:‘I as0 W B Documentsi

Copyright by the Ford Motor Company Document Sharing Hub

Sun Aug 28 22:42:37 2016
Full document details: FORD WSD-M2F164-B 1998


http://www.avadocuments.com/doc/ford-wsd-m2f164-b-1998
http://www.avadocuments.com/doc/ford-wsd-m2f164-b-1998

ENGINEERING MATERIAL SPECIFICATION

WSD-M2F164-B

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAIL ANALYSIS

Ford Motor  Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.4 WEIGHT, min
(FLTM BN 106-01)

Fabric 40 g/m2
Vinyl Coatings 400 g/m2
Total 440 g/m2

3.5 FABRIC

Note: Alternative compositions and constructions may be used
provided that approval has been given by the appropriate Materials
Engineering Activity and is detailed in the Approved Source List.

3.5.1 COMPOSITION Polyester
(ASTM D 276/ASTM D 629) continuous
filament
3.5.2 CONSTRUCTION OF FINISHED MATERIAL
(ASTM D 3775)
Ends, min ' 70 per 10 cm
Picks, min 65 per 10 cm

3.6 BREAKING STRENGTH, min
(ASTM D 751, grab method)

Warp 500 N
Weft 450 N
3.6.1 Elongation at Break, max
Warp 35 %
Weft 35 %
WP 3948-b Page 2 of 5

HR 300910 0057b70 572 MM

- Documents

Document Sharing Hub

Copyright by the Ford Motor Company

Sun Aug 28 22:42:37 2016
Full document details: FORD WSD-M2F164-B 1998


http://www.avadocuments.com/doc/ford-wsd-m2f164-b-1998
http://www.avadocuments.com/doc/ford-wsd-m2f164-b-1998

