ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
FABRIC, VINYL COATED WSD-M2F175-A
1. SCOPE

The material defined by this specification is a vinyl coated, knitted
backing material.

2. APPLICATION

This material was released originally for gearshift gaiters.
3. REQUIREMENTS

In addition to the requirements quoted herein, this material must also
meet the requirements of the Performance Specification for Flexible
Polymeric Films, Interior Quality, WSB-8P3-C.

3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyse process/product data so
that variation in the final product is continuously reduced.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.

3.3 APPEARANCE
(FLTM BI 109-03)

Golour, pattern and finish shall match the Master Sample as
released by the Design Department.

Date Release No. Release/Revision
1991 07 04 |C10148786 Released J. Joshi
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ENGINEERING MATERIAL SPECIFICATION

WSD-M2F175-A

3.4

WEIGHT, min
(FLTM BN 106-01)

Vinyl Coating 460 g/m?2
Backing Fabric 70 g/m2
Total 530 g/m2
3.5 BACKING FABRIC
Note: Alternative compositions and constructions may be used

provided that approval has been given by the appropriate Materials
Engineering Activity and detailed in the Approved Source List.

3.5.1 Composition 100 % Nylon
(ASTM D 276/ASTM D 629)
3.5.2 Construction of Finished Material
(ASTM D 37753)
Wales 72710 cm
Courses 64/10 cm
3.6 BREAKING STRENGTH, min
(ASTM D 1682 GT, 300 mm/minute)
Wales 300 N
Courses 180 N
3.7 - ELONGATION AT BREAK
(ASTM D 1682 GT, 300 mm/minute)
Wales 130
Course 350
3.8 TEAR STRENGTH (Trouser), min
(ISO 4674, Method A2)
Wales 15 N
Courses 1S N
3.9 ADHESION OF COATING TO FABRIC, min
(FLTM BN 151-05, METHOD 'A')
Wales 13 N/50 mm
Courses 13 N/50 mm
3.10 SEAM STRENGTH, min
(FLTM BN 119-01)
Wales 250 N
Courses 250 N
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